ORDER OF THE STATE OF WISCONSIN NATURAL RESOURCES BOARD
REPEALING, RENUMBERING, RENUMBERING AND AMENDING, AMENDING,
REPEALING AND RECREATING AND CREATING RULES

The Wisconsin Natural Resources Board proposed an order to repeal ss. NR 500.03(29), NR500.03(55),
NR 502.04(2)(c)1 and 2, NR 502.05(1)(a)1., 2. and 3., NR 503.07(4)(c), NR 504.09(2)(e), NR 506.07(6),
NR 507.14(6)(Note), NR 507.26(3)(a)2., NR 509.04(4)(c), NR 520.04(e) and (f), NR 520.14(3)(c)6.f. and
(4), Ch. NR 536, NR 538.12(2)(d), renumber ss. NR 502.05(1)(c) and (d), NR 503.09(1) to (9), NR
538.10(11), (12) and (Note), renumber and amend ss. NR 538.03(2), (3), (4), (5), and (6), amend ss. NR
500.03(intro.), NR 500.03(36)(Note), NR 500.03(86)(Note) and (90)(Note), NR 500.03(106), NR
500.03(129) and (164), (164)(Note), (194) and (195), NR500.03(231), NR 500.03(259), NR 500.05(3), NR
500.05(4), NR 500.05(5), NR 500.05(6)(intro.), (a), (f) and (g), NR 500.06(4), NR 500.08(2)(a),, NR
502.05(1)(a)(intro.), NR 502.05(1)(b), NR 502.05(3)(intro.) and (&), NR 502.05(4)(a)6., NR 502.07(1)(a),
(b) and (c), NR 502.07(2m), NR 502.07(3)(a)6., NR 502.07(4), NR 502.07(7), NR 502.08(3)(a)6., NR
502.10(2)(a)6., NR 502.11, NR 502.11(3)(8)6., NR 502.12(8)(a) 7., NR 502.12(9)(a)7., NR 502.13(6)(a),
(b)2., (c), (g)(Note) and Table 1.111.(intro.) and A., NR 503.04(2)(d), NR 503.04(3)(b), NR 503.06, NR
503.09(6)(f), NR 503.10(2)(c) and (d)4.b., (3)(e)6.(Note) and (4)(b)(intro.), (b)5.(Note), (d), (h) and (j)6.,
NR 503.10(7)(b), (c), and (e), NR 504.04(2)(a) and (b), (3)(d), (4)(b) and (f), NR 504.07(8), NR
504.08(2)(e), NR 506.07(2)(a)(intro.) and 5.(Note), NR 506.08(4), NR 506.09(2)(f)(Note), NR
506.105(4)(c), NR 506.15(2)(c) and (3)(g), NR 507.05(2)(Note), NR 507.14(5)(a), (b), (e) and (f)(Note),
NR 507.16(intro.)(Note), NR 507.17(4), NR 507.17(5)(intro.) and (7)(m)(Note), NR 507.20(1)(a) and (b)
and (3)(b), NR 507.22(1) to (4), NR 507.26(2) and (3)(a)1. and (Note), NR 507.26(3)(b)1., 4.b. and (Note),
NR 507.27(2)(Note), NR 507 Appendix | Table 1, footnote 1 and (Notes), NR 507 Appendix | Table 2 and
(Note), NR 507 Appendix | Table 3 and (Note), NR 507 Appendix | Table 4 and (Note), NR 507 Appendix
| Table 5 and (Note), NR 507 Appendix Il and (Note), NR 507 Appendix |11 and (Notes), NR
512.09(intro.), NR 512.10(intro.), NR 514.05(7), NR 514.06(16), NR 514.07(1), NR 516.04(3)(d)1.d. and
(5) (intro.), (b), and (c), NR 516.05(2)(f), NR 516.06(1)(b) and (2)(a), NR 516.07(2)(b), NR 516.07(2)(c)5
and (2m), NR 518.05(4)(f), NR 520.07(3), NR 520.12, NR 524.01, NR 524.05 (intro.), NR 524.05(1)(a)
and (d), NR 524.05(2)(a), NR 524.05(2)(e)1. and 2., NR 524.11 (intro.), NR 524.14(1)(b), NR
526.07(2)(c), NR 526.10(2)(a), NR 526.10(3)(d)2.(Note), NR 526.11(2)(a)(Intro.), NR 526.12(1)(c),
(D(0)4., (H(0)5., (H(d)(Intro.) and (4)(d)2, NR 526.13, NR 526.14(1)(a), (1)(b), (1)(b)(Note), (4)(Intro.),
(4)(3), (4)(b) and (4)(c), NR 526.18(2) and (Note), NR 526.21(1)(c)2., NR 538.02(Note), NR 538.04(2),
NR 538.06(3)(c), NR 538.08(7) and note, NR 538.10(5)(a), (b), (c), (d) and (f), NR 538.10(6)(b)6. Note,
NR 538.10(6)(d)4. Note, NR 538.10(7)(b), (8), (9), and (10), NR 538.12(2)(b), NR 538.14(4), NR
538.16(1)(a)4., NR 538.22(1), Chapter NR 538 Appendix | Table 1A, Chapter NR 538 Appendix | Table
2A, Chapter NR 538 Appendix | Table 3, Chapter NR 538 Appendix | Table 4, NR 540.04(1), NR
812.08(4)(g)1., NR 812.43(1), repeal and recreate ss. NR 502.04(1)(a)4., NR 503.07(4)(b), NR 504.07(4),
NR 507 Appendix 1V and (Notes), NR 509.04(4)(b), NR 512.15, NR 514.09, NR 520.10, NR 520.15(3)
Table 2, NR 520.15(3) Table 3, NR 524.03, NR 524.07, NR 524.08, NR 524.09, NR 524.10, NR 524.12,
NR 526.15, NR 538.06(3) Notes and create ss. NR 500.03(9m) and (20m), NR 500.03(93m), NR
500.03(124€) and (124h), NR 500.03(214m), NR 500.03(237m) and (248m), NR 500.11, NR 502.05(1)(c)
to (f), NR 502.05(3)(k), NR 502.07(1)(cm), NR 502.07(2r), NR 503.09(1), NR 503.10(7)(bg) and (br), NR
504.06(6), NR 504.075, NR 507.21(3), NR 507.22(2) and (3), NR 508.05(3m), NR 512.085, NR
514.06(6)(c), NR 514.07(7), NR 516.07(1m), NR 516.08, NR 520.04(7), NR 520.07(1m), NR 526.02(8),
NR 526.04(9) and (10) and (Note), NR 526.05(1)(c) (Note), NR 526.10(2)(am) and (3)(d)3., NR
526.11(2)(f) and (note), NR 526.21(1)(c)3., NR 538.03(2), (3), (5) and (10), NR 538.10(5)(h) and (i), NR
538.10(11), NR 538.12(2)(br) and (8), NR 538.14(4)(f), NR 812.07(24m) and (57w), NR 812.43(1)(a), (b),
(c) and (d) pertaining to landfilling of solid waste.

WA-15-05

Analysis prepared by the Department of Natural Resources




. Statutes Interpreted

ss. 289.21, 289.24, 289.29 through 289.32, 289.42, 289.43, 289.45, and 289.61, Stats.

. Statutory Authority

ss. 289.05, 289.06, and 289.07, Stats.

. Explanation of Agency Authority to Promul gate the Proposed Rule Under the

Statutory Authority

In ss. 289.05, 289.06, and 289.07, Stats., the Department has the duty and authority to
promulgate rules implementing ch. 289, Stats.

. Related Statute or Rule

None.

. Plain Language Analysis of the Proposed Rule

The proposed rules streamline solid waste requirements and lower transactional costs
for both stakeholders and the Department. They also clarify existing requirements,
correct errors in existing code language, and include minor fee adjustments.

. Summary of and Preliminary Comparison to Existing or Proposed Federal

Regulations Intended to Address the Activity to be Regulated by the Proposed Rule

Sub-title D of the Resource Conservation and Recovery Act addresses land disposal
of solid waste. Revisions were made to our NR 500 Seriesin 1996 to bring
Wisconsin fully in line with these federal regulations. The rule revisions proposed
here are not in response to federal regulations and address other solid waste facilities
in addition to landfills.

. Comparison of Similar Rulesin Adjacent States (MN, lowa, IL and M1)

All surrounding states have authorization from EPA to regulate land disposal of solid
waste and also have rules regulating other aspects of solid waste management. With
few exceptions, the rules proposed here reduce or clarify existing State of Wisconsin
requirements.

. Summary of The Factual Data and Analysis Methodologies That the Agency Used in

Support of the Proposed Rules and How Any Related Findings Support the
Regulatory Approach Chosen for the Proposed Rules.




Thisruleisthe result of nearly two years of collaboration between the Department
and asmall group of external stakeholders. Members of this workgroup have many
decades of experience in the field of solid waste management. In addition, three
larger meetings have been held to solicit input from awider group of interested
parties.

Any Analysis and Supporting Documentation That the Agency Used in Support of the

10.

Agency’s Determination of the Proposed Rule' s Effect on Small Business Under s.
227.114, Stats., or That Was Used When the Agency Prepared an Economic Impact

Report.

In the 1970s and 80s there were more than 1,000 licensed landfills in Wisconsin.
With the devel opment and enactment of Federal RCRA Sub-title D regulations, many
smaller landfills began to close due to the complexity and cost of the requirements.
At present, there are no active landfills in Wisconsin that meet the definition of a
small business. Thisrule also addresses non-landfill solid waste facilities. However,
as aresult of industry consolidation occurring over the past 20-plus years, we aso do
not believe that the proposed changes to non-landfill facilities will affect small
businesses.

Section 227.14(2g), Stats. requires proposed rules to include provisions detailing how
the rules will be enforced. To meet this requirement, the proposed rules create a new
s. NR 500.11, Wis. Adm. Code. This provides that the requirements for landfills and
disposal of solid waste set out in chs. NR 500 through 538 will be enforced through
the authority in subch. VIII of ch. 289, Stats. (ch. 289 is the statutory chapter
authorizing regulation of landfills and solid waste disposal). This proposed new code
section also authorizes enforcement under applicable provisions of the landfill and
solid waste codes.

Anticipated Cost Incurred by the Private Sector

11.

This rule package contains minor fee adjustments that would affect owners of both
private and public solid waste facilities. However, the streamlining proposed in this
rule package (along with the associated guidance that we have prepared with
significant input from our streamlining work group) will lower the transactional costs
of al solid waste facility owners.

Effect on Small Businesses

12.

None.

Agency Contact Person

Jack Connelly, Solid Waste Team Leader
608/267-7574
johnston.connelly@dnr.state.wi.us




13. Comment Are to be Submitted to the Following Address and the Deadline for
Submittal

Bureau of Waste Management — WA/3

PO Box 7921

Madison, Wi 53707-7921

Attention: NR 500 Series Streamlining Revisions

Deadline for comments will be set as part of the public hearing process.

SECTION 1. NR 500.03(intro.) isamended to read:

NR 500.03 Definitions. (intro.)The following definitions as well as the definitionsin eh chs.
289 and 299, Stats., are applicable to the terms used in chs. NR 500 to 538 unless the context
reguires otherwise.

SECTION 2. NR 500.03(9m) and (20m) are created to read:

NR 500.03(9m) “Areas of special natural resource interest” has the meaningin s.
30.01(1am), Stats., and asidentifiedins. NR 1.05.

(20m) “Borrow source” means alocation where nonmetallic mining, asdefined in s. NR
135.03 (13), is conducted for soils and aggregates used in landfill construction, operation and
closure.

SECTION 3. NR 500.03(29) is repeaed.
SECTION 4. NR 500.03(36)(Note) is amended to read:

NR 500.03(36) Note: The determination asto whether a soil environment meets the
definition of a coarse-grained soil environment shall be based on an interpretation of soil
stratigraphy after consideration is given to the deposition and origin of the deposits and their
engineering classification under the unified soil classification system specified in ASTM standard
D-2487-69-(1975) D2487-00 (2000). Copies of thispublication-are-avaiable the standard may be
obtained from ASTM International, 1916race-street 100 Barr Harbor Drive, Phitadelphia West
Conshohocken, PA 19103-1187 19428-2959, (610) 832-9585, www.astm.org. Copies of the test
proecedures standard are available for inspection at the offices of the department of natural
resources, the secretary of state and the revisor of statutes.

SECTION 5. NR 500.03(55) is repealed.
SECTION 6. NR 500.03(86)(Note) and (90)(Note) are amended to read:
NR 500.03(86) Note: The determination asto whether a soil environment meets the

definition of afine-grained soil environment shall be based on an interpretation of soil
stratigraphy after consideration is given to the deposition and origin of the deposits and their



engineering classification under the unified soil classification system specified in ASTM standard
D-2487-69-(1975) D2487-00 (2000). Copies of thispublication-are-avaiable the standard may be
obtained from ASTM International, 1916-race-street 100 Barr Harbor Drive, Phitadelphia West
Conshohocken, PA 19103-1187 19428-2959, (610) 832-9585, www.astm.org. Copies of the test
proecedures standard are available for inspection at the offices of the department of natural
resources, the secretary of state and the revisor of statutes.

(90) Note: Freeliquids shall be determined using the paint filter liquidstest { , Method 9095
} , asdescribed in "Test Methods for Evaluating Solid Wastes Waste, Physical/Chemical Methods
, " EPA Pub—Ne: Publication SW-846 , third edition, November 1986, as amended by Updates |
inJuly 1992, Il in September 1994, 1A in August 1993, 1B in January 1995, 111 in December
1996 and I11A in April 1998. The test methods are available at no cost at
www.epa.gov/epaoswer/hazwaste/test/main.htm. Copies of the test procedures methods are
available for inspection at the offices of the department of natural resources, the secretary of state
; and the revisor of statutes. Copies may be obtained from the superintendent of documents, U.S.
government printing office{GPO)Washington,-B-C.-20401, P.O. Box 371954, Pittsburgh, PA
15250-7954, (866) 512-1800, www.gpoaccess.gov. Copies may also be obtained from the
national technical information service, U.S. department of commerce, 5285 Port Royal Road,
Springfield, VA 22161, (800) 553-6847, www.ntis.gov.

SECTION 7. NR 500.03(93m) is created to read:

NR 500.03(93m) “GCL” or “geosynthetic clay liner” means factory manufactured
geosynthetic product consisting of alayer of bentonite contained between geotextiles that are
attached by adhesion, stitch bonding or needlepunching or alayer of bentonite attached to a
geomembrane by adhesion.

SECTION 8. NR 500.03(106) is amended by adding a note as follows:

NR 500.03(106) “Human tissue” means tissue removed from human beings. Human tissue
does not include hair or nails, but does include teeth.
Note: A tooth containing mercury amalgam may be both an infectious waste and a
hazardous waste. See s. NR 526.11(2)(f) for how to manage teeth containing mercury amalgam.

SECTION 9.  NR 500.03(124€) and (124h) are created to read:

NR 500.03(124€) “Licensed professiona engineer” means a professiona engineer registered
or licensed with the Wisconsin department of regulation and licensing.

(124h) “Licensed professional geologist” means a professional geologist registered or
licensed with the Wisconsin department of regulation and licensing.

SECTION 10. NR 500.03(129), (164), (164)(Note), (194) and (195) are amended to read:

NR 500.03(129) "Liquid waste" means any waste materia that is determined to contain "free
liquids' as defined by Method 9095 { , Paint Filter Liquids Test } , as-deseribed in "Test Methods
for Evaluating Solid Wastes Waste, Physical/Chemical Methods, " { EPA Pdab--Ne: Publication
SW-846 } , third edition, November 1986, as amended by Updates | in July 1992, 1l in September
1994, 11A in August 1993, 1IB in January 1995, |11 in December 1996 and I11A in April 1998.

Note: The test methods are available at no cost at
www.epa.gov/epaoswer/hazwaste/test/main.htm. Copies of the test procedures methods are




available for inspection at the offices of the department of natural resources, the secretary of state
; and the revisor of statutes. Copies may be obtained from the superintendent of documents, U.S.
government printing office{GPO)Washington,-B-C.20401, P.O. Box 371954, Pittsburgh, PA
15250-7954, (866) 512-1800, www.gpoaccess.gov. Copies may also be obtained from the
national technical information service, U.S. department of commerce, 5285 Port Royal Road,
Springfield, VA 22161, (800) 553-6847, www.ntis.gov.

(164) "Paint filter liquids test” means the test used for determining whether a waste contains
freeliquids as defined by Method 9095 { , Paint Filter Liquids Test } , asdeseribed in "Test
Methods for Evaluating Solid Wastes Waste, Physical/Chemical Methods, " { EPA Pdb-—Ne:
Publication SW-846 } , third edition, November 1986, as amended by Updates | in July 1992, Il
in September 1994, 11A in August 1993, I1B in January 1995, |11 in December 1996 and I11A in
April 1998.

Note:_The test methods are available at no cost at
www.epa.gov/epaoswer/hazwaste/test/main.htm. Copies of the test procedures methods are
available for inspection at the offices of the department of natural resources, the secretary of state
; and the revisor of statutes. Copies may be obtained from the superintendent of documents, U.S.
government printing office{GPO)Washington,-B-C.-20401, P.O. Box 371954, Pittsburgh, PA
15250-7954, (866) 512-1800, www.gpoaccess.gov. Copies may also be obtained from the
national technical information service, U.S. department of commerce, 5285 Port Royal Road,
Springfield, VA 22161, (800) 553-6847, www.ntis.gov.

(194) “Registered profess onaI eng| neer” meansaprofonal engineer registered or
licensed with the Wisconsin exa ' i

designers-and-and-surveyersdepartment of requlatlon and Ilcensr ng.

(195) “Registered profess onal geologlst means aprof onaI geologist registered or
licensed with the Wisconsin ! i '

d&srgnersand—land—s&rveyersdepartment of requlatlon and Ilcensr ng.
SECTION 10m. NR 500.03(214m) is created to read:

NR 500.03(214m) “Soil barrier layer” means a soil layer or set of layersthat is constructed
as a subgrade for a GCL and which provides a smooth surface and hydration water source for the
GCL, reduces flow through the barrier system, reduces settlement stresses on a GCL and
geomembrane and minimizes geochemical effects on a GCL.

SECTION 11. NR 500.03(231) is amended to read:

(231) "SW-846" means the document enmled "Test Methods for EvaI uatlng Solid Waste,
PhysrcaI/Cheml cal Methods," Nev 9 9

ed|t| on, November 1986, asamended by Updatesl inJuly 1992, 11 in September 1994 A in

August 1993, 1B in January 1995, |1l in December 1996 and II1A in April 1998.

Note: The test methods are available at no cost at
www.epa.gov/epaoswer/hazwaste/test/main.htm. Copies of the test methods are available for
inspection at the offices of the department of natural resources, the secretary of state and the
revisor of statutes. Copies may be obtained from the superintendent of documents, U.S.
government printing office, P.O. Box 371954, Pittsburgh, PA 15250-7954, (866) 512-1800,
WwWw.gpoaccess.gov. Copies may also be obtained from the national technical information




service, U.S. department of commerce, 5285 Port Royal Road, Springfield, VA 22161, (800) 553-
6847, www.ntis.gov.

SECTION 12. NR 500.03(237m) and (248m) are created to read:

NR 500.03(237m) “Trace chemotherapy waste” means items contaminated with
antineoplastic chemotherapy drugs, including drug dispensing devices, gloves and other items
that have come into contact with chemotherapy drugs.

(248m) “USDOT"” means the United States department of transportation.
SECTION 13. NR 500.03(259) is amended to read:

NR 500.03(259) "WGNHS" means the Wisconsin geolegic geological and natural history
survey.

SECTION 14. NR 500.05(3) is amended to read:

NR 500.05(3)(title) PAPER AND ELECTRONIC COPIES. Unless otherwise specified,5 4 paper
copies and one complete electronic copy of the plan or report prepared pursuant to the appropriate
section of chs. NR 500 to 538, and an additional electronic copy of any plan sheets or drawings
submitted as a part of the plan or report. FwoT hree paper copies shall be submitted to the
department’ sfield office responsible for the areain which the facility is located and 3-copiesone
paper copy, one electronic copy, and the additional electronic copy of associated plans or
drawings shall be submitted to the bureau of waste management in Madison unless otherwise
specified by the department. The complete el ectronic copy of the report and the separate
electronic copy of any plan sheets or drawings shall be provided in formats and on media
acceptable to the department.

SECTION 15. NR 500.05(4) is amended to read:

NR 500.05 (4) CERTIFICATION. (&) The repertreports and plan sheets shall be under the seal
of aregistered-licensed professional engineer. In addition, the following certification shall be
included:

“I, , hereby certify that | am a registered-licensed professional
engineer in the State of Wisconsin,-registered-in accordance with the requirements of ch. A-E 4,
Wis. Adm. Code; that this document has been prepared in accordance with the Rules of
Professional Conduct in ch. A-E 8, Wis. Adm. Code; and that, to the best of my knowledge, all
information contained in this document is correct and the document was prepared in compliance
with al applicable requirementsin chs. NR 500 to 538, Wis. Adm. Code.”

(b) Initial site reports, feasibility reports, plans of operation, site investigation, remedia
action options reports and any other reports where interpretation of geology or hydrogeology is
necessary shall be under the seal of a registered-licensed professiona geologist. In addition, the
following certification shall be included:

1, , hereby certify that | am a registered-licensed professional geologist in
the State of Wisconsi n—regrstelcedl n accordance with the requirements of ch. A-E-20GHSS 2,
Wis. Adm. Code; that the preparation of this document has been-prepared-in-accordance with-the
Rules-of not involved any Professional-Conduet-unprofessional conduct as detailed in ch. A-E
8GHSS 5, Wis. Adm. Code; and that, to the best of my knowledge, al information contained in




this document is correct and the document was prepared in compliance with all applicable
requirementsin chs. NR 500 to 538, Wis. Adm. Code.”

SECTION 16. NR 500.05(5) is amended to read:

NR 500.05(5) TECHNICAL PROCEDURES. All technical procedures used to investigate a solid
waste facility shall be the current standard procedures as specified by-the-American-society-for
testing-materials ASTM International, United States-geotogic geological survey, USEPA’s
standard methods for the examination of water and wastewater, or other equivalent or appropriate
methods approved by the department. Test procedures used shall be specified. Any deviation
from a standard method shall be explained in detail with reasons provided.

SECTION 17. NR 500.05(6)(intro.), (a), (f) and (g) are amended to read:

NR 500.05 (6) VISUALS. (intro.) Maps, figures, photographs and tables to clarify information
or conclusions. The visuas shall be legible. All paper copies of maps, plan sheets, drawings,
isometrics, cross-sections and aerial photographs shall meet the following requirements:

(@) No larger than 2432 inches X-36-by 44 inches and no smaller than 8 %2 inches Xby 11
inches.

(f) UseUSGSdatummean sealevel asathe basisfor all elevations.

(g) Contain asurvey grid based on monuments established in the field which-isreferenced
to-stateplane-utilizes a coordinate system and datum acceptable to the department. Examples of
acceptable coordinate systems include state plane, Universal Transverse Mercator, and Wisconsin
Transverse Mercator.

SECTION17m. NR 500.06(4) is amended to read:

NR 500.06(4) AFFIDAVIT OF FACILITY REGISTRY. Submittal on form 4400-67-4400-067
that proof that a notation of the existence of the facility has been recorded in the office of the
register of deedsin each county in which a portion of the facility islocated. Owners of landfills
applying for relicensure need only submit this form if the legal description of the landfill has
changed from that identified on a previously submitted form 4400-067.

Note: Thisform may be obtained from the Department of Natural Resources, Bureau of Waste
Management, 101 S. Webster Street, Natural-Resourees Buitding; P.O. Box 7921, Madison, WI
53707-7921, (608) 266-2111, waste.management@dnr.state.wi.us

SECTION 18. NR 500.08(2)(a) is amended to read:

NR 500.08(2)(a) Facilities where only clean soil, brick, building stone, concrete; or
reinforced concrete not painted with lead-based paint, broken pavement, and unpainted-or
wntreated-woed-wood not treated or painted with preservatives or |ead-based paint are disposed.

SECTION 18m. NR500.11 is created to read:

NR 500.11 Enforcement. If the department has reason to believe that a violation of the
reguirements of ch. 289, Stats. or chs. NR 500 to 538 has occurred, it may take enforcement
action as authorized under subch. VI11. of ch. 289, Stats. or as authorized in applicable



enforcement provisions for landfill and solid waste disposal program requirements in chs. NR 500
to 538.

SECTION 19. NR 502.04(1)(a)4. isrepealed and recreated to read:

NR 502.04(1)(a)4. A take of an endangered or threatened species under s. 29.604, Stats.
SECTION 20. NR 502.04(2)(c)1. and 2. are repeal ed.
SECTION 21. NR 502.05(1)(a)(intro.) is amended to read:

NR 502.05(1)(a)(intro.) Unless exempt under sub. (2), ex(3)(b), or (3)(d) to (i), owners or

operators of solid waste storage facilities shall comply with-alt-ef the fellowingperformance
standards and closure requirementsin s. NR 502.04(1) and (3)(a) and (b):

SECTION 22. NR502.05(1)(a)1., 2. and 3. are reped ed:
SECTION 23. NR 502.05(1)(b) is amended to read:
NR 502.05(1)(b) Unless exempt under sub. (2) or (3)(a) to (j), all new or expanded solid

waste storage facilities shall comply with initial site inspection requirementsin s. NR 502.04(2)
and demonstrate compliance with the applicable locational criterialisted in sub. (4).

SECTION 24. NR 502.05(1)(c) and (d) are renumbered as (g) and (h).
SECTION 25. NR 502.05(1)(c) to (f) are created to read:

NR 502.05(1)(c) Unless exempt under sub. (2) or (3)(b) to (i), store all waste in containersin
compliance with the operational requirements for containerized storage facilities under sub. (5).

(d) Unless wastes are stored only in containers, or the facility is exempt under sub. (2) or
(3)(b) to (i), comply with operational requirements for noncontainerized storage facilities under
sub. (6).

(e) Unless exempt under sub. (2) or (3), al new or expanded solid waste storage facilities
shall obtain approval of aplan of operation as specified in sub. (8), and comply with requirements
for engineering plans and construction documentation in subs. (9) and (10).

(f) Unless exempt under sub. (2) or (3)(a) to (j), obtain an operating license from the
department.

SECTION 26. NR 502.05(3)(intro.) and (&) are amended to read:

NR 502.05(3) OTHER EXEMPTIONS. (intro.) The following storage facilities are exempt from
all requirements of this seetitonchapter, except as specified.

(a) Storage facilities utilizing containers such as lugger boxes or rolloffs for solid waste
storage serving apartments, commercia establishments, business establishments and industries
which are located on the premises served, provided the facility complies with the general
performance standards and closure requirements isted-under-in s. NR 502.04(1) and (3)(a) and
(b) and the operational requirements listed under sub. (5).




SECTION 27. NR 502.05(3)(K) is created to read:

NR 502.05(3)(k) Containerized storage facilities within a building that meet al of the
following criteria are exempt from all other requirements of this chapter:

1. Comply with performance standards and closure requirementsin s. NR 502.04(1) and
(3)(a) and (b).

2. New or expanded facilities shall comply with initial site inspection requirementsin s. NR
502.04(2) and demonstrate compliance with applicable locational criteriain sub. (4).

3. Obtain an operating license from the department.

4. Accept amaximum of 50 tons of waste per day and store a maximum of 1,000 tons of
waste at any onetime.

5. Comply with operational requirements for containerized storage facilitiesin sub. (5).
6. Do not accept municipal solid waste combustor residue.

7. Prior to or with theinitial license application, and with each subsequent license
application thereafter, submit a cover letter containing the following certification:

I, (authorized individua name), (position title), hereby certify that | am the
owner or authorized representative of the solid waste containerized storage facility,
(facility name), located at (location address); that | am aware

of ss. NR 502.04 and 502.05, Wis. Adm. Code applicable to the facility; and that the facility isin
compliance with said codes.

(signature of authorized individual) (signature date)

8. If the certification required in subd. 7. is not submitted with alicense renewal application
prior to expiration of any license period, the facility shall pay compliance inspections feesin
accordance with s. NR 520.04(7) for up to 2 inspections completed by the department during the
subsequent license period.

SECTION 28. NR 502.05(4)(a)6. is amended to read:

NR 502.05(4)(a)6. Within 1,000 feet of the nearest edge of the right-of-way of any state
trunk highway, interstate or federal aid primary highway or the boundary of any public park; or
state or local natural area, unless the facility is screened by natural objects, plantings, fences or
other appropriate means so that it is not visible from the highway,-er park or natural area.

SECTION 29. NR 502.07(1)(a), (b) and (c) are amended to read:

NR 502.07(1)(a) Unless exempt under sub. (2m), owners and operators of solid waste
transfer facilities shall comply with the general-performance standards and closure requirements
ins. NR 502.04(1) and (3)(a) and (b).
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(b) Unless exempt under sub. (2), (2f) or (2m), owners and operators of hew or expanded
solid waste transfer facilities shall comply with initia site inspection requirementsins. NR
502.04(2) and demonstrate compliance with the locational criterialisted under sub. (3).

() Unless exempt under sub. (2), (2f), er-(2m)_or (2r), no person may operate or maintain a
solid waste transfer facility unlessthe person has received approval of aplan of operation as

SECTION 30. NR502.07(1)(cm) is created to read:

NR 502.07(1)(cm) Unless exempt under sub. (2), (2f) or (2m), no person may operate or
maintain a solid waste transfer facility unless the person has obtained an operating license from
the department.

SECTION 31. NR 502.07(2m) is amended to read:

NR 502.07(2m) EXEMPT USED OIL FACILITIES. Transfer facilities for only used oil whichis
managed in compliance with ch. NR 590 are exempt from all requirements of this seetien-chapter.

SECTION 32. NR502.07(2r) iscreated to read:
NR 502.07(2r) EXEMPT TRANSFER FACILITIES ACCEPTING LESS THAN 50 TONS PER DAY.
Transfer facilities that meet all of the following criteria are exempt from all other requirements of

this chapter:

(a) Comply with performance standards and closure requirementsin s. NR 502.04(1) and
(3)(a) and (b).

(b) New or expanded facilities shall comply with initial site inspection requirementsin s. NR
502.04(2) and demonstrate compliance with locational criteriain sub. (3).

(c) Obtain an operating license from the department.

(d) Accept amaximum of 50 tons of waste per day and store a maximum of 50 tons of waste
at any onetime.

(e) Comply with operational requirements for transfer facilities in sub. (7) and the following:

1. Limit storage periods to a maximum of 24 hours, except within leak-proof vehicles or
contai ners with impermeabl e tops used by alicensed collection and transportation service.

2. Do not accept sewage solids, sludge, asbestos or wastes containing free liquids.

3. Attheend of each operating day, place all waste in leak-proof vehicles or containers with
impermeabl e tops.

(f) Prior to or with theinitial license application, and with each subsequent license
application thereafter, submit a cover letter containing the following certification:

I, (authorized individual name), (position title), hereby certify that | am the
owner or authorized representative of the solid waste transfer facility, (facility
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name), located at (location address); that | am aware of s. NR 502.07, Wis.
Adm. Code applicable to the facility; and that the facility isin compliance with said code.

(signature of authorized individual) (signature date)

(g) If the certification required in par. (f) is not submitted with alicense renewal application
prior to expiration of any license period, the facility shall pay compliance inspections feesin
accordance with s. NR 520.04(7) for up to 2 inspections completed by the department during the
subsequent license period.

SECTION 33. NR 502.07(3)(a)6. is amended to read:

NR 502.07(3)(a)6. Within 1,000 feet of the nearest edge of the right-of-way of any state
trunk highway, interstate or federal aid primary highway or the boundary of any public park; or
state or local natural area, unless the facility is screened by natural objects, plantings, fences or
other appropriate means so that it is not visible from the highway, erpark or natural area.

SECTION 34. NR 502.07(4)(intro.) and (7)(intro.) are amended to read:

NR 502.07(4) PLAN OF OPERATION.(intro.) NeUnless exempt under sub. (2), (2f), (2m) or
(2r), no person may establish or construct atransfer facility prior to obtaining approval in writing
from the department of a plan of operation for the facility. The plan of operation shall specify the
intent and objectives of the proposal, indicate methods and procedures to minimize adverse
environmental impacts and provide a design which complies with the operation requirementsin
sub. (7). Unless an exemption is granted by the department in writing, the plan shall be submitted
in accordance with s. NR 500.05 and shall contain engineering plans specified under sub. (5) and
areport containing at a minimum the following information:

(7) OPERATIONAL REQUIREMENTS FOR TRANSFER FACILITIES.(intro.) Unless exempt under
sub. (2), (2f), (2m) or (2r), no person may operate or maintain atransfer facility except in
conformance with an approved plan of operation, if applicable under sub. (4), and the following
operational requirements:

SECTION 35. NR 502.08(3)(a)6. is amended to read:

NR 502.08(3)(a)6. Within 1,000 feet of the nearest edge of the right-of-way of any state trunk
highway, interstate or federal aid primary highway or the boundary of any public park; or state or
local natural area, unless the facility is screened by natura objects, plantings, fences or other
appropriate means so that it is not visible from the highway,er park or natural area.

SECTION 36. NR 502.10(2)(a)6. is amended to read:

NR 502.10(2)(a)6. Within 1,000 feet of the nearest edge of the right-of-way of any state
trunk highway, interstate or federal aid primary highway or the boundary of any public park; or
state or local natural area, unless the facility is screened by natural objects, plantings, fences or
other appropriate means so that it is not visible from the highway,er park or natural area.

SECTION 37. NR502.11(title) is amended to read:

NR 502.11(title) Woodburning facilities and open burning.
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SECTION 38. NR 502.11(3)(a)6. is amended to read:

NR 502.11(3)(a)6. Within 1,000 feet of the nearest edge of the right-of-way of any state trunk
highway, interstate or federal aid primary highway or the boundary of any public park; or state or
local natural area, unless the facility is screened by natura objects, plantings, fences or other
appropriate means so that it is not visible from the highway,er park or natural area.

SECTION 39. NR502.12(8)(a)7. and (9)(a)7. are amended to read:

NR 502.12(8)(a)7. Within 1,000 feet of the nearest edge of the right-of-way of any state trunk
highway, interstate or federal aid primary highway or the boundary of any public park; or state or
local natural area, unless the facility is screened by natura objects, plantings, fences or other
appropriate means so that it is not visible from the highway,er park or natural area.

(9)(a)7. Within 1,000 feet of the nearest edge of the right-of-way of any state trunk highway,
interstate or federal-aid primary highway or the boundary of any public park; or state or local
natural area, unless the facility is screened by natural objects, plantings, fences or other
appropriate means so that it is not visible from the highway,er park or natural area.

SECTION 40. NR502.13(6)(a), (b)2., (c), (g)(Note) and Table 1.111.(intro.) and A. are amended
to read:

NR 502.13(6)(a) An operator of a municipal solid waste combustor with a design capacity of
10 tons per day or greater shall test its residue quarterly the first year after an approval has been
issued. After thefirst year of quarterly testing the residues shall be tested on an annual basis,
except as provided in par. (m). The testing program listed in Table 1 shall be applied to all
samples collected as required by sub. (5) (a) to (d). The department may require dioxin and feran
furan testing, if circumstances warrant. Test results shall be submitted to the department with the
annual report specified under sub. (8).

(b)2. Test itsresidue annually beginning the first June after an approval has been issued using
the testing program listed in Table 1 for all samples collected under reguired-by sub. (5)(f). The
department may require-dioxintfuran dioxin or furan testing, if circumstances warrant.

(c) A leachate sample from the monofill where the residueis disposed of may be substituted
for the synthetic precipitation leaching procedure, EPA Method 1312 leachproceduretistedin
Fable1-SectiontH, after theinitia 4 rounds of testing. The leachate sample shall be tested for all
of the parameters listed underthe ERA-Method-1312 leachrequirerments in Table 1, Section 11,
unless areduction in the number of parameters tested for has been approved by the department.
The municipa solid waste combustor using the leachate substitute shall be responsible for the
testing. If significant levels of any of the listed parameters are detected in the leachate tested from
amonofill that receives multiple sources of residue, the department may require all contributing
municipal solid waste combustors to perform leach testing of their residue using EPA Method
1312.

Note: Method 1312 isin "Test Methods for Evaluating Solid Waste, Physical/Chemical
Methods, "EPA Publication SW-846, third edition, November 1986, as amended by Updates| in
July 1992, 11 in September 1994, 1A in August 1993, IIB in January 1995, |11 in December 1996
and 1A in April 1998. The test methods are available at no cost at
www.epa.gov/epaoswer/hazwaste/test/main. htm Areepy Copies of th+sthe test metheeLean
methods may be obtained from the departm ' ~ Wa
191—&webste|LstFeet—Mad|sen—\AAseensm53¥9¥ superi ntendent of documents U S. qovernment
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printing office, P.O. Box 371954, Pittsburgh, PA 15250-7954, (866) 512-1800,
www.gpoaccess.gov. Copies may also be obtained from the national technical information
service, U.S. department of commerce, 5285 Port Royal Road, Springfield, VA 22161, (800) 553-
6847, www.ntis.gov. Copies of thisthe test methed-methods are alse available for inspection at

the offices of the department of natural resources, revrsor of statutes and the secretary of state.

(g) Note: Method 1311 isin "Test Methods for Evaluating Solid Waste, Physical/Chemical
Methods', EPA Publication SW-846, third edition, November 1986, as amended by Updates | in
July 1992, 11 in September 1994, 1A in August 1993, |IB in January 1995, |11 in December 1996
and I11A in April 1998. The test methods are available at no cost at
WWW.epa.gov/epaoswer/ hazwaste/test/mal n.htm. Coples of th&ee the test procedures-can methods methods
may be obtained from the depa .
webstepstreet—Mamsen—\AAseensm%sZQ? superr ntendent of documents u.s qovernment
printing office, P.O. Box 371954, Pittsburgh, PA 15250-7954, (866) 512-1800,
Www.gpoaccess.gov. Copies may also be obtained from the national technical information
service, U.S. department of commerce, 5285 Port Royal Road, Springfield, VA 22161, (800) 553-
6847, www.ntis.gov. Copies of thesethe test methods are alse available for inspection at the

offices of the department of natural resources, revi sor of statutes and the secretary of state.

Table 1.111. Synthetic Precipitation Leach-TFest L eaching Procedure EPA Method 1312.

A. Note: Methods 1311 and 1312 arein "Test Methods for Evaluating Solid Waste,
Physical/Chemical Methods', EPA Publication SW-846, third edition, November 1986, as
amended by Updates | in July 1992, 11 in September 1994, I1A in August 1993, 1B in January
1995, 111 in December 1996 and I11A in April 1998. The test methods are available at no cost at
WWW. epaqov/epaosmer/hazwaste’teet/mal n.htm. Copree of thesethe test procedures-can methods methods
may be obtained from the depa
webster—street—Madrsen—\AAseensmésm superi ntendent of documents u.s. qovernment
printing office, P.O. Box 371954, Pittsburgh, PA 15250-7954, (866) 512-1800,
Www.gpoaccess.gov. Copies may also be obtained from the national technical information
service, U.S. department of commerce, 5285 Port Royal Road, Springfield, VA 22161, (800) 553-
6847, www.ntis.gov. Copies of thesethe test methods are alse available for inspection at the

offr ces of the department of natural resources, revi sor of statutes and the secretary of state

SECTION 41. NR 503.04(2)(d) and (3)(b) are amended to read:

NR 503.04(2)(d) Within 1,000 feet of the nearest edge of the right-of-way of any state trunk
highway, interstate or federal-aid primary highway or the boundary of any public park; or state or
local natural area, unless the landfill is screened by natural objects, plantings, fences or other
appropriate means so that it is not visible from the highway, er-park or natural area..

(3)(b) A significant-adverseimpact-on-critical-habitat-areastake of an endangered or
threatened species under s. 29.604, Stats.

SECTION 42. NR 503.06 is amended to read:
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NR 503.06 Affidavit of siteregistry. Unless otherwise specified, no person may operate or
maintain alandfill regulated under this chapter unless the person has submitted on form-4400-67
4400067 proof that a notation of the existence of the landfill has been recorded in the office of
the register of deedsin each county in which a portion of the landfill islocated. Landfills which
werein existence prior to July 1, 1996, and continue to operate after this date shall submit an
affidavit of site registry within 90 days after July 1, 1996.

Note: Thisform may be obtained from the department of natural resources, bureau of waste
management, 101 s-webster-street-hatural-resoureesbuitding; S. Webster Street, P.O. Box 7921,
Madison, Wiseonsin 53767 W1 53707-7921, (608) 266-2111
waste.management@dnr.state.wi.us.

SECTION 43. NR 503.07(4)(b) is repealed and recreated to read:

NR 503.07(4)(b) Identification of any known potential impacts to endangered and threatened
speciesin accordance with s. 29.604, Stats., and the federal endangered species act or historical,
scientific, or archeological areas in accordance with s. 44.40, Stats., including any prior studies or
surveys conducted at the proposed site.

SECTION 44. NR 503.07(4)(c) is repealed.
SECTION 45. NR 503.09(1) to (9) are renumbered NR 503.09(2) to (10).
SECTION 46. NR 503.09(1) is created to read:

NR 503.09(1) PuBLIC NOTICE. The applicant for asmall size construction and demolition
waste landfill shall publish a public notice in the local newspaper and send written notification to
residents within 1200 feet of the proposed landfill footprint. The notice and notification shall
identify the applicant's name, business address and phone number; the location, design capacity,
and anticipated operational life of the proposed landfill; and the name, address and tel ephone
number of the department representative to whom public comments may be submitted orally or in
writing. Copies of both the proposed public notice and the notification to residents shall be
provided to the department office located in the region of the proposed landfill prior to
submission to the newspaper for publication. Documentation that the public notice and resident
notification requirements were met shall be provided in the plan of operation.

SECTION 47. NR 503.09(6)(f), as renumbered, is amended to read:

NR 503.09(6)(f) Detection groundwater monitoring shall be established at each monitoring
well. Detection monitoring shall begin following the first acceptance of waste. Each well shall
be sampled semi-annually and tested for the parameterslisted in column 1 of Table 1 unless
otherwise approved in writing by the department. All test results shall be submitted to the
department in accordance with ch. NR 507.

SECTION 48. NR 503.10(2)(c)(intro.) and (d)4.b., (3)(e)6.(Note) and (4)(b)(intro.), (b)5.(Note),
(d), (h) and (j)6. are amended to read:

NR 503.10(2)(c)(intro.) The report shall include a discussion of the regional setting of the
proposed landfill to provide a basis for comparison and interpretation of information obtained
through field investigations. This discussion may be limited to information available from
publications such as a hydrologic investigations atlas, water supply papers, informational
circulars and technical bulletins published by the Wisconsin geelegie geological and natural
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history survey, the United States geological survey and the natural resources conservation service.
Theregional setting to be discussed is the area which may affect or be affected by the proposed
landfill. At aminimum, the report shall consider the area within one mile of the anticipated limits
of filling. The discussions shall be supplemented with available regional bedrock and glacial
geology maps, USGS topographic maps, NRCS soil maps and regional water table maps.
Specifically, the following items shall be discussed:

(d)4.b. All available groundwater or surface water quality data which has been obtained from
sampling at the proposed-tandfitis landfill location shall be submitted in the report. Any
environmental monitoring dataincluded in the report shall be submitted-en-department-forms-or
on-diskette electronically.

(3)(e)6. Note: Copies of Wisconsin department of transportation standard specifications for
road and bridge construction can be obtained from the department of natural resources, bureau of
waste management, 101 S. Webster Street, P.O. Box 7921, Madison, Wiseensin- 53707 WI
53707-7921, (608) 266-2111, waste.management@dnr.state.wi.us. Copies are also available for
inspection at the offices of the revisor of statutes and the secretary of state.

(4)(b)(intro.) All areas of the landfill property, including areas of temporary disturbance,
with the potential for off—site migration of sediment shall be designed, constructed, operated and
mai ntai ned-Hh-aceerdanee with according to the applicable requirements of s. NR-503:09(3)NR

503.09(4), and-best-management-praetices technical standards devel oped under Subch. V of ch.
NR 151, which include the following:

(b)5. Note:-Bestm ,
Managemen%Prae&eeHandbeelepebhshed The technl ca standards devel oped by the WISCOHSl n
department of natural resources, runoff management-practices-section-and program are available
at www.dnr.state.wi.us/org/water/wm/nps/stormwater/techstds.htm or can be obtained from the
department of natural resources, bureau of-selid waste management, 101 S. Webster Street, P.O.
Box 7921, Madison, Wiseonsin 53707 W1 53707-7921, (608) 266-2111
waste.management@dnr.state.wi.us. Copies are also available for inspection at the offices of the
revisor of statutes and the secretary of state.

(d) All areas of the landfill which do not contain solid waste and are planned for vegetative
cover shall be topsoiled, seeded and mulched as soon as practical, but no later than 90 days after
completion of construction or by October 15, whichever is earlier and, if construction is
completed after September 15, no later than June 15 of the following year. Thisincludes, but is
not limited to, the landfill entrance, drainage ditches and surrounding areas. Erosion control
measures shall be placed within 30 days after completion of construction. The seed type and
amount of fertilizer applied shall be selected according to the type and quality of topsoil, its
compatibility with native vegetation, and the final use. Unless otherwise approved by the
department in writing, seed mixtures and-apphications sowing rates shall be in-accordance with
those specified for right—of—ways according to section 630, Wisconsin department of
transportation standard specifications for+ead highway and-bridge structure construction.

Note: -Ceptes-of The Wisconsin department of transportation standard specifications for-+ead
highway and-bridge structure construction is available at
www.dot.wisconsin.gov/busi ness/'engrserv/construction-library.htm or can be obtained from the
department of natural resources, bureau of waste management, 101 S. Webster Street, P.O. Box
7921, Madison, Wiseconsin 53707 W1 53707-7921, (608) 266-2111
waste.management@dnr.state.wi.us. Copies are also available for inspection at the offices of the
revisor of statutes and the secretary of state.
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inspection-at-the officesof-the
shall comply with the requirements of s. NR 504.075.

(1)6. Within 180 days after ceasing to accept solid waste or, if solid waste disposal operations
terminate after September 15, by June 15 of the following year, the owner or operator shall
complete seeding, fertilizing and mulching of the finished surface. The seed type and amount of
fertilizer applied shall be selected depending on the type and quality of topsoil and compatibility
with both native vegetation and the final use. Unless otherwise approved by the department in
writing, seed mixtures and-apphications sowing rates shall be those specified for right—of—ways+n
aceordance with according to section 630, Wisconsin department of transportation standard
specifications for+ead highway and-bridge structure construction.

Note: -Ceptes-of The Wisconsin department of transportation standard specifications for-+read
highway and-bridge structure construction is available at
www.dot.wisconsin.gov/busi ness/'engrserv/construction-library.htm or can be obtained from the
department of natural resources, bureau of waste management, 101 S. Webster Street, P.O. Box
7921, Madison, Wisconsin 53707 W1 53707-7921, (608) 266-2111
waste.management@dnr.state.wi.us. Copies are also available for inspection at the offices of the
revisor of statutes and the secretary of state.

SECTION 49. NR 503.10(7)(b), (c), and () are amended to read:

NR 503.10(7)(b) A minimum of 4 samples, with at least 30 days between sampling rounds,
shall be collected and analyzed for all parametersin Table 3 except VOCs and the results shall be
submitted with the proposal for constructing the landfill. Four additional samples, with at |east
30 days between sampling rounds, shall be collected and analyzed for any parameter listed in
Table 3 which attained or exceeded the preventive action Hmitslimit established in Table 1 of ch.
NR 140 during 2 or more of the first 4 rounds or attained or exceeded the enforcement standard
established in Table 1 of ch. NR 140 during one or more of the first 4 rounds.

(c) If additional samples are required under par. (b) or (br), the results of the 4 additiona
samples shall be submitted in the construction documentation report for the landfill.

(e) A detection groundwater monitoring program shall be established at each monitoring
well beginning with the first sampling period following acceptance of waste. Each well shall be
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sampled semi-annually for the parameters listed in column 1 of Table 3 unless otherwise
approved in writing by the department.

SECTION 50. NR 503.10(7)(bg) and (br) are created to read:

NR 503.10(7)(bg) Baseline groundwater quality for VOCs shall be established for all VOCs
listed in ch. NR 507, Appendix |11, at all monitoring wells outside the proposed limits of filling.

(br) Samples shall be collected for VOC analysis from each well at the same time asthe first
and second sampling rounds are collected to establish baseline for the other Table 3 parameters. If
any well has VOC parameters in concentrations above the limit of detection in either of thefirst 2
sampling rounds, that well shall be sampled for VOCs 2 additional times for atotal of 4 sampling
rounds. The results shall be submitted with the proposal for constructing the landfill and in
accordance with s. NR 507.26 (3).

SECTION 51.  NR 504.04(2)(a) and (b), (3)(d), (4)(b) and (f) are amended to read:

NR 504.04(2)(a) Exemptionsfrom compliance with subs. (3) (@), (b), (d), (e), (f), (g), (h), (i)
and (4) (b), (e) and (f) may be granted by the department only upon demonstration by the
applicant of circumstances which warrant sueh-an exemption. Compliance with sub. (4) (a) shall
be evaluated in accordance with the standards in ch. NR 103. For the purpose of determining
whether there is a practicable aternative to a proposed landfill expansion under s. NR 103.08, the
department may allow an applicant to limit its analysis of aternatives to alternatives within the
boundaries of the property where the existing landfill islocated and on property immediately
adjacent to the existing landfill. Exemptions from compliance with subs. (3) (c) and (4) (c) may
not be granted. Exemptions from compliance with sub. (4) (d) may be granted only according to
the procedures set forth in chs. NR 507 and 140. Exemptions from compliance with sub. (3) (f)
will be based on an evaluation of the information contained in par. (b). However, no exemptions
from sub. (3) (f) may be granted unlessinformation on the well location, fermer-ane-present-wet
ewnercurrent and immediate past well owners, well driller, well log and construction details,-anel
the general hydrogeol ogic setting and a completed s. NR 812.43 variance request is submitted to
the department. Exemptions from sub. (3)(f) shall be requested by the applicant and re-evaluated
for each subsequent expansion proposal. Exemptions from sub. (3) (i) may be granted only if the
applicant demonstrates that engineering measures have been incorporated into the landfill’s
design to ensure that the integrity of the structural components of the landfill will not be
disrupted.

Note: Contact the water supply specialist in the local DNR office to obtain alist of the
current requirements for a completed s. NR 812.43 variance request.

(b) Additional factors which may be considered by the department in determining whether or
not to grant exemptions under this section include waste types, characteristics and quantities; the
geology and hydrogeology of the landfill; the proposed landfill design and operation; the
availability of other environmentally suitable alternatives; status of the s. NR 812.43 variance
application; compliance with other state and federal regulations and the hedlth, safety and welfare
of the public. Requests for exemptions and information needed to demonstrate the circumstances
that warrant sueh-exemptions shall be addressed by the applicant in the feasibility report.

(3)(d) Within 1,000 feet of the nearest edge of the right-of-way of any state trunk highway,
interstate or federal aid primary highway or the boundary of any public park; or state or local
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natural area, unless the landfill is screened by natura objects, plantings, fences or other
appropriate means so that it is not visible from the highway,er park or natural area.

(4)(b) A-significant-adverseimpact-on-critical-habitat-areas take of an endangered or
threatened species in accordance with s. 29.604, Stats.

(f) The emission of any hazardous air contaminant exceeding the limitations for those
substances contained in s. NR 445:03445.04 or 445.05.

SECTION 52. NR 504.06(6) is created to read:

NR 504.06(6) COMPOSITE-LINED LANDFILLSUSING GCLS. Use of GCLs in construction of
acomposite liner may not be used except in landfills which do not accept municipal solid waste,
unless the GCL is used as a pad for the upper surface of the 4 foot clay component of a composite
liner for amunicipal solid waste landfill. The GCL and soil barrier layer components of a barrier
system shall meet the following requirements:

(@) The hydraulic performance of the GCL shall be assessed by the use of compatibility
testing. The testing protocol shall be provided to the Department for review and concurrence
prior to theinitiation of compatibility testing. The compatibility testing shall utilize percolation
fluids that s mulate the leachate that will be produced by the landfill.

(b) The GCL shall meet the specifications of s. NR 504.07(4)(a)1. to 11.

(c) The GCL shall be underlain by a soil barrier layer that is a minimum of 2 feet thick and
that meets the specifications of s. NR 504.07(4)(a)12. to 17.

SECTION 53. NR 504.07(4) is repea ed and recreated to read:

NR 504.07(4) CLAY CAPPING LAYER. A minimum 2 foot thick clay cap shall be
designed to provide alow hydraulic conductivity barrier to percolation. Clay used for this layer
shall meet the specificationsin s. NR 504.06(2)(a). The clay capping layer shall be constructed
according to s. NR 504.06(2)(f). Final cover systems that are required to include a geomembrane
layer may be designed with the following aternatives to the clay component of the composite

capping layer:

(d) The clay component of the capping layer may be replaced by a GCL overlying a
minimum of 2 feet of soil barrier layer. This GCL layer and the soil barrier layer shall meet the
following material and construction specifications:

1. The GCL shall consist of alayer of sodium bentonite clay encapsulated between 2
geotextiles.

2. The GCL shall be covered with a geomembrane the same day that it is unpacked and
placed in position. The GCL may not be installed in standing water or during rain. The GCL
shall be dry when installed and covered. GCL exhibiting unconfined swelling shall be removed
and replaced.

3. The GCL shall beinstalled in arelaxed condition and shall be free of tension or stress
upon completion of the installation. The GCL may not be stretched to fit.
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4. Adjoining panels of GCL shall belaid with aminimum of 6 inches of overlap on the
longitudina seams and a minimum 20 inches of overlap on the panel end seams.

5. Irregular shapes, cuts or tears in the installed GCL shall be covered with a GCL patch that
provides a minimum 12 inch overlap onto adjacent GCL surfaces.

6. A sedl of loose bentonite granules shal be placed in seam overlaps at a minimum rate of
one quarter pound per linear foot of seam for all panel end seams and longitudinal seams. The
seal of loose bentonite may be deleted, with concurrence by the department, for longitudinal
seams where the manufacturer has processed the overlap areato enhance sealing. The seal shall
not be deleted for any longitudinal seams that are transitions between construction phases.

7. Loose bentonite or bentonite amended soil shall be placed at all patches and penetrations.
8. GCL panels shall be certified needle-free through magnetic and metal detection tests.
9. The GCL shall be placed in direct contact with a soil barrier layer.

10. Vehicletraffic on the subgrade of the GCL and on the GCL shall be restricted to the
minimum weight and number of machines needed to deploy the GCL and geomembrane.
Vehicles shall be operated to minimize the formation of ruts and surface deformations and to
prevent damage to the GCL and geomembrane. Deployment methods shall be selected to prevent
any tearing or combing out of fibers of the GCL.

11. The GCL and geomembrane shall be covered no later than 30 days after placement.

12. The soil barrier layer shall consist of fine-grained soil or awell graded sandy soil with
fines, meeting the USCS soil types ML, CL, CH, SM, or SC or dual-symbol classifications of
these soils, with at least 40% by weight passing the P200 sieve size. The upper one foot shall
have a maximum particle size of oneinch or less. The lower one foot shall have a maximum
particle size of 3 inches or less.

13. The soil barrier layer shall be compacted in lift heights of no greater than 12 inches after
compaction using footed compaction equipment with feet at least 6 incheslong. Each lift shall be
disked or otherwise mechanically processed prior to compaction to break up clods and allow for
moisture content adjustment. Clod size shall be no greater than 4 inches.

14. A sufficient number of passes of the compaction equipment shall be made over each lift
to ensure complete remolding of the soil. All compaction equipment utilized shall have a
minimum static weight of 30,000 pounds. Lighter equipment may be used in small areas where it
isnot possible to use full size equipment. Alternative procedures or equipment may be proposed
for approval by the department.

15. All soil shall be compacted to 90% modified or 95% standard Proctor density or greater at
amoisture content at or wet of optimum. As soil placement proceeds, the minimum density and
moisture content targets shall be adjusted as necessary.

16. Eachlift shall be keyed into clay or soil barrier layer soilsin adjacent phasesto form a
continuous seal. This shall be accomplished by excavating steps with a minimum width of 2 feet
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along the edge of the existing phase and overlapping them with lifts being placed for the new
phase. A minimum of 4 steps shall be included.

17. The surface of thetop lift shall be graded or compacted to be smooth and firm and shall
be inspected for removal of coarse gravel, cobbles and debris prior to placement of a GCL.

(b) Forindustrial solid waste landfills that predominantly accept compressible wastes or
wastes with high water contents and low strength, the clay layer may be replaced by a GCL
overlying aminimum of aone foot sand layer. The gradation of the sand layer shall be auniform
sand selected to vent gas, drain leachate and provide hydration water to the GCL.

(c) Forindustrial solid waste landfills that predominantly accept ash, the clay layer may be
replaced by a GCL overlying aminimum of 2 feet of soil barrier layer. The soil barrier layer
shall meet the requirements of par. (a)13. to 17. The upper foot of soil barrier layer shall also
meet the requirements of par. (8)12. The lower foot shall be designed to provide a capillary break
between the ash and the upper one foot of soil barrier layer.

(d) Thelower one foot of the clay layer may be replaced with a minimum of one foot of
foundry green sand system sand with a bentonite content of greater than 6%, aliquid limit of
greater than 20, a plasticity index of greater than 6, and a hydraulic conductivity of lessthan
1x10" cmy/sec. The green sand system sand shall be compacted to 90% modified or 95% standard
Proctor density or greater at a moisture content at or wet of optimum.

SECTION 54. NR 504.075 is created to read:

NR 504.075 Soil borrow sources. (1) GENERAL. (a) Thissection appliesto all soil borrow
sources devel oped for the purpose of constructing, operating or closing landfills. Written
approval from the department shall be obtained prior to initiating soil borrow activities at any
borrow source subject to these requirements.

(b) Soil borrow sources which are exclusively from an excavation within the proposed or
approved limits of filling for alandfill or areas where soils are obtained from excavation projects
developed for purposes other than construction, operation or closure of alandfill, are not subject
to the requirements of subs. (3) and (4)(b).

(2) EXEMPTIONS. The following activities are exempt from the requirements of this section:

(@) Production of aggregates for processed aggregate products.

(b) Excavation of soils from construction projects off of the landfill property, provided the
soilswill be used for purposes other than a compacted clay liner or capping layer, soil barrier

layer, leachate collection layer or final cover drain layer.

(3) INITIAL SITEINSPECTION. Aninitia site inspection shall be conducted in accordance
with s. NR 509.04 for each proposed soil borrow source.

(4) LOCATIONAL INFORMATION. (@) Soil borrow source documentation shall include a
description of total acreage, ownership, location by quarter — quarter section and by parcel corner
using a coordinate system and datum acceptabl e to the department, present land uses,
transportation routes, any access restrictions and travel distance to and from the landfill.
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(b) Soil borrow source documentation shall include site—specific surface water drainage
patterns and significant hydrologic features such as surface waters, springs, drainage divides and
wetlands; areas of specia natural resource interest; and historical or archaeological areas within
and adjacent to the proposed limits of excavation.

(5) FIELD AND LABORATORY INVESTIGATIONS FOR CLAY BORROW SOURCES AND SOIL
BARRIER LAYER SOURCES. Soil borrow source documentation shall include field and laboratory
investigations to define the physical characteristics of any clay borrow source or soil barrier layer
source designated to be used for aliner or final cover for the landfill. An aternative geotechnical
investigation program may be used if it is approved by the department in writing prior to
performing the field and laboratory investigations. An alternative geotechnical investigation
program may be submitted in cases where previous information exists regarding the proposed soil
borrow source. Soil borrow source documentation shall include justification for any reductionin
sampling or testing frequency required by this section or by an approved alternative geotechnical
investigation.

(@ A minimum of 10 test pits or borings for thefirst 5 or less acres and one test pit or boring
for each additiona 3 or less acres shall be excavated or drilled on auniform grid pattern across
each proposed borrow source to document the depth, lateral extent and uniformity of the clay or
soil barrier layer. The department recommends using test pits as the method of borrow source
investigation. Logs identifying the geologic origin, testing results, USCS classification and a
visual description of each major soil unit encountered shall be included with the soil borrow
source documentation.

(b) A minimum of 2 representative samples from each test pit or boring shall be analyzed by
asoilslaboratory for Atterberg limits and grain size distribution to the 0.002 millimeter particle
size using mechanical and hydrometer methods. Each sample shall be classified according to the
USCS.

(c) A minimum of one representative sample from each major soil unit shall be tested for the
relationship of water content to dry density using either the modified or standard Proctor method.
For uniform clay deposits or uniform soil barrier layer source deposits, no fewer than 3 samples
shall be tested. Each Proctor curve shall be developed with a minimum of 5 points. If the line of
optimums method is anticipated to be used in construction, both the standard and modified
Proctor curves shall be developed for each representative sample.

(d) A minimum of one laboratory hydraulic conductivity test shall be conducted on each
sample used to devel op the Proctor curves. The samples tested shall be at or above the optimum
moisture content. This requirement does not apply if the soil borrow source is contiguous with a
previously approved borrow source for clay or soil barrier layer soils and all field observations
and laboratory test results support an interpretation that the soil borrow source occupies the same
soil horizon and has the same genesis as the previoudy approved borrow source. Support for
such aconclusion shall be provided in the soil borrow source documentation.

(6) STOCKPILING Stockpiling of soils abtained from clay borrow sources and soil barrier
layer sources for landfill liner or final cover construction shall be conducted in an organized
manner that minimizes mixing of dissimilar soil types.

() Soilsshall be segregated into stockpiles based on similar USCS soil type, soil gradation,

Atterberg limits and compaction specifications. Soils from differing sources may not be
commingled unless soil properties are similar.
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(b) Stockpiles shall be sampled and tested prior to utilization for soil gradation, Atterberg
limits and standard or modified Proctor density at a minimum rate of one sample per 1,000 cubic
yards unless an aternative testing program is approved by the department.

(7) DATA PRESENTATION FOR ALL CLAY BORROW SOURCES AND SOIL BARRIER LAYER
SOURCES. The documentation for soil borrow for clay and soil barrier layers shall include the
following:

(@) The calculated volume of soil needed and the volume of acceptable soil available.

(b) Property boundaries and any test pit/boring locations, shown on atopographic map with a
scale of 1 inch =500 feet and provided in adigital format acceptable to the department. The
mapped area shall extend a minimum of 500 feet beyond the proposed borrow source.

(c) Anisopach map showing the thickness of acceptable soil.

(d) A description of the methodsto be used for separating the acceptable soil from any
unacceptable soil.

(e) A proposd for maintaining drainage and sedimentation control.
(f) All data obtained from the testing program.

(8) DATA PRESENTATION FOR OTHER BORROW SOURCES. The documentation for soil borrow
sources other than those used for clay and soil barrier layers shall include the following:

(a) Property boundaries shown on atopographic map with ascale of 1 inch =500 feet and
provided in adigital format acceptable to the department. The mapped area shall extend a
minimum of 500 feet beyond the proposed borrow source.

(b) A proposal for maintaining drainage and sedimentation control.

(9) STORMWATER MANAGEMENT. The documentation for soil borrow sources shall include a
stormwater management plan that complies with the requirements of s. NR 504.09(1)(a) to (f) and
(h) to (j), unless the borrow source is subject to other permits with equivalent authority and
requirements, such as a ssormwater discharge permit or non-metallic mining reclamation permit.

(10) RECLAMATION OF BORROW SITES. The documentation for soil borrow sources shall
include a reclamation plan detailing the actions to be taken to achieve successful reclamation of
the borrow source.

(@) Reclamation plans for borrow sources on the property where the landfill is located shall
specify a post-mining land use that is integrated with the existing and proposed drainage, surface
water discharge requirements, grades and final use of the landfill. The reclamation plan shall be
prepared consistent with the applicable standards in ss. NR 135.06 to 135.12.

(b) Sail borrow areas that are not on the landfill property are subject to the provisions of ch.

NR 135 and, if required, shall submit a reclamation plan and obtain a nonmetallic mining
reclamation permit from the appropriate regul atory authority.
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(11) OTHER REQUIREMENTS. (&) Clay borrow sources and soil barrier layer sources
proposed for aliner or final cover that have lessthan a5 foot but greater than 2 foot uniform
thickness are approvabl e provided the applicant demonstrates an excavation methodology and a
documentation procedure to ensure that all soil used meets soil index properties required by this
chapter.

(b) Soil borrow source documentation shall include a description of any necessary measures
to be taken to comply with wetlands protection requirements, runoff and sediment controls and
surface water discharge permit requirements and to minimize effects on areas of special natural
resource interest and historical or archaeological areas within and adjacent to the proposed limits
of excavation.

Note: It may be necessary to obtain federal, state or local permits prior to excavating soil
from a borrow source near surface waters or wetlands. For example, s. 30.19 (1) (¢), Stats,,
requires a permit for grading or removing top soil from the bank of any navigable stream, lake or
body of navigable water where the area exposed by such grading or removal will exceed 10,000
square feet. It isthe responsibility of the applicant or property owner to obtain any federa, state
or local permits that are required and to provide reference to those other permit applications in the
soil borrow source documentation.

SECTION 55. NR 504.07(8) is amended to read:

NR 504.07(8) REVEGETATION. The seed type and amount of fertilizer applied shall be
proposed depending on the type and quality of topsoil and compatibility with both native
vegetation and the final use. Unless otherwise approved by the department in writing, seed
mixtures and-apphication sowing rates shall bein-acecordance with those specified for right—of—
ways according to section 630, Wisconsin department of transportation standard specifications for
road highway and-bridge structure construction. Application rates for fertilizer and mulch shall
a so be specified.

Note: -Ceptes-of The Wisconsin department of transportation standard specifications for-+ead
highway and-bridge structure construction is available at
www.dot.wisconsin.gov/busi ness/engrserv/construction-library.htm or can be obtained from the
department of natural resources, bureau of waste management, 101 S. Webster Street, P.O. Box
7921, Madison, Wisconsin,-53707 WI 53707-7921, (608) 266-2111
waste.management@dnr.state.wi.us. Copies are also available for inspection at the offices of the
revisor of statutes and the secretary of state.

SECTION 56. NR 504.08(2)(e) is amended to read:

NR 504.08(2)(e) The backfill around the slotted or perforated pipe in the borehole shall be
one to one and 1/2 inch washed stone. The top 10 feet of the borehole shall be sealed.

SECTION 57. NR 504.09(2)(e) is repealed:
SECTION 58. NR 506.07(2)(a)(intro.) and 5.(Note) are amended to read:

NR 506.07(2)(a)(intro.) All areas of the landfill property, including areas of temporary
disturbance, with the potential for off-site migration of sediment shall be designed, constructed
and maintained in accordance with the applicable requirements of s. NR 504.09(1), and-best
management-practices technical standards developed under subch. V of ch. NR 151, which
include the following:
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Management—PraeHeeHandbe@k—pubhshed The technl cal standards devel oped by the Wlscons n
department of natural resources, management-nenpeoint-sodree-ang-and runoff management
practices section program are available at

www.dnr.state.wi.us/org/water/wm/nps/stormwater/techstds.htm or can be obtained from the
department of natural resources, bureau of waste management, 101 S. Webster Street, P.O. Box
7921, Madison, WI 53707-7921, (608) 266-2111, waste.management@dnr.state.wi.us. Copies are
also available for inspection at the offices of the revisor of statutes and the secretary of state.

SECTION 59. NR 506.07(6) is repeded:
SECTION 60. NR 506.08(4) is amended to read:

NR 506.08(4) ESTABLISHMENT OF VEGETATION. Within 180 days after ceasing to accept
solid waste, or if solid waste termination is after September 15, by June 15 of the following year,
the owner or operator shall complete seeding, fertilizing and mulching of the finished surface.
The seed type and amount of fertilizer applied shall be selected depending on the type and quality
of topsoil and compatibility with both native vegetation and the final use. Unless otherwise
approved by the department in writing, seed mixtures and-appheations sowing rates shall be those
specified for right—of—ways in accordance with section 630, Wisconsin department of
transportation standard specifications for+ead highway and-bridge structure construction.

Note: -Ceptes-of The Wisconsin department of transportation standard specifications for-+ead
highway and-bridge structure construction is available at
www.dot.wisconsin.gov/busi ness/'engrserv/construction-library.htm or can be obtained from the
department of natura resources, bureau of waste management, 101 s. webster street, P.O. Box
7921, Madison, Wisconsin 53707 W1 53707-7921, (608) 266-2111
waste.management@dnr.state.wi.us. Copies are also available for inspection at the offices of the
revisor of statutes and the secretary of state.

SECTION 61. NR 506.09(2)(f)(Note) is amended to read:

NR 506.09(2)(f) Note: Landfill operators who wish to accept hazardous waste from very
small quantity generators subject to s. NR 610.07(1)-must shall obtain approval from the

department under s. NR-18113(7)-1987 Wis-Adm-Code 506.155.
SECTION 62. NR 506.105(4)(c) is amended to read:

NR 506.105(4)(c) The tonnage records of untreated petroleum contaminated soil accepted
annudly shall be summarized and submitted with the annual tonnage certification report-as
required by s. NR 520.14(4). A summary of all records listed in pars. (a) and (b) shall be
submitted as part of the annual report required in s. NR 506.19.

SECTION 63. NR 506.15(2)(c) and (3)(g) are amended to read:

NR 506.15(2)(c) The landfill areaused for disposal shall be designed and constructed, at a
minimum, as a composite lined monofill meeting the requirements of s. NR 504.11(2)(a).
Operators of medical waste combustors with adesign capacity of less than 10 tons per day may
apply to the department for awritten exemption to this requirement. All municipal solid waste
combustor residue that meets or exceeds the test limits specified in s. NR 502.13(6)(g) or
subsequent confirmation testing as specified in s. NR 502.13(6)(h), and is not subsequently
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treated to below those limits, may not be disposed of in amunicipa solid waste landfill and shall
be managed in accordance with chs. NR 600 to-690 685.

(3)(g) Only residue that has been tested in accordance with ssNR-502.14(8} s. NR
502.13(5) or (6) may be accepted.

SECTION 64. NR 507.05(2)(Note) is amended to read:

(2) Note: Wisconsin geological and natural history survey, 3817 minerd point road,
Madison, Wiseensin WI 53705-5100,—Phenre{608)-263-7387 (608) 262-1705,
www.uwex.edu/wgnhs.

SECTION 65. NR 507.14(5)(a), (b), (e) and (f)(Note) are amended to read:

NR 507.14(5)(a) Groundwater monitoring well information form 4400-89 4400089, for use
whenever monitoring points are added or removed from the monitoring system, including water
supply wells. Within 6 months following July 1, 1996, all owners and operators of solid waste
landfills where monitoring is required shall submit a completed form which includes the current
condition of all existing and former monitoring points and whether the well is a Subtitle D well.
Following this submittal of the form, future submittals may contain only the changes to the
monitoring network being documented.

(b) Groundwater monitoring inventory form 3360-67 3300067 for all water supply wells.

(e) Wéll/drillhole/borehol e abandonment form 3300-58 3300-005.

(f) Note: The forms and software for submitting the forms electronically are available at
http://dnr.wi.gov/org/aw/wm/monitor. The forms and the software may also be obtained from the

department of natural resources, bureau of waste management, 101 S. Webster Street, P.O. Box
7921, Madison, WI 53707-7921, (608) 266-2111, waste.management@dnr.state.wi.us.

SECTION 66. NR 507.14(6)(Note) is repealed.
SECTION 67. NR 507.16(intro.)(Note) is amended to read:

NR 507 16(i ntro) Note The department+ntenelsiee1eened+eauwssae{eehn+eal—gwdanee
Ay » : tes devel oped the Groundwater

Sampllnq Desk Reference PU BL DG 037 96, document sales stock no. 1728D, September 1996,
and Groundwater Sampling Field Manual, PUBL-DG-038 96, document sales stock no. 1729D,
September 1996.-Fhe-guidelines These publications are available at
http://dnr.wi.gov/org/water/dwg/gw/pubdnld.htm. They may also be obtained from the
department of Ratural-resourees administration, bureau-of-waste-management document sales &
distribution, 101-south-websterstreet 202 S. Thornton Ave., Aatural-resodrees buttding; p.o. box
7921 7840, Madison, Wisconsin WI 53707-7921 53707-7840, (800) 362-7253,
http://doa.wi.gov/dsas. The reference and manual are available for inspection at the offices of the
department of natural resources, the revisor of statutes and the secretary of state.

SECTION 68. NR 507.17(4) is amended to read:
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NR 507.17(4) ANALYTICAL METHODS. Groundwater, lysimeter and |eachate samples shall

be handled and analyzed in accordance W|th the reqw rements of methods listed in AppendicesH

» v meters' Test Methods for Evaluating Solid
Waste Phys caI/ChemlcaI Methods EPA Publlcatl on SW 846, third edition, November 1986, as
amended by Updates | in July 1992, 11 in September 1994, I1A in August 1993, 1B in January
1995, 111 in December 1996 and II1A in April 1998. The methods used shall be suitable for the
matrix, type of analyte, expected level of analyte, regulatory limit, and potential interferencesin
the samples to be tested. Screening methods may not be used unless approved in writing by the
department. Water supply samples shall be handled in accordance with s. NR 507.20. The
department may approve alternative analytical methods under s. NR 149.12.

Note: The test methods are available at no cost at
www.epa.gov/epaoswer/hazwaste/test/main.htm. Copies of the test methods are available for
inspection at the offices of the department of natural resources, the secretary of state ; and the
revisor of statutes. Copies may be obtained from the superintendent of documents, U.S.
government printing office, P.O. Box 371954, Pittsburgh, PA 15250-7954, (866) 512-1800,
www.gpoaccess.gov. Copies may also be obtained from the national technical information
service, U.S. department of commerce, 5285 Port Royal Road, Springfield, VA 22161, (800) 553-
6847, www.ntis.gov.

SECTION 69. NR 507.17(5) and (7)(m)(Note) are amended to read:

NR 507.17(5) LABORATORY REQUIREMENTS. All chemical analyses shall be conducted by a
laboratory certified under s.299.11, Stats., and ch. NR 149 for that test category. The limit of
detection and the limit of quantitation shall be determined-in-aceerdancewith according to s. NR
149.11(5). The analytical laboratory shall meet the requirements of the analytical method and ch.
NR 149. Section NR 140.16(4) applies to analytical results that do not meet the requirements of

thisparagraph subsection.

(7)(m) Note: ASTM International publishes methods for these tests. Copies of ASTM
methods-are-avaitable may be obtained from: ASTM _International ,-1916-race street 100 Barr
Harbor Drive,-PhitadelphiaPennsylvania; West Conshohocken, PA-19103 19428-2959, (610)
832-9585, www.astm.org.

SECTION 70. NR 507.20(1)(a) and (b) and (3)(b) are amended to read:

NR 507.20(1)(a)Water supply well samples shall be collected; and handled and-analyzed-in
accordance with the procedures specified in ch. NR 809.

(b)Water supply well samples shall be analyzed #r-aceordance- with-plans-appreved-by-the
department—by methods equivalent to, or at least as stringent as, methods specified in ch. NR 809.

If VOCs arerequired for analysis, resultsfor all VOCs listed in Appendix |11 shall be reported to
the department.

(3)(b) Submit to the department along with the sampling results all the information on the
groundwater monitoring inventory form 3300-67r-Appendix-/ 3300-067 for each well.

Note:-Coptes-of-this The form is available at http://dnr.wi.gov/org/aw/wm/monitor. It may
also be obtained from the department of natural resources, bureau of-drinking-waterand
gredndwater waste management, 101 south webster street,-hatural-resoureesbuitding; p.o. box
7921, Madison,Wiseensin53707 WI 53707-7921, (608) 266-2111
waste.management@dnr.state.wi.us.
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SECTION 71. NR 507.21(3) is crested to read:

NR 507.21(3) LEACHATE HEAD MONITORING. Owners or operators of solid waste disposal
facilities shall sample al leachate head wells for leachate head levels on a quarterly basis, at a
minimum, and report the data to the department semi-annually in accordance with s. NR 507.26

©)
SECTION 72. NR507.22 (1) to (4) are amended to read:

NR 507.22 Gas monitoring. (1) GASMIGRATION. The department may require the owner or
operator to install gas monitoring devices, to prepare and submit gas sampling and analysis
programs, and to monitor for gas migration,-ang-to-determine the-effectiveness-of any-gas
extraction-systems. If explosive gases are detected in any gas monitoring well located outside of
the limits of filling, the department may require any or al of the following: more frequent
monitoring, monitoring for pressure or other parameters, and the installation of additional gas
monitoring wells which may include nests of wells screened over shorter vertical intervals. Where
monitoring is required, the owner or operator shall comply with all of the following:

(@) SAMPHNGPARAMETERSSampling parameters. The owner or operator shall
sample gas monitoring wells quarterly for percent methane, ane-percent oxygen and for plans of
operation approved after the effective date of thisrule...[revisor insert date], percent nitrogen.
Each time awell is sampled, the following shall be recorded: temperature, ground condition,
barometric pressure, information as to whether the barometric pressureisrising or falling, and
initial and stabilized methane levels. Initial readings are not required to be reported unless the
stabilized reading for a particular monitoring point drops to zero.

(b)) SAMPLINGSampling. Sampling shall be performed with properly calibrated
instruments. When a gas monitoring well is being sampled, the gas monitoring instrument shall
be attached to the well prior to opening the vave on the gas monitoring well.

4)(c) NorrcATioN-AND-REMEDIATIONNOtification and remediation. The owner or

operator shall immediately notify the department and take all necessary steps to protect public
health and welfare if a stabilized reading exceeds the lower explosive limit of any explosive gas
generated by the waste fill in the soils outside of the limits of filling or air within 200 feet of the
landfill property boundary or beyond the landfill property boundary, or 25% of the lower
explosive limit in any facility structure, excluding gas control or recovery system components.
Within 30 days of determining that the applicable gas level was exceeded, the owner or operator
shall submit aremediation plan to the department describing the degree and extent of the problem
and the proposed remedy. Within 60 days of determining that the applicable gas level was
exceeded, the owner or operator shall implement the remediation plan. As additional
reguirements for owners or operators of landfills meeting the requirements of s. NR 507.15 (2),
within 7 days of determining that the applicable gas level was exceeded, the operating record
shall be updated to indicate the level detected and the steps taken to protect public health. The
proposed remediation plan and notification of itsimplementation shall also be placed in the
operating record. The department may upon written request, approve alternate schedules for
submittal and implementation of the remediation plan.
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SECTION 72m. NR 507.22(2) and (3) are created to read:

NR 507.22(2) GASEXTRACTION. The department may require the owner or operator to
install monitoring ports and conduct monitoring activities to determine the effectiveness of any
gas extraction or venting system.

(3) REPORTING. Unless otherwise approved by the department, the owner or operator shall
report gas monitoring results in accordance with s. NR 507.26(3).

SECTION 73. NR 507.26(2) and (3)(a)1. and (Note) are amended to read:

NR 507.26(2) WATER SUPPLY WELL SAMPLING RESULTS. (&) The owner or operator shall
report to the department the results of all water supply well sampling required by the department
within 10 days after receipt in accordance with ch. 160, Stats. The results shall be accompanied
by 2 copies of a cover letter which highlights values that attain or exceed enforcement standards
ins. NR 140.10 Table 1. The owner or operator shall report to the department the results of all
water supply well sampling required by the department in accordance with sub. (3).

(3)(a) Data submittal format. --Exeept-asprovidedin-subd-—2; theT he owner or operator
shall submit results of all environmental monitoring in an electronic format specified by the
department.

Note: The specific dataformats for electronic monitoring result submittals may can be
obtained from the department of natural resources, bureau of waste management, wa/3; 101 S.
Webster Street, p.o. box 7921, Madison, Wiscensin-53707 WI 53707-7921, (608) 266-2111,
waste.management@dnr.state.wi.us.

SECTION 74. NR 507.26(3)(a)2. is repeded.
SECTION 75. NR 507.26(3)(b)1., 4.b. and (Note) are amended to read:

NR507.26(3)(b)1. The limit of detection and the limit of quantitation for each parameter with
apublic health related groundwater standard. The limit of detection and the limit of quantitation
shall be determined in accordance with a method specified by the department asrequired in s. NR
149.11 (5).

4.b. All parameters from samples which fail to meet preservation and holding times specified
in"Test Methods for Evaluating Solid Waste, Physical/Chemical Methods," EPA Publication
SW-846 , third edition, November 1986, as amended by Updates | in July 1992, Il in September
1994, 11A in August 1993, 1IB in January 1995, Il in December 1996 and I11A in April 1998 ;.

Note:_The test methods are available at no cost at
www.epa.gov/epaoswer/hazwaste/test/main.htm. Copies of EPA-SW-846 the test methods are
available for inspection at the offices of the department of natural resources, the secretary of state
and the revisor of statutes. Copies may be obtained from the superintendent of documents, U.S.
government printing office, P.O. Box 371954, Pittsburgh, PA 15250-7954, (866) 512-1800,
WWW.gpoaccess.gov. Copies may also be obtained from the national technical information

service, 5285 pertroyal-roadPort Royal Road, Springfield, Virgiia VA 22161 —Phene(703)
487-4600 , (800) 553-6847, www.ntis.gov.

SECTION 76. NR 507.27(2)(Note) is amended to read:
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Note: Guidance for calculations is available from the department of natural resources,
technical-suppert-section-of-the bureau of waste management, 101 south webster street, p.o. box
7921, Madison,Wisconsin WI 53707-7921, (608) 266-2111, waste.management@dnr.state.wi.us.
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SECTION 77. NR 507 Appendix | Table 1, footnote 1 and (Notes) are amended to read:

APPENDIX |

BASELINE AND DETECTION MONITORING REQUIREMENTS

Tablel

DETECTION GROUNDWATER MONITORING
FOR LANDFILLS ACCEPTING

MUNICIPAL SOLID WASTE

Detection Parameters'
Waste Type

Frequency for All Wells

Frequency for Subtitle D Wells

Municipa solid waste Alkalinity Semi-annual
Chloride
€6b
Field conductivity (at 25°C)
Field pH
Field temperature
Groundwater elevation
Hardness

VOC sca’ Annual

Semi-annual

Semi-annual

Municipa solid waste Alkalinity Semi-annual
combustor residue Boron
Cadmium
Chloride
€cob
Field conductivity (at 25°C)
Field pH
Field temperature
Groundwater elevation
Hardness
Lead
Selenium
Sulfate

Semi-annual

1 Additional parameters are required if other waste types are accepted at the landfill. See Table 2.

Nete: 2 Refer to Appendix Il for alist of VOCs-parameternumbers-CAS-numbers-synonyms-and
anatytical-methodsregtired-te-run-VYOC-analyses: the individual volatile organic compounds required for a

VOC Scan.

analytical-methodsrequired-torun-the-anahyses:
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SECTION 78. NR 507 Appendix | Table 2 and (Note) are amended to read:

Table?2

DETECTION GROUNDWATER MONITORING
FOR LANDFILLS ACCEPTING
WASTE TYPES OTHER THAN MUNICIPAL SOLID WASTE

Waste Type
Paper mill udge

Fly or bottom ash

Foundry waste

Demolition Waste
waste

Other solid waste

Detection Parameters

Ammonia nitrogen
Alkalinity
Chloride
COD
Field conductivity (at 25°C)
Field pH
Field temperature
Groundwater elevation
Hardness
Nitrate + Nitrite asN-(as N)
Sulfate

Alkalinity

Boron

COoD
Field conductivity (at 25°C)
Field pH
Field temperature
Groundwater elevation

Hardness

Sulfate

Alkalinity
COD
Field conductivity (at 25°C)
Field pH
Field temperature
Fluoride
Groundwater elevation

Hardness
Sodium

Demolition monitoring requi

Frequency for All Wells

Semi-annual

Semi-annual

Semi-annual

irements are listed in ch. NR 503
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SECTION 79. NR 507 Appendix | Table 3 and (Note) are amended to read:
Table3

BASELINE GROUNDWATER MONITORING
PUBLIC HEALTH AND WELFARE PARAMETERS
NOT INCLUDED ASDETECTION MONITORING PARAMETERS

PUBLIC HEALTH STANDARDS
PUBLIC WELFARE STANDARDS

Copper Arsenic Antimony*
Manganese Barium Beryllium*
Sulfate Cadmium Cobalt*
Zinc Chromium Nickel*

Fluoride Thallium*
Lead Vanadium*
Mercury
Nitrate + Nitrite (as N)
Selenium
Silver

*Only required for background at Subtitle D wells
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SECTION 80. NR 507 Appendix | Table 4 and (Note) are amended to read:

Table4

DETECTION LEACHATE MONITORING
FORALL LANDFILLS”

Paper Mill Sludge Fly or Bottom Ash Foundry Waste
Municipa Solid Waste and
Municipa Solid Waste
Combustor Residue

The volume of the leachate removed shall be recorded at least monthly and reported to the department semi-annually.
Semi-Annua Monitoring Parameters

BOD, BOD, BOD, BOD,
Field Conductivity (at 25°C) Field Conductivity (at 25°C) Field Conductivity (at 25°C) Field Conductivity (at 25°C)
Field pH Field pH Field pH Field pH
Alkalinity Alkalinity Alkalinity Alkalinity
Cadmium Cadmium Boron Cadmium
Chloride Chloride Cadmium Chloride
COD COD Chloride COD
Hardness Hardness COD Fluoride
Iron Iron Hardness Hardness
Lead Lead Iron Iron
Manganese Manganese Lead Lead
Mercury Mercury Manganese Manganese
Ammonia nitrogen Ammonia nitrogen Mercury Mercury
Total Kjeldahl nitrogen Total Kjeldahl nitrogen Selenium Sodium
Sodium Sodium Sulfate Sulfate
Sulfate Sulfate Total suspended solids Total suspended solids
Tota suspended solids Tota suspended solids VOC scan’
VOC scan’ VOC scan’
Other parameters specified by
waste typein thistable if
accepted at the landfill
Annua Monitoring Parameters
Base/Neutral-Extractabte Base/Neutral-Extractabte Base/Neutral-Extractabte Base/Neutral-Extractabte
Compounds Compounds Compounds Compounds

Semivolatile organic compound | Semivolatile organic compound = Semivolatile organic compound | Semivolatile organic compound

scan® scan’ scan’ scan’

1 Leachate monitoring for other solid waste not included in this table may be done as specified by the

department in writing.

Netes 2 Leachate samples-shalt may not be filtered. The color, odor and turbidity shall also be noted for
all samples.

Nete: 3 Refer to Appendix Il for alist of VOCs-parameternumbers-CAS-numbers-synonyms-and
analytical-methods required-torun-vVOC-anahyses._the individual volatile organic compounds required for a

4 Refer to Appendix 1V for a list of the individual Semivolatile organic compounds required for a
Semivolatile organic compound scan.




SECTION 81. NR 507 Appendix | Table 5 and (Note) are amended to read:

Municipa Solid Waste

Municipa Solid Waste

Combustor Residue

Table5

DETECTION LYSIMETER MONITORING
FORALL LANDFILLS”

Paper Mill Sludge

Fly or Bottom Ash

Foundry Waste

The volumes of lysimeter fluid removed shall be recorded and be reported to the department semi-annually.

Semi-annual Monitoring Parameters

Field conductivity Field conductivity Field conductivity
(at 25°C) (at 25°C) (at 25°C) Field conductivity
Field pH Field pH Field conductivity Field pH (at 25°C)
Alkainity Alkalinity (at 25°C) Alkdinity Field pH
Hardness Cadmium Field pH Boron Alkalinity
Chloride Hardness Alkalinity Hardness Hardness
COoD Chloride Hardness Chloride Chloride
Tota Kjeldahl nitrogen COD Chloride COD COD
Sodium Lead COD Total Kjeldahl nitrogen Fluoride
Sulfate Total Kjeldahl nitrogen = Total Kjeldahl nitrogen Sulfate Total Kjeldahl nitrogen
) Sodium Sulfate
Other parameters specified Sodium Sulfate
by waste type in this table Sulfate
if accepted at the landfill
Annua Monitoring Parameters
VOC Sean-scan® VOC Sean-scan’ VOC Seanscan’ VOC Seanrscan’

1 Lysimeter monitoring for landfills accepting waste not included in this table shall be done as specified

by the department in writing.
2 Lysimeter samples may not be filtered. When only small sampling volumes are obtained, the VOC scan

shall take precedence. The color, odor and turbidity shall also be noted for all samples.

Nete- 3 Refer to Appendix 111 for alist of VOEsparameterntmbers—CAShumbers—synenyms-and
analytical-methods required-torun-vVOC-anahyses. the individual volatile organic compounds required for a

VOC Scan.
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SECTION 82. NR 507 Appendix Il and (Note) are amended to read:

Common name’

Acenaphthene
Acenaphthylene
Acetone

Acetonitrile
Acetophenone
2-Acetylaminofluorene
Acrolein

Acrylonitrile

Aldrin

Allyl chloride
4-Aminobiphenyl
Anthracene

Antimony
Arsenic

Barium

Benzene
Benzo[a]anthracene
Benzo[b]fluoranthene
Benzo[Kk]fluoranthene
Benzo[ghi]perylene
Benzo[a]pyrene
Benzyl alcohol

Beryllium

apha-BHC

beta-BHC

APPENDIX [
SUBSTANCES FOR ASSESSMENT MONITORING'
AT MUNICIPAL SOLID WASTE LANDFILLS

Neo:®
34205

CASRN®
83-32-9
208-96-8
67-64-1
75-05-8
98-86-2
53-96-3
107-02-8
107-13-1

309-00-2

107-05-1
92-67-1
120-12-7

7440-36-0

7440-38-2

7440-39-3
71-43-2
56-55-3
205-99-2
207-08-9
191-24-2

50-32-8
100-51-6

7440-41-7

319-84-6

319-85-7

Synonyms Analytical-metheds’
1,2-Dihydroacenaphthylene 8100-8270-8310
8160,8276,-8310
2-Propanone 8260
Methyl cyanide 8015,8260
1-Phenylethanone 8270

N-9H-fluoren-2-yl-Acetamide; 2-AAF
2-Propenal 8015,8030, 8260

2-Propenenitrile 8015.8030-8260

1,4:5,8-Dimethanonaphthal ene,
1,2,3,4,10,10-hexachloro- 1,4,4a,5,8,8a
hexahydro- (1a,4a,4ab,5a,8a-,8ab)-

3-Chloro-1-propene 80218260

[1,1’-Biphenyl]-4-amine 8270

Benzanthracene 8100,-8270,-8310

Benz[e]acephenanthrylene 810082708310

Benzenemethanol 8270

Cyclohexane, 1,2,3,4,5,6-hexachloro-

Cyclohexane, 1,2,3,4,5,6-hexachloro-
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deltaBHC

gamma-BHC; Lindane

Bis(2-chloroethoxy)methane
Bis(2-chloroethyl)ether
Bis(2-chloro-1-methylethyl) ether [see note

6 4]
Bis(2-ethylhexyl) phthalate

Bromochloromethane
Bromodichloromethane
Bromoform

4-Bromophenyl phenyl ether
Butyl benzyl phthalate

Cadmium

Carbon disulfide
Carbon tetrachloride

Chlordane [see note 7 5]

p-Chloroaniline
Chlorobenzene

Chlorobenzilate

p-Chloro-m-cresol
Chloroethane

Chloroform
2-Chloronaphthalene
2-Chlorophenol
4-Chlorophenyl phenyl ether
Chloroprene

Chromium

Chrysene

Cobat

Copper
m-Cresol
0-Cresol

p-Cresol

319-86-8

58-89-9

111-91-1

111-44-4

108-60-1

117-81-7

74-97-5

75-27-4

75-25-2

101-55-3

85-68-7

7440-43-9

75-15-0

56-23-5

57-74-9

106-47-8

108-90-7

510-15-6

59-50-7

75-00-3

67-66-3

91-58-7

95-57-8

7005-72-3

126-99-8

7440-47-3

218-01-9

7440-48-3

7440-50-8

108-39-4

95-48-7

106-44-5

Cyclohexane, 1,2,3,4,5,6-hexachloro-
,(1a,2a,3a,4b,5a,6h)-

Cyclohexane, 1,2,3,4,5,6-hexachloro-
,(1a,2a,3b,4a,52,6b)-

Ethane, 1,1'-[methylenebis(oxy)]bis-[2-
chloro-

Ethane, 1,1’ -oxybis[2-chloro-

2,2’ -Dichlorodiisopropylether

1,2-Benzenedicarboxylic acid, bis(2-
ethylhexyl)ester

Chlorobromomethane
Dichlorobromomethane
Tribromomethane

Benzene, 1-bromo-4-phenoxy-

Benzyl butyl phthalate

Tetrachloromethane

4,7-Methano-1H-indene, 1,2,4,5,6,7,8,8-

octachloro-2,3,3a,4,7,7a- hexahydro

Benzenamine, 4-chloro-
Monochlorobenzene

Benzeneacetic acid, 4-chloro-a-(4-
chlorophenyl)-a-hydroxy-, ethyl ester

Phenol, 4-chloro-3-methyl-
Ethyl chloride

Trichloromethane

Benzene, 1-chloro-4-phenoxy-

1,3-Butadiene, 2-chloro-

3-Methylphenol
2-Methylphenol

4-Methylphenol
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Cyanide
2,4-D; 2,4-Dichlorophenoxy-acetic acid

4,4 -DDD

4,4 -DDE

4,4-DDT

Diallate

Dibenzo[ah]anthracene
Dibenzofuran
Dibromochloromethane

1,2-Dibromo-3-chloropropane

1,2-Dibromoethane
Di-n-butyl phthalate

o-Dichlorobenzene

m-Dichlorobenzene

p-Dichlorobenzene

3,3'-Dichlorobenzidine
trans-1,4-Dichloro-2-butene
Dichlorodifluoromethane
1,1-Dichloroethane
1,2-Dichloroethane
1,1-Dichloroethylene
cis-1,2-Dichloroethylene
trans-1,2-Dichloroethylene
2,4-Dichlorophenol
2,6-Dichlorophenol
1,2-Dichloropropane
1,3-Dichloropropane
2,2-Dichloropropane
1,1-Dichloropropene
cis-1,3-Dichloropropene

trans-1,3-Dichloropropene

57-12-5

94-75-7

72-54-8

72-55-9

50-29-3

2303-16-4

53-70-3

132-64-9

124-48-1

96-12-8

106-93-4

84-74-2

95-50-1

541-73-1

106-46-7

91-94-1

110-57-6

75-71-8

75-34-3

107-06-2

75-35-4

156-59-2

156-60-5

120-83-2

87-65-0

78-87-5

142-28-9

594-20-7

563-58-6

10061-01-5

10061-02-6

Acetic acid, (2,4-dichlorophenoxy)-

Benzene 1,1'-(2,2-dichloroethylidene)bis 4-
chloro-

Benzene, 1,1’ -(dichloroethenylidene)bis4-
chloro

Benzene, 1,1'-(2,2,2-
trichloroethylidene)bis[4-chloro

Carbamothioic acid, bis(1-methylethyl)- , S-
(2,3-dichloro-2-propenyl) ester

Dibenz[ah]anthracene

Chlorodibromomethane

DBCP

EDPB; Ethylene dibromide, EDB
1,2-Benzenedicarboxylic acid, dibutyl ester

1,2-Dichlorobenzene

1,3-Dichlorobenzene

1,4-Dichlorobenzene

[1,1'-Biphenyl]-4,4'-diamine, 3,3'-dichloro-
2-Butene, 1,4-dichloro-, (E)-

Freon 12, CFC-12

Ethyldidene chloride

Ethylene dichloride

Vinylidene chloride; 1,1-Dichloroethene
cis-1,2-Dichloroethene

trans-1,2-Dichloroethene

Propylene dichloride

Trimethylene chloride

1,1-dichloropropylene
1,3-dichloropropylene, (2)

1,3-dichloropropylene, (E)
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Dieldrin

Diethyl phthalate

0O,0-Diethyl O-2-pyrazinyl
phosphorothioate
Dimethoate

p-(Dimethylamino)azobenzene
7,12-Dimethylbenz[a]anthracene
3,3'-Dimethylbenzidine
2,4-Dimethyl phenol

Dimethyl phthalate
m-Dinitrobenzene
4,6-Dinitro-o-cresol
2,4-Dinitrophenol
2,4-Dinitrotoluene
2,6-Dinitrotoluene

Dinoseb

Di-n-octyl phthalate
Diphenylamine

Disulfoton

Endosulfan |

Endosulfan 11

Endosulfan sulfate

Endrin

Endrin adehyde

Ethylbenzene

Ethyl methacrylate

60-57-1

84-66-2

297-97-2

60-51-5

60-11-7

57-97-6

119-93-7

105-67-9

131-11-3

99-65-0

534-52-1

51-28-5

121-14-2

606-20-2

88-85-7

117-84-0

122-39-4

298-04-4

959-98-8

33213-65-9

1031-07-8

72-20-8

7421-93-4

100-41-4

97-63-2

2,7:3,6-Dimethanonaphth[2,3-b] oxirene,
3,4,5,6,9,9-hexachloro-1a,2,2a,3,6,6a,7,7a
octahydro-, (1aa,2b,2aa,3b,6b,6aa,7b, 7a8)-

1,2-Benzenedicarboxylic acid, diethyl ester

Thionazin

Phosphorodithioic acid, O,0-dimethyl S-[2-
(methylamino)-2-oxoethyl] ester

Benzenamine, N,N-dimethyl-4-(phenylazo)-
Benz[a]anthracene, 7,12-dimethyl-

[1,1'-Biphenyl]-4,4 -diamine, 3,3'-
dimethyl-
2,4-Dimethylphenol

1,2-Benzenedicarboxylic acid, dimethyl
ester
1,3-Dinitrobenzene

2-Methyl-4,6-dinitrophenol

1-Methyl-2,4-dinitrobenzene
2-Methyl-1,3-dinitrobenzene

DNBP; 2-sec-Butyl-4,6-dinitrophenol
1,2-Benzenedicarboxylic acid, dioctyl ester
Benzenamine, N-phenyl-

Phosphorodithioic acid, O,0-diethyl S-[2-
(ethylthio)ethyl]ester

6,9-Methano-2,4,3-benzodioxathiepin,
6,7,8,9,10,10-hexachloro-1,5,5a,6,9,9a
hexahydro-, 3-oxide, (3a,5ab,6a,9a,9ab)-

6,9-Methano-2,4,3-benzodioxathiepin,
6,7,8,9,10,10-hexachloro- 1,5,58,6,9,9a-
hexahydro-, 3-oxide, (3a,5aa,6b,9b,9aa)-

6,9-Methano-2,4,3-benzodioxathiepin,
6,7,8,9,10,10-hexachloro 1,5,5a,6,9,9a-
hexahydro-, 3,3-dioxide
2,7:3,6-Dimethanonaphth[2,3-b] oxirene,
3,4,5,6,9,9-hexachloro-1a,2,2a,3,6,6a7,7a-
octahydro-, (1aa,2b,2ab,3a,6a,6ab,7b,7aa)-

1,2,4-Methenocyclopenta] cd] pental ene-5-
carboxaldehyde, 2,2a,3,3,4,7-

hexachl orodecahydro-,
(1a,2b,2ab,4h,4ab,5b,6ab,6bb, 7R*)-

2-Propenoic acid, 2-methyl-, ethyl ester
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Ethyl methanesulfonate

Famphur

Fluoranthene
Fluorene

Heptachlor

Heptachlor epoxide

Hexachlorobenzene
Hexachlorobutadiene
Hexachlorocyclopentadiene
Hexachloroethane
Hexachtorophene
Hexachloropropene
2-Hexanone
Indeno(1,2,3-cd)pyrene
Isobuty! a cohol

Isodrin

|sophorone
|sosafrole

Kepone

Lead

Mercury
Methacrylonitrile

Methapyrilene
Methoxychlor

Methyl bromide
Methy! chloride
3-Methylcholanthrene
Methyl ethyl ketone

Methyl iodide

62-50-0

52-85-7

206-44-0

86-73-7

76-44-8

1024-57-3

118-74-1

87-68-3

T7-47-4

67-72-1

70-304

1888-71-7

591-78-6

193-39-5

78-83-1

465-73-6

78-59-1

120-58-1

143-50-0

7439-92-1

7439-97-6

126-98-7

91-80-5

72-43-5

74-83-9

74-87-3

56-49-5

78-93-3

74-88-4

Methanesulfonic acid, ethyl ester
Phosphorothioic acid, O-[4-
[(dimethylamino)sulfonyl]phenyl]-O,0-
dimethyl ester

9H-Fluorene

4,7-Methano-1H-indene, 1,4,5,6,7,8,8-
heptachloro-3a,4,7,7a-

tetrahydro-
2,5-Methano-2H-indeno[1,2-b] oxirene,

2,3,4,5,6,7,7-heptachloro-1a,1b,5,5a,6,6a,-
hexahydro,(1aa,1bb,2a,5a,5ab,6b,68a)

1,3-Butadiene, 1,1,2,3,4,4-hexachloro-

1,3-Cyclopentadiene, 1,2,3,4,5,5-
hexachloro-

1-Propene, 1,1,2,3,3,3-hexachloro-

Methy! butyl ketone
Indeno[1,2,3-cd]pyrene

1-Propanoal, 2-methyl-
1,4,5,8-Dimethanonaphthal ene,
1,2,3,4,10,10-hexachloro-1,4,4a,5,8,8a
hexahydro-(1a,4a,4ab,5b,8b,8ab)-
2-Cyclohexen-1-one, 3,5,5-trimethyl-
1,3-Benzodioxole, 5-(1-propenyl)-
1,3,4-Metheno-2H-cyclobuta- [cd]pentalen-

2-one, 1,1a,3,33,4,5,5,5a,5b,6-decachl oro-
octahydro-

2-Propenenitrile, 2-methyl-
1,2,Ethanediamine, N,N-dimethyl-N’-2-
pyridinyl-N’- (2-thienylmethyl)-

Benzene, 1,1'-(2,2,2,trichloroethylidene)bis
[4-methoxy-

Bromomethane

Chloromethane
Benz[j]aceanthrylene, 1,2-dihydro-3-
methyl-

2-Butanone; MEK

lodomethane

80908270



Methyl methacrylate
Methyl methanesulfonate
2-Methylngphthalene

Methyl parathion

4-Methyl-2-pentanone
Methy! tert-butyl ether
Methylene bromide
Methylene chloride
Naphthalene
1,4-Naphthoquinone
1-Naphthylamine
2-Naphthylamine

Nickel

o-Nitroaniline
m-Nitroaniline
p-Nitroaniline
Nitrobenzene
o-Nitrophenol
p-Nitrophenol
N-Nitrosodi-n-butylamine
N-Nitrosodiethylamine
N-Nitrosodimethylamine
N-Nitrosodi phenylamine
N-Nitrosodi propylamine
N-Nitrosomethylethylamine
N-Nitrosopiperidine
N-Nitrosopyrrolidine
5-Nitro-o-toluidine
Parathion
Pentachlorobenzene
Pentachloronitrobenzene
Pentachlorophenol
Phenacetin

Phenanthrene

80-62-6

66-27-3

91-57-6

298-00-0

108-10-1

1634-04-4

74-95-3

75-09-2

91-20-3

130-15-4

134-32-7

91-59-8

7440-02-0

88-74-4

99-09-2

100-01-6

98-95-3

88-75-5

100-02-7

924-16-3

55-18-5

62-75-9

86-30-6

621-64-7

10595-95-6

100-75-4

930-55-2

99-55-8

56-38-2

608-93-5

82-68-8

87-86-5

62-44-2

85-01-8

2-Propenoic acid, 2-methyl-, methyl ester

Methanesulfonic acid, methyl ester

Phosphorothioic acid, O,0-dimethyl O-(4-

nitrophenyl) ester
Methy! isobutyl ketone

Methyl-t-butyl ether, MTBE
Dibromomethane

Dichloromethane

1,4-Naphthal enedione
1-Naphthalenamine

2-Naphthal enamine

2-Nitrobenzenamine
3-Nitrobenzenamine

4-Nitrobenzenamine

2-Nitrophenol

4-Nitrophenol

1-Butanamine, N-butyl-N-nitroso-
Ethanamine, N-ethyl-N-nitroso-
Methanamine, N-methyl-N-nitroso-
Benzenamine, N-nitroso-N-phenyl-
Di-n-propylnitrosamine
Ethanamine, N-methyl-N-nitroso-
Piperidine, 1-nitroso-

Pyrrolidine, 1-nitroso-

Benzenamine, 2-methyl-5-nitro-

Phosphorothioic acid, O,O-diethyl-O-(4-

nitrophenyl) ester

Acetamide, N-(4-ethoxyphenyl)

80908270
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Phenol
p-Phenylenediamine

Phorate

Polychlorinated biphenyls

Pronamide

Propionitrile

Pyrene

Pyridine

Safrole

Selenium

Silver

Silvex

Styrene

Sulfide

245T
1,2,4,5-Tetrachlorobenzene
1,1,1,2-Tetrachloroethane
1,1,2,2-Tetrachloroethane
Tetrachloroethylene
2,3,4,6-Tetrachlorophenol

Tetrahydrofuran
Thallium

Tin
Toluene
o-Toluidine

Toxaphene

1,2,4-Trichlorobenzene
1,1,1-Trichloroethane
1,1,2-Trichloroethane
Trichloroethylene
Trichlorofluoromethane
2,4,5-Trichlorophenol

2,4,6-Trichlorophenol

108-95-2
106-50-3

298-02-2

See Note 8
note 6

23950-58-5
107-12-0
129-00-0

110-86-1
94-59-7

7782-49-2

7440-22-4

93-72-1
100-42-5
18496-25-8
93-76-5
95-94-3
630-20-6
79-34-5
127-18-4
58-90-2
109-99-9

7440-28-0

7440-31-5
108-88-3
95-53-4

Seenote 9
7

120-82-1
71-55-6
79-00-5
79-01-6
75-69-4
95-95-4

88-06-2

1,4-Benzenediamine

Phosphorodithioic acid, O,0-diethyl S-
[(ethylthio)methyl] ester

PCBs, 1,1'-Biphenyl, chloro derivatives,
Arochlors

Benzamide, 3,5-dichloro-N- (1,1-dimethyl-
2-propynyl)-
Ethyl cyanide; Propanenitrile

1,3-Benzodioxole, 5-(2-propenyl)-

2,4,5-TP; Propanoic acid, 2-(2,4,5-
trichlorophenoxy)-
Ethenylbenzene

2,4,5-Trichlorophenoxyacetic acid

Perchloroethylene; Tetrachloroethene; PCE

Methylbenzene

2-Methylbenzenamine

Methylchloroform

Trichloroethene; TCE

Freon 11, Fluorotrichloromethane, CFC-11

8040',-8041,8270
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1,2,3-Trichloropropane

0,0,0-Triethyl phosphorothioate

sym-Trinitrobenzene

Vanadium

Vinyl acetate
Vinyl chloride

Xylene (total) fseenote10}

Zinc

Sutfide

96-18-4
126-68-1
99-35-4

7440-62-2

108-05-4
75-01-4
1336-20-7

Seenote 8
7440-66-6

18496-25-8

Phosphorothioic acid, O,0,0-triethyl ester

Benzene, 1,3,5-trinitro-

Ethenyl ester acetic acid
Chloroethene

Dimethylbenzene



1 Thistst table includes all the substances required for assessment monitoring under EPA RCRA Subtitle
D (40 CFR Part 258 Appendix I1). DNR GEMS parameter numbers for the substances in this table can
be found at http://www.dnr.wi.gov/org/aw/wm/monitor/

2 Common names are those widely used in government regulations, scientific publications and
commerce; synonyms exist for many chemlcals

6 4 This substance is often called Bis(2-chloroisopropyl) ether, the name the Chemical Abstracts Service
appliesto its noncommercial isomer, Propane, 2,2'-oxybig 2-chloro-(CAS RN 39638-32-9).

7 5 Chlordane: This entry includes apha-chlordane (CAS RN 5103-71-9), beta-chlordane (CAS RN
5103-74-2), gamma-chlordane (CAS RN 5566-34-7), and constituents of chlordane (CAS RN 57-74-9
and CAS RN 12789-03-6).

8 6 Polychlorinated biphenyls (CAS RN 01336-36-3); this category contains congener chemicals,
including constituents of Aroclor-1016 (CAS RN 12674-11-2), Aroclor-1221 (CAS RN 11104-28-2),
Aroclor-1232 (CAS RN 11141-16-5), Aroclor-1242 (CAS RN 53469-21-9), Aroclor-1248 (CAS RN
12672-29-6), Aroclor-1254 (CAS RN 11097-69-1) and Aroclor-1260 (CAS RN 11096-82-5).

9 7 Toxaphene: This entry includes congener chemicals contained in technical toxaphene (CAS RN 8001-
35-2), i.e., chlorinated camphene.

10 8 Xylene (total): This entry includes o-xylene (CAS RN 96-47-6), m-xylene (CAS RN 108-38-3), p-
xylene (CAS RN 106-42 3) and unspec:|f|ed xylen% (di methylbenzen&) (CAS RN 1330-20-7)




SECTION 83. NR 507 Appendix Il and (Notes) are amended to read:

ApperdixAPPENDI X I11

VOLATILE ORGANIC COMPOUNDS FOR DETECTION MONITORING®
AT MUNICIPAL SOLID WASTE LANDFILLS

Common name’

Acetone'

Benzene
Bromodichloromethane
Bromoform

Carbon disulfide'

Carbon tetrachloride
Chlorobenzene
Chloroethane

Chloroform

Dibromochl oromethane
1,2-Dibromo-3-chloropropane
1,2-Dibromoethane
o-Dichlorobenzene
m-Dichlorobenzene
p-Dichlorobenzene
Dichlorodifluoromethane
1,1-Dichloroethane
1,2-Dichloroethane
1,1-Dichloroethylene
cis-1,2-Dichloroethylene
trans-1,2-Dichloroethylene
1,2-Dichloropropane
cis-1,3-Dichloropropylene
trans-1,3-Dichloropropylene
Ethylbenzene

Methyl bromide

Methyl chloride
Methylene bromide

Methylene chloride

Parameter
Neo:®

81552

CASRN®

67-64-1
71-43-2
75-27-4
75-25-2
75-15-0
56-23-5

108-90-7
75-00-3
67-66-3

124-48-1
96-12-8

106-93-4
95-50-1

541-73-1

106-46-7
75-71-8
75-34-3

107-06-2

75-35-4

156-59-2

156-60-5
78-87-5

10061-01-5

10061-02-6

100-41-4
74-83-9
74-87-3
74-95-3

75-09-2

Synonyms

2-Propanone

Dichlorobromomethane

Tribromomethane

Tetrachloromethane
Monochlorobenzene
Ethyl chloride
Trichloromethane
Chlorodibromomethane
DBCP

EDB; Ethylene dibromide
1,2-Dichlorobenzene
1,3-Dichlorobenzene
1,4-Dichlorobenzene

Freon 12, Difluorodichloromethane

Ethylene dichloride
Vinylidene chloride
cis-1,2-Dichloroethene

trans-1,2-Dichloroethene

cis-1,3-Dichloropropene, Z-
Dichloropropylene
trans-1,3-Dichloropropene, E-
Dichloropropylene
Bromomethane
Chloromethane

Dibromomethane

Dichloromethane
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Methy! ethyl ketone 81505 78-93-3 | 2-Butanone; MEK 8260
Methyl tert-butyl eth 1634-04-4 MTBE
yl tert-butyl ether 78032 86218260
Naphthalene 91-20-3 80218260
Styrene 77198 100-42-5 | Ethenylbenzene 80218260
Tetrachloroethylene 127-18-4 | Perchloroethylene; Tetrachloroethene; 80218260
34475 PCE ’
1
Tetrahydrofuran 109-99-9 THF 8260
Toluene 108-88-3 | Methylbenzene 80218260
1,1,1-Trichloroeth 71-55-6 | Methylchlorof
richloroethane ylchloroform 86218260
1,1,2-Trichloroeth 79-00-5
ricnioroethane 8021.-8260
Trichloroethylene 79-01-6 | Trichloroethene; TCE 80218260
Trichlorofluoromethane 75-69-4 | Fluorotrichloromethane, Freon 11 80218260
Vinyl chlorid 75-01-4 | Chl h
inyl chloride oroethene 86218260
Xylene (total) [see note 64] 81551 1330-20-7 | Dimethylbenzene 80218260

1 Includes the individual Volatile Organlc Compounds (VOCs) neces%\ry when a %&Seaﬁ VOC
scan is required under ch. NR 507 W S,

Carbon disulfide, Methyl ethyl ketone, and Tetrahydrofuran are exempted |f EPA Method 8021 is used
for the analysis.

2 Common names are those widely used in government regulations, scientific publications and
commerce; synonyms exist for many chemlcals

6 4 Xylene (total) Th|s entry includes o-xylene (CAS RN 96-47-6), m-xylene (CAS RN 108-38-3), p-
xylene (CAS RN 106-42-3), and unspecified xylenes (dimethylbenzenes) (CAS RN 1330-20-7).
Note: Wisconsin DNR GEM S parameter numbers for the substances listed in Appendix 111 can be found

at http://www.dnr.wi.gov/org/aw/wm/monitor/
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SECTION 84. NR 507 Appendix IV and (Notes) are repealed and recreated to read:

APPENDIX IV
SEMIVOLATILE ORGANIC COMPOUND (SVOC) ANALYTE!LIST
CAS’

Analyte? Number Systematic Name¥/Common Name
Acenaphthene 83-32-9 Acenaphthylene, 1,2-dihydro-
Acenaphthylene 208-96-8 Acenaphthylene
Acetophenone 98-86-2 Ethanone, 1-phenyl-
Anthracene 120-12-7 Anthracene
Benz(a)anthracene 56-55-3 Benz[ a]anthracene

Benzanthracene
Benzo(b) fluoroanthene 205-99-2 Benz[ e]acephenanthrylene
Benzo(k)fluoroanthene 207-08-9 Benzo[K]fluoranthene
Benzo(g,h,i)perylene 191-24-2 Benzo[ghi]perylene
Benzo(a)pyrene 50-32-8 Benzo[&a]pyrene
Benzyl alcohol 100-51-6 Benzenemethanol
Bis(2-chloroethoxy)methane 111-91-1 Ethane, 1,1'-[methylenebis
(oxy)]big[2-chloro-
Bis(2-chloroethyl)ether Ethane, 1,1'-oxybig[2-chloro-
111-44-4 Dichloroethyl ether
Bis(2-chloro-1-methylethyl)ether 108-60-1 Propane, 2,2"-oxybig[1-chloro-
Bis(2-chloroi sopropyl)ether
Bis(2-ethylhexyl)phthalate 117-81-7 1,2-Benzenedicarboxylic acid,
bis(2-ethylhexyl) ester
4-Bromophenyl phenyl ether 101-55-3 Benzene, 1-bromo-4-phenoxy-
Butyl benzyl phthalate 85-68-7 1,2-Benzenedicarboxylic acid,
butyl phenylmethyl ester
p-Chloro-m-cresol 59-50-7 Phenol, 4-chloro-3-methyl-
4-Chloro-3-methylphenal
2-Chloronaphthalene 91-58-7 Naphthalene, 2-chloro-
2-Chlorophenol 95-57-8 Phenol, 2-chloro-
p-Chlorophenyl phenyl ether 7005-72-3 Benzene, 1-chloro-4-phenoxy-
4-Chlorophenyl phenyl ether
Chrysene 218-01-9 Chrysene
m-Cresol 108-39-4 Phenol, 3-methyl-
3-Methylphenol
o-Cresol 95-48-7 Phenol, 2-methyl-
2-Methylphenol
p-Cresol 106-44-5 Phenol, 4-methyl-
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4-Methylphenol

Dibenz(a,h)anthracene 53-70-3 Dibenz[a h]anthracene
Dibenzofuran 132-64-9 Dibenzofuran
Di-n-butyl phthalate 84-74-2 1,2-Benzenedicarboxylic acid,
dibutyl ester
m-Dichlorobenzene 541-73-1 Benzene, 1,3-dichloro-
1,3-Dichlorobenzene
o-Dichlorobenzene 95-50-1 Benzene, 1,2-dichloro-
1,2-Dichlorobenzene
p-Dichlorobenzene 106-46-7 Benzene, 1,4-dichloro-
1,4-Dichlorobenzene
3,3'-Dichlorobenzidine 91-94-1 [1,1'-Biphenyl]-4,4'-diamine,
3,3-dichloro-
2,4-Dichlorophenol 120-83-2 Phenol, 2,4-dichloro-
Diethyl phthalate 84-66-2 1,2-Benzenedicarboxylic acid,
diethyl ester
2,4-Dimethylphenol 105-67-9 Phenol, 2,4-dimethyl-
m-Xylenol
Dimethyl phthalate 131-11-3 1,2-Benzenedicarboxylic acid,
dimethyl ester
4,6-Dinitro-o-cresol 534-52-1 1,2-Benzenedicarboxylic acid,
dimethyl ester
4,6-Dinitro-2-methylphenol
2,4-Dinitrophenol 51-28-5 Phenol, 2,4-dinitro-
2,4,-Dinitrotoluene 121-14-2 Benzene, 1-methyl-2,4-dinitro-
2,6-Dinitrotoluene 606-20-2 Benzene, 2-methyl-1,3-dinitro-
Di-n-octyl phthalate 117-84-0 1,2-Benzenedicarboxylic acid,
dioctyl ester
Diphenylamine 122-39-4 Benzeneamine, N-phenyl-
Fluoroanthene 206-44-0 Fluoranthene
Fluorene 86-73-7 9H-Fuorene
Hexachlorobenzene 118-74-1 Benzene, hexachloro-
Hexachlorobutadiene 87-68-3 1,3-Butadiene, 1,1,2,3,4,4-
hexachloro-
Hexachlorocyclopentadiene T7-47-4 1,3-Cyclopentadiene,
1,2,3,4,5,5-hexachloro-
Hexachloroethane 67-72-1 Ethane, hexachloro-
Indeno(1,2,3-cd)pyrene 193-39-5 Indeno[1,2,3-cd] pyrene
|sophorone 78-59-1 2-Cyclohexen-1-one, 3,5,5-
trimethyl-
1-Methylnaphthalene 90-12-0 Naphthalene, 1-methyl-
2-Methylnaphthalene 91-57-6 Naphthalene, 2-methyl-




Naphthalene 91-20-3 Naphthalene
m-Nitroaniline 99-09-2 Benzenamine, 3-nitro-
3-Nitroaniline
o-Nitroaniline 88-74-4 Benzenamine, 2-nitro-
2-Nitroaniline
p-Nitroaniline 100-01-6 Benzenamine, 4-nitro-
4-Nitroaniline
Nitrobenzene 98-95-3 Benzene, nitro-
o-Nitrophenol 88-75-5 Phenol, 2-nitro-
2-Nitrophenol
p-Nitrophenol 100-02-7 Phenol, 4-nitro-
4-Nitrophenol
N-Nitrosodimethylamine 62-75-9 Methanamine, N-methyl-N-
nitroso-
N-Nitrosodi propylamine 621-64-7 1-Propanamine, N-nitroso-N-
propyl-
N-Nitroso-N-dipropylamine
Pentachlorophenol 87-86-5 Phenol, pentachloro-
Phenanthrene 85-01-8 Phenanthrene
Phenol 108-95-2 Phenol
Pyrene 129-00-0 Pyrene
Pyridine 110-86-1 Pyridine
2,3,4,6-Tetrachlorophenol 58-90-2 Phenol, 2,3,4,6-tetrachloro-
1,2,4-Trichlorobenzene 120-82-1 Benzene, 1,2,4-trichloro-
2,4,5-Trichlorophenol 95-95-4 Phenol, 2,4,5-trichloro-
2,4,6-Trichlorophenol 88-06-2 Phenol, 2,4,6-trichloro-

1 Current Wisconsin DNR GEMS parameter numbers for the substancesin Appendix IV can be found

at http://dnr.wi.gov/org/aw/wm/monitor/

2 Anayte names are EPA registry names see: http://epa.gov/srs
3 Chemical Abstracts Service registry number
4  Systematic names are EPA registry names see: http://epa.gov/srs
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SECTION 85. NR 508.05(3m) is created to read:

NR 508.05(3m) The owner or operator may submit awritten request to eliminate select
parameters from the assessment monitoring program required under this section after 4 rounds of
assessment monitoring have been collected and analyzed. The request shall demonstrate that
these parameters were not detected in any of the 4 rounds. The department may approve
eliminating any parameters that were not detected in the first 4 rounds or detected once but not
confirmed in subsequent rounds.

SECTION 86. NR 509.04(4)(b) is repealed and recreated to read:

NR 509.04(4)(b) Identification of any known potential impacts to endangered and threatened
speciesin accordance with s. 29.604, Stats., and the federal endangered species act or historical,
scientific or archeological areasin accordance with s. 44.40, Stats., including any prior studies or
surveys conducted at the proposed site.

SECTION 87. NR 509.04(4)(c) is repealed.
SECTION 88. NR 512.085 is created to read:

NR 512.085 Alternative geotechnical investigation program. The applicant may propose
an alternative geotechnical investigation program to the department prior to initiating the
geotechnical investigations required for afeasibility report that are identified in ss. NR 512.09
and 512.10. A proposal shall include a detailed description of the proposed alternative program,
detailed explanations of the rationale for the proposed differences between the code requirements
ins. NR 512.09 or 512.10 and the proposed alternative program, and the anticipated benefits of
the proposed aternative program. The department shall respond in writing and may accept the
program as submitted, identify deficienciesin the proposed alternative program that must be
addressed, or may reject the program. The program may not be implemented prior to receipt of
written review by the department. The feasibility report shall include documentation of any
aternative geotechnical investigation accepted by the department and justification for any
reductionsto the requirementsin ss. NR 512.09 and 512.10. Formal approval of an accepted
aternative geotechnical program shall be made in the department’ s feasibility determination.

SECTION 89. NR 512.09(intro.) is amended to read:

NR 512.09 Site-specific geotechnical information. The applicant shall perform laboratory
and field investigations to define the physical characteristics of the proposed landfill’ s location.
At aminimum these investigations shall include the following specified requirements unless an
aternative geotechnical investigation program is-approved-under s. NR 512.085 specifically
addressing these requirements, or a portion thereof, was accepted in writing by the department A

wrrtmg beforethe geotechnlcal investigati on program for thefeasr b|||ty report fswas |n|t|ated

feasb&ﬁympert—Shoul d the appl icant identify minor dlscrepanu es between the foI lowing
specified requirements and the content of the feasibility report prior to its submittal to the
department, the applicant may choose to identify those minor discrepanciesin a separate |etter to
the department, including an explanation for them, and either propose atime table for providing
that information or justify why it is not necessary to submit that specific information and request
the necessary exemptions. The department shall respond to aletter in writing either accepting the
explanation and requested approach or indicating that the discrepancies need to be addressed
prior to issuing feasibility completeness.
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SECTION 90. NR 512.10(intro.) is amended to read:

NR 512.10 Subsurface data analysis. BataAt a minimum, the data on subsurface
investigations shall be presented in the narrative section of the report asfelews-following
specified requirements unless an alternative geotechnical investigation program under s. NR
512.085 specifically addressing these requirements, or a portion thereof, was accepted in writing
by the department before the geotechnical investigation program for the feasibility report was
initiated. Should the applicant identify minor discrepancies between the following specified
reguirements and the content of the feasibility report prior to its submittal to the department, the
applicant may choose to identify those minor discrepancies in a separate |etter to the department,
including an explanation for them, and either propose atime table for providing that information
or justify why it is not necessary to submit that specific information and request the necessary
exemptions. The department shall respond to aletter in writing either accepting the explanation
and requested approach or indicating that the discrepancies need to be addressed prior to issuing
feasibility completeness.

SECTION 91. NR512.15isrepeded and recreated to read:

NR 512.15 I dentification of soil borrow sources. (1) The feasibility report shall include a
copy of the department’ sinitial site inspection evaluation for the proposed soil borrow sources
designated to be used in the construction, operation or closure of the first phase of the landfill.

(2) Thefeasbility report shall include the documentation for soil borrow sources as
described in s. NR 504.075 for the proposed soil borrow sources designated to be used in the
construction, operation or closure of the first phase of the landfill.

SECTION 92. NR 514.05(7) is amended to read:

NR 514.05(7)(title) WASTE FINAL GRADES AND FINAL TOPOGRAPHY. A fina waste
grades plan sheet shall be included to indicate waste final grades, including daily and
intermediate cover. A final topography plan sheet shall be included to indicate the appearance of
the entire facility following closure including storm water drainage features and the location of
gas extraction wells and all other penetrations of the fina cover.

SECTION 93. NR 514.06(6)(c) is created to read:

NR 514.06(6)(c) The report shall include the documentation required by s. NR 504.075 for
any soil borrow source that was not included in the approved feasibility report for the landfill.

SECTION 93m. NR 514.06(16) is amended to read:

NR 514.06(16) APPENDIX. An appendix shall be included which lists the references used
and includes any additional data not previoudly presented, supplemental design ca culations,
material specifications, operating agreements such as draft |eachate treatment agreements or
signed soil borrow agreements, documents related to long-term care funding, documents related
to placing a notification on the deed of properties with wells within the 1200-foot setback and
other appropriate information.

SECTION 94. NR 514.07(1) is amended to read:
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NR 514.07(2)(title) GEOMEMBRANEGEOSYNTHETICS REQUIREMENTS. The plan of
operation for any landfill which includes a composite liner, composite eapcapping layer or
utilizes ageomembrane for aliner or utilizes a geomembrane or geomembrane-GCL for a
capping layer shall provide the following design details and specifications for the geermembrane
compenentgeosynthetic components. The department may specify additional requirements for
other geosynthetic materials used in significant structural features of the landfill.

(a) A description of the proposed geomembranes, GCL s, and other geosynthetics to be used
in construction of the landfill, including resins and additives, physical properties, bentonite
characteristics, chemical resistance properties and potential suppliers. For GCLSs, this shall
include identification of the geotextile properties and reinforcement.

(b) Design calculations that demonstrate the stability of the landfill and its components
against failure along potential failure surfaces, such as the leachate collection system and final
cover, during operations as well as after closure. Potential failure surfaces considered shall
include the interfaces both below and above the geomembrane in the liner and final cover.
Potential failure scenarios considered shall include both saturated and unsaturated conditions for
the cover. The design calculations may use typical data or specifications from technical literature
rather than values from testing of site specific materials if the sources of the typical data or
specifications and the test methods used to generate them are cited with the calculations and

reasonable factors-of safety-are-a safety factor of at least 1.3 is used to assess stahility.

(c) Construction methods and supervisory controls for preparing the surface of the topmost
lift of compacted clay prior to the installation of a geomembrane or soil barrier layer prior to
installation of a GCL. The plan of operation shall propose inspection methods and removal of
coarse gravel or cobbles after rolling the topmost lift of compacted clay or soil barrier layer to
achieve a smooth surface.

(d) A description of measuresto be taken to store and protect all geomembranes, GCL s and
geocomposite drains, transport geomembrane, GCL and geocomposite drain panels from storage
to the working area, and construction methods to be used to place geomembrane, GCL and
geocomposite drain panels.

(e) The proposed orientation of all geomembrane and GCL panelsfor the landfill liner and
€ap capping layer in relation to slope, collection trenches, penetrations, anchor trench and phase
boundaries, seaming methods and phased construction.

(f) Typica design details of geomembrane and GCL seams and seaming methods, anchor
trenches, patches, collarsfor al penetrations, instalation in corners and | eachate collection
trenches. The plan of operation shall describe acceptable working conditions for geomembrane,
GCL and geocomposite drain installation, installation instructions for working under wesather
variations and extremes, and criteriafor halting or limiting GCL and geomembrane installation.

(g) Proposed methods for testing welds or other joining methods for geomembranes and other
components or penetrations if geomembranes used in previously constructed phases are obtained
from different manufacturers or are made from different resins. The plan of operation shall also
include measures to preserve the edges of geomembranes and GCL s to be joined to future phases
and describe measuresto repair all geomembrane, GCL and geocomposite drain defects,
unacceptable wrinkling, and unacceptable seams.
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(h) Construction methods for placing the leachate collection system, sump backfill, and
sideslope riser over the composite liner; the first 10 feet of wastes over the leachate collection
system; and subsurface drain layer and rooting zone soils over the composite cap. The measures
shall assure that the geomembraneis and GCL s are not damaged by construction of seits soil
layers, placement or compaction of wastes, waste consolidation or mass movements or puncturing
of the geomembrane.

(i) A construction quality control plan that will be followed by all contractors preparing the
surface of the compacted clay liner_or soil barrier layer, constructing the geomembrane liner and
placing drainage blanket. The construction quality control plan shall include means for
determining and documenting: receipt of the proper geomembrane, GCL and geocomposite drain
material; acceptable subgrade and weather conditions for work to occur; seamer qualifications
and procedures for trial seams; acceptability of test welds and machine settings; acceptable
seaming practices; achieved seam quality and procedures for dealing with failing tests; patching;
and sealing of geomembrane penetrations. The construction quality control plan shall also
describe how progress in construction, as well as any variations from the approved plans, will be
recorded and reported.

(1) A construction quality assurance plan that will be followed by the registered professional
engineer and qualified technician responsible for evaluating the construction and ensuring that the
fabrication and installation meet design specifications. The construction quality assurance plan
shall include continuous observation of all aspects of geomembrane, GCL and geocomposite
drain installation activities by qualified engineers or technicians. The construction quality
assurance plan shall include use of nondestructive and destructive testing of seams and samples
and shall propose a schedule of tests and associated frequencies in accordance with those
specified in ch. NR 516. The construction quality assurance plan shall include proposed methods
of verifying the acceptability of the prepared subgrade, repairs, patches, penetrations, seams, and
adaptations by the owner and contractors to unforeseen conditions.

(k) An outline of the contents of the anticipated preconstruction submittal which complies
with the requirements of s. NR 516.04 (5) concerning geomembrane and GCL construction and
which will be prepared and submitted prior to each construction event.

SECTION 95. NR 514.07(7) is created to read:

NR 514.07(7) CONTIGUOUS LANDFILL EXPANSIONS. The plan of operation for any proposed
landfill which is either avertical or horizontal overlay to an existing approved facility shall
include a summary of all applicable conditions of department issued, chs. NR 500 to 538,
approvals or orders that are active and subject to compliance at the time of the plan of operation
report submittal. The summary shall be submitted on forms provided by the department and at a
minimum shall contain all of the following:

(@ A chronologicd listing of all department issued chs. NR 500 to 538 approvals, orders
and expedited plan modifications deemed as acceptable by the department under s. NR 514.09 for
the existing landfill.

(b) A ligting of al approval conditions or order conditions that are active and subject to
compliance at the time of the plan of operation report submittal.
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(c) A recommendation, by the applicant, of the status of each identified condition in par. (b)
based upon the content of the proposed contiguous expansion plan of operation report. The status
categories shal beidentified as:

1. “Remain active’: The applicant intends to continue to meet the requirement of the
condition in the proposed expansion.

2. “ Comparable code’: The applicant believes the requirement of the conditionis
addressed in chs. NR 500 to 538.

3. “ Alternative proposed”: The applicant believes the condition is no longer required due
to changes in the proposed plan of operation report.

(d) Identification of specific applicable codes, plan of operation report sections or further
justification to support the applicant’ s recommended status category in par. (C).

(e) Thedepartment shall provide a summary of the facility’s active approval conditions or
order conditions as an informational attachment to the plan of operation determination. This
summary shall consider the applicant’s recommended status in par. (¢) and any applicable
department issued conditions in the plan of operation determination. A department summary
under this paragraph does not relieve the applicant of the compliance requirement of any
condition prior to the issuance of the summary.

SECTION 96. NR 514.09 isrepeded and recreated to read:

NR 514.09 Expedited plan modifications. (1) APPLICABILITY. (a) If requested by the
owner or operator, this section appliesto all proposals that can be easily determined to be low risk
to modify provisionsin approved plans of operation, except those identified in par. (b), that
would not result in aviolation of a statute or administrative rule, and would not require issuance
of an exemption by the department. M odifications to which this section appliesinclude, but are
not limited to the following:

1. Revisionsto surface water control systems.

2. Use of an dternate borrow source, other than for landfill liner material, following the
department's performance of an initia site inspection of the borrow source.

3. Soil daily cover.

4. Use of foundry sand, bottom ash or papermill sudge for alternate daily cover material.
Also, if soil daily cover will be placed at the end of each operating week, use of tarps, geotextiles,
spray-on foams and similar alternate daily cover materials.

5. Access roads within alandfill.

6. Wastefilling or closure sequence, if the unclosed area of the landfill would not be
increased at any point in the landfill’ s remaining operationa life relative to the existing approved

plan.

7. Minor changes in design and material substitutions for gas extraction systems or |eachate
head wells, that do not include changes to the gas flare design, and do not include a reduced



number of gas extraction wells or leachate head wells within a particular phase of the landfill.
Also, replacement of damaged or nonfunctional features of gas extraction systems or |eachate
head wells that do not involve significant changesin design, location or materials of construction.

8. Installation, abandonment or sampling of groundwater, gas or leachate monitoring
devices not required in the existing approved plan.

9. Environmental sampling methods.

10. Except as provided under par. (b), other modifications determined by the department to
pose low potential risk of adverse impacts on public health or the environment.

Note: No approvals are necessary when alandfill owner initiates a contaminant investigation
or assessment monitoring according to chs. NR 507 and 508. However, if an aternate assessment
planis proposed under s. NR 508.05(2), the landfill owner must request an exemption.

(b) This section does not apply to proposals to modify approved plans of operation which
would result in any of the following:

1. Enlargement, relocation or expansion of alandfill.

2. A changein the design or construction of landfill liners, final cover or leachate collection,
transfer, recirculation or storage systems.

3. Termination of groundwater monitoring at any landfill.

4. Reduction of groundwater monitoring at any landfill to less than the minimum required in
chs. NR 503 and 507, according to the type of landfill and wastes disposed.

5. Reduction of groundwater monitoring at facilities that have written approval for
groundwater monitoring |less than the minimum required in chs. NR 503 and 507.

6. The need for an additional regulatory permit or review under legal authority other than
chs. NR 500 to 538.

7. A change which would be less stringent than a federally-mandated requirement.

8. Violation of an existing written condition contained in a department approval document,
except if the applicant identifies each condition in the cover letter.

(2) PROCEDURE. A proposal to modify an approved plan of operation is deemed approved
under s. 289.30(6), Stats., if al of the following occur:

(@) The owner or operator submits awritten proposal to the department which describes the
proposed plan modification. With the proposal, the owner or operator shall submit a cover letter
that includes al of the following:

1. Identification of the applicable subdivision of sub. (1)(a) under which the proposal falls

and a statement requesting review of the proposa under the expedited process outlined in this
section.
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2. A brief description of the proposal.

(b) Either the department does not object to the proposed modification within 30 days after
receipt of the notice under par. (a), or the department withdraws its objection to the proposal.
Notification by the department that it does not consider a proposed plan modification submitted
under sub. (1)(a)10. to pose alow potentia risk of adverse impacts on public health or the
environment shall be considered to be an objection, and therefore, subject to the dispute
resolution process of sub. (3).

(c) The department determines the proposal islow risk and the technical review time does
not exceed 6 hours.

(d) The appropriate expedited plan modification review is paid in accordance with ch. NR
520, Table 3.

(3) DISPUTE RESOLUTION. (@) If the department objects to a proposed modification under sub.
(2), the following procedures shall apply:

1. Within 20 days after the department objects to the proposed modification, the owner or
operator may file arequest with the secretary of the department for a conference to discuss the
reasonabl eness of the department’s objection to the proposed modification.

2. The secretary may designate appropriate department personnel to confer with the owner
or operator regarding the reasonableness of the objection. The designated department personnel
shall include supervisory personnel who did not participate in the objection to the proposed
modification.

3. Thedepartment personnel designated by the secretary shall make arrangements to confer
with the owner or operator at the earliest practical time. The department shall promptly notify the
owner or operator in writing whether or not the objection to the proposed modification will be
withdrawn.

() This section does not affect in any manner any other provision of law authorizing
administrative or judicial review of a department objection under this section.

SECTION 97. NR 516.04(3)(d)1.d. and (5) (intro.), (b), and (c) are amended to read:

NR 516.04(3)(d)1.d. Preparation of the upper portions of the clay component or soil barrier
layer component of a composite-lined or composite—capped landfill for installation of the
geomembrane or GCL, including smoothness of the surface, removal of rocks and other foreign
objects, and repair of the clay or soil barrier layer surface due to rain, rutting or other damage.

(5) PRECONSTRUCTION REPORTS.(intro.) A preconstruction report shall be prepared for
construction of each phase of eenstruction-of-thea composite liner as well as each phase of thea
composite eap-capping layer. The department may also require a preconstruction report for each
phase of construction which utilizes-a-geecompesite-clay-tnrer{GCL)-er other geosynthetics, or
when other geosynthetic materials are used in significant structura features of the landfill. The
preconstruction report shall be submitted to the department no later than 15 days prior to each of
the preconstruction meetings-meeting for the construction of the geomembrane component of the

a compos teliner or thea composute eapgappl ng I@y UnI ess otherwise specified, 2-copies-shalt
‘ ! y-3 copies shall be
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provided to the appropriate department field office. The preconstruction report shall include, at a
minimum, the following:

(5)(b) Identification of the manufacturer of the geomembrane, GCL and other geosynthetics
used in construction, manufacturer qualifications, technical specifications of the geomembrane
resin and polymer selected-selected, technical specifications for geotextile and reinforcement of
the GCL , bentonite specifications used for manufacture of the GCL, and results of the
manufacturer’s quality control tests on the geomembranes and GCL s supplied to the project.
Identification of the fabricator of geotextiles and other geosynthetics used in site construction,
technical specifications of the products and material s to be used, methods used to bond the
material s together and to connect panels together, installation contractor, contractor qualifications
and on-— site supervisory staff. Description of any contractor-specific storage and material
handling procedures, deployment methods, attachment methods, panel overlaps, patching,
procedures for minimizing bentonite loss in the GCL, and acceptable limits on sub-grade for
geomembrane or GCL , including maximum rut depth, maximum stone size, removal of gravel
cobbles and other debris and limits imposed by weather conditions. Description of methods to be
used to assure the GCL does not become saturated prior to covering with soil and the procedure
that will be followed if the GCL does become saturated, methods and equipment to be used to
place the geomembrane over the GCL , and the maximum time between deployment of the GCL
and placement of soil cover layersto limit free swell of bentonite. Description of the selected
materials and source of the sideslope riser pipe, methods proposed to assemble and place the
sideslope riser pipe, and measuresto be taken to prevent puncture of the geomembrane below the
sideslope riser pipe and protective drainage material.

(5)(c) Theresults of a shear test conducted, in accordance with ASTM method D5321, on the
soils and geosynthetic materials selected for use in construction of the liner system and the final
cover system. Thetest shall be conducted using wetted soil and geomembrane interfaces. The
shear test results shall be used to evaluate the stability of the geomembrane component over the
clay component and the drainage layers and overburden placed on the geomembrane component.
For designs which utilize a GCL, the shear test results shall be used to evaluate the stability of the
geomembrane component over the GCL component and the soil barrier layer and the drainage
layers and overburden placed on the geomembrane component. Wet unit weights of soils shall be
used in analyses. |If the-all soil and geosynthetic materials to be used are the-same-as-identical to
those that were tested for a previous construction event then the test need not be conducted again.
The department may alse-waive testing of materials which are proposed exclusively for use on
Hatterportions-of-liners or final cover systems with slopes of less than 10%.

SECTION 98. NR 516.05(2)(f) is amended to read:

NR 516.05(2)(f) A seriesof properly labeled 35 millimeter color prints or prints from digital
photographs documenting all major aspects of facility construction. This shall include close-up
photographs of the construction process including clay liner and soil barrier layer placement and
compaction equipment, geermembrane-placement-depl oyment of geomembrane and all other
geosynthetics, deployment equipment, leachate pipe placement including all places where transfer
piping exits the lined waste fill area or sideslope riser installation, drainage blanket placement and
the ingtallation of al manholes, sumps, sidesloperisers, lift stations and storage tanks. Panoramic
views shall be included showing the prepared sub—base and the completed liner before and after
granular blanket placement.

SECTION 99. NR 516.06(1)(b) and (2)(a) are amended to read:
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NR 516.06(1)(b) A plan view drawing for each one—foot thickness of clay or soil barrier layer
placed showing the locations of the various soil testing completed and detailing the tests
performed at each test location. Multiple plan views may be presented on a single engineering
plan sheet if legibility is not compromised.

(2)(a) An anaysisand discussion of al soil, and-geomembrane and other geosynthetic testing
work performed. All density and moisture content testing results shall clearly indicate which
Proctor curve or line of optimums is applicable to the soil being compacted. Any changesin the
referenced Proctor curve or line of optimums shall be identified as to when they occurred and
why the change was made. All raw data from the soil, and-geomembrane and other geosynthetic
testing performed shall be included in an appendix to the closure documentation report unless
other arrangements were previously approved by the department. The raw data shall be
summarized using atabulated format. Also included shall be the make, model, weight and foot
length of each piece of equipment used to compact clay.

SECTION 100. NR 516.07(1m) is created to read:

NR 516.07(1m) SUBGRADE AND BERM COMPACTION. For all recompacted soil used in
subgrade and berm construction, the following tests shall be performed:

() Dry density and as-placed moisture content shall be determined on an approximate 100
foot grid pattern for each one foot thickness of soil placed. The grid pattern shall be offset on
each subsequent layer of tests. A minimum of 2 density and moisture content tests for each one
foot thickness of soil placed shall be performed to fully define the degree of soil compaction
obtained in confined areas where equi pment movement is hindered or hand compactionis
necessary.

(b) One moisture-density curve or line of optimums analysis shall be developed for every
5,000 cubic yards or less of soil placed and for each major soil type utilized. At least 5 points
shall be established on each curve. If aline of optimums analysisis performed, at least 2 curves
shall beincluded for each analysis. A representative sample for every 5,000 cubic yards or less of
soil placed shall be analyzed for grain size distribution through the .002 millimeter particle size
and for Atterberg limits. If apparent changesin soil quality are observed during soil placement, a
one-point Proctor analysis shall be utilized to verify the applicability of previoudy analyzed
moisture-density curves.

SECTION 101. NR 516.07(2)(b) is amended to read:

NR 516.07(2)(b) Pre—qualification tests for geomembrane fusion and extrusion welding
machines shall be conducted by aminimum-ef-2 pre—qualification seams run per-day-per on each
welding machine by each seaming technician performing geomembrane welding with that
machine. At least one test shall be performed at the start of each work day;-with-tests for each
machine to be used and by each technician that will be using the machine. The test shall be

repeated at intervals of no greater than 5 hours and with additional test runs following work
mterruptrons weather changes, changes to machi ne Setti ngs! for temperature or speed or as

! lan: A portlon
of each pre—quallfrcatr on specr men shaII be tested in thefreld for acceptabletensrle strength. Test
results shall be collated for documentation along with notes on date, ambient temperature, the
technician and seaming machine used to make the seam, welding temperature, machine speed
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setting, and results of field tests. Testing of prequalification weld samples shall be conducted
using the requirements of par. (c)4. Acceptable test results shall meet the requirements of par.

(c)5.
SECTION 102. NR 516.07(2)(c)5 and (2m) are created to read:

NR 516.07(2)(c)5. Field and laboratory shear and pedl testing of geomembrane seam
samples shall include a minimum of 5 ped testsand 5 shear tests. Fusion welds shall be tested on
both sides of the air channel track. Acceptable test results shall be defined by a minimum of 4 of
the 5 samples for peel and shear testing meeting or exceeding minimum tensile strength and
elongation requirements and 5 of the 5 samples exhibiting acceptable weld separation behavior.

(2m) GEOSYNTHETIC CLAY LINERS AND SOIL BARRRIER LAYERS. Testing shall be performed
on the GCL and soil barrier layer. At aminimum, this testing shall include:

() Testing of the GCL materia delivered to the site shall include the following, unless
documentation is provided for testing performed by the GCL manufacturer prior to shipping
panels to the landfill:

1. Clay mass per unit area shall be tested at arate of one test per 40,000 ft* of GCL installed;
results shall be reported at 0% moisture content.

2. Grab and pesl tensile strength, expressed as machine direction and cross direction, shall be
tested using ASTM-4632-91 at arate of onetest per 100,000 ft* of GCL installed.

3. Index flux shall be tested using ASTM D-5887-04 at arate of one test per 100,000 ft? of
GCL installed.

4. Bentonite recovered from GCL sample shall be tested for free swell at arate of onetest
per 100,000 ft* of GCL installed.

(b) Testing of the soil barrier layer shall be conducted as follows:

1. Dry density and as—placed moisture content shall be determined on an approximate 100—
foot grid pattern for each one—foot thickness of soil placed. The grid pattern shall be offset on
each subsequent layer of tests. A minimum of 2 density and moisture content tests for each one—
foot thickness of soil placed shall be performed to fully define the degree of soil compaction
obtained in confined areas where equi pment movement is hindered or hand compactionis
necessary.

2. One moisture—density curve or line of optimums analysis shall be developed for every
5,000 cubic yards or less of soil placed and for each major soil type utilized. At least 5 points
shall be established on each curve. If aline of optimums analysisis performed, at least 2 curves
shall beincluded for each analysis. A representative sample for every 5,000 cubic yards or less
of soil placed shall be analyzed for grain size distribution through the .002 millimeter particle size
and for Atterberg limits. If apparent changesin soil quality are observed during soil placement, a
one-point Proctor analysis shall be utilized to verify the applicability of previousy analyzed
moisture-density curves.
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3. A minimum of one undisturbed sample for each acre or less for every one-foot thickness
of soil placement shall be retrieved and analyzed for Atterberg limits, grain size distribution
through the .002 millimeter particle size, moisture content and dry density.

SECTION 103. NR 516.08 is created to read:

NR 516.08 Expedited construction documentation approval. (1) APPLICABILITY. (&) If
requested by the owner or operator, this section appliesto all proposals for approval of
construction documentation, except those identified in par. (b), that would not result in a violation
of astatute or administrative rule, and would not require issuance of an exemption by the
department. Constructions to which this section applies include, but are not limited to the
following:

1. Featureslocated outside the limits of waste that do not provide primary or secondary
containment for leachate or landfill gas.

2. Weigh stations, buildings or roads located outside the limits of waste, including building
areas used to tip and inspect incoming waste loads.

3. Featuresthat are temporary and will be removed within 2 years, including intermediate
cover.

4. Leachate or gaswell installation, or leachate recirculation systems.

5. Replacement of damaged or nonfunctional features of gas extraction systems or leachate
head wells that do not involve significant changesin design, location or materials of construction.

6. Portions of thefinal capping system that would not result in a reduced amount of
financial assurance.

7. Except as provided under par. (b), other features determined by the department to pose
low potential risk of adverseimpacts on public health or the environment in the event of improper
construction or failure of the constructed feature.

(b) This section does not apply to approval of construction of any of the following:

1. Liners, leachate collection pipes within the landfill or any other component that would
require removal of waste to complete future reconstruction of the component.

2. Any component for which improper construction or failure of the component could result
in leachate being released outside the limits of waste fill, except that approval of construction
documentation for the repair of existing components may be submitted under this section.

3. Any portion of the final capping system that would result in a reduced amount of
financial assurance.

4. Any component or feature that would result in aviolation of the approved plan of
operation.
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(2) PROCEDURE. A construction documentation report is deemed approved if al of the
following occur:

(@) The owner or operator submits awritten proposal to the department which describes the
construction that has been completed. With the proposal, the owner or operator shall submit a
cover |etter that includes al of the following:

1. Identification of the applicable subdivision of sub. (1)(a) the construction falls under and
a statement requesting review of the construction documentation under the expedited process
outlined in this section.

2. A brief description of the proposal.

(b) Either the department does not object to the construction documentation within 30 days
after receipt of the notice under par. (a), or the department withdraws its objection to the
proposal. Natification by the department that it does not consider construction documentation
submitted under sub. (1)(a)7. to pose alow potential risk of adverse impacts on public health or
the environment in the event of improper construction or failure of the feature shall be considered
to be an objection, and therefore subject to the dispute resolution process of sub. (3).

(c) The department determines the proposal islow risk and the technical review time does
not exceed 6 hours.

(d) The appropriate review feeis paid in accordance with ch. NR 520, Table 3.
(e) All of the following also occur:

1. The construction was completed in a manner consistent with the approved plan of
operation, including all construction quality assurance measures.

2. Thesubmittal includes all construction documentation specified by the plan of operation
approval, including applicable rulesin chs. NR 500 and 516, and specifications provided in the
plan of operation report as approved by the department.

3. Theapplicant properly notified the department of the construction of any features for
which a construction inspection is specified by plan approval condition, and for any inspections
completed by the department, the appropriate construction inspection fee is paid in accordance
with ch. NR 520, Table 3.

(3) DISPUTE RESOLUTION. (@) If the department objects to an expedited construction
documentation approval under sub. (2), the following procedures apply:

1. Within 20 days after the department objects to the construction documentation, the owner
or operator may file arequest with the secretary of the department for a conference to discuss the
reasonabl eness of the department’s objection to the construction documentation.

2. The secretary may designate appropriate department personnel to confer with the owner
or operator regarding the reasonableness of the objection. The designated department personnel
shall include supervisory personnel who did not participate in the objection to the construction
documentation.
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3. Thedepartment personnel designated by the secretary shall make arrangements to confer
with the owner or operator at the earliest practical time. The department shall promptly notify the
owner or operator in writing whether or not the objection to the construction documentation will
be withdrawn.

() This section does not affect in any manner any other provision of law authorizing
administrative or judicial review of a department objection under this section.

SECTION 104. NR 518.05(4)(f) is amended to read:

NR 518.05(4)(f) The emission of any hazardous air contaminant exceeding the emission rate
for that contaminant listed intables+to-5-0f s-NR-445.04- ch. NR 445 or the total application
rate of volatile organic compounds to exceed the limitation contained in s. NR 419.07(4)(e).

SECTION 105. NR 520.04(6) (e) and (f) are repealed.
SECTION 106. NR 520.04(7) is created to read:

NR 520.04(7) COMPLIANCE INSPECTION FEES FOR EXEMPT NON-LANDFILL FACILITIES.
Compliance inspection fees as required under ss. NR 502.05(3)(k)8. and 502.07(2r)(g) shall be
paid to the department by the applicant in the amount specified in ch. NR 520 Table 2.

SECTION 107. NR 520.07(1m) is created to read:

NR 520.07(1m) ADJUSTMENTS. The owner shall prepare and submit to the department a new
cost estimate for closure and long-term care during the active life of the facility asfollows:

(a) Once every 10 years using current dollars, unless the costs are revised within the 10 year
period as required under par. (b); and

(b) Due to a change in site design or operation or both approved by the department in writing.

SECTION 108. NR 520.07(3) is amended to read:

NR 520.07(3) LONG-TERM CARE COSTS. At aminimum, long-term care costs shall include,
where applicable, land surface care; gas removal, treatment and monitoring; unsaturated zone
monitoring; leachate pumping, transportation, monitoring and treatment; groundwater monitoring
including sample collection and analysis; leachate collection line cleaning on an annual basis;
annual cost of electricity for maintaining the closed site; and a 10% contingency. For the purposes
of preparing the long-term care cost estimates, all monitoring requirements specified in the plan
of operation shall be assumed to apply over the entire long-term care period. Leachate quantity
and strength shall be assumed to remain constant over time and the calculation of |eachate
generation volumes shall be performed assuming that the wasteis at field capacity unless an
aternative method is approved by the department in writing. Only detailed performance data will
be considered when evaluating estimates for |eachate strengths and |eachate generation volumes.
L eachate treatment costs shall be based on those available from a municipal wastewater treatment
plant capable of accepting the |eachate in accordance with the applicable requirements of its
WPDES permit. The expected operating life of al pumps, manholes, blowers, extraction wells
and other engineering design features shall be specified in the plan of operation. As each of these
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features reach the end of their anticipated operating life, the cost of their replacement shall be
added to the estimate for the appropriate year of the long-term care proof period.

SECTION 109. NR 520.10 isrepealed and recreated to read:

NR 520.10 Adjustment of financial responsibility. The owner of afacility identified in
Table 1 as being required to establish proof of financial responsibility shall submit to the
department proof of the adjustment of the amounts of all bonds, letters of credit, escrow accounts,
trust accounts, insurance or other approved methods established for closure, long term care and
remedial actions under this chapter:

(1) Annually, to account for increases in cost estimates based on adjustments for inflation.
The annual proof mechanism adjustments shall be submitted to the department by December 31.

(2) Within 60 days after a new cost estimate submitted in accordance with s. NR 520.07 is
approved by the department

(3) For companies using the net worth test under s. NR 520.06(6), the updated net worth test
information as required under s. 289.41(4)(d), Stats., shall be submitted to the department within
90 days after the close of the company’s fiscd year.

(4) Where trust accounts, escrow accounts or deposits with the department have been
established to provide financial responsibility, revised proof of financial responsibility
calculations shall be performed in accordance with s. NR 520.08 and submitted to the department
by March 1 of the year succeeding the calendar year in which either:

(a) Waste acceptance rates have increased enough to lower the projected remaining
operational life of the landfill by one year or more.

(b) The weighted average annual rate of return of any trust or escrow account has fallen by
1% or more.

SECTION 110. NR 520.12 is amended to read:

NR 520.12 Authorization to release funds. (1) CLOSURE. When an owner or operator
has completed closure, the owner may apply to the department for release of the bond, insurance
or the letter of credit or return of the money held on deposit, in escrow, or in trust for closure of
the facility. The application shall be accompanied by an-itemized-list-of costs-Hheurred-and-a
report under the seal of a registered professiona engineer which documents that the facility has
been closed in accordance with the plan of operation approval and ch. NR 514, and summarizes
the actual closure costs incurred. Upon determination by the department that complete closure has
been accomplished, the department shall authorize in writing the release and return of all funds
accumulated in such accounts or give written permission for cancellation of the bond, insurance
or letter of credit. Determinations shall be made within 90 days of the application.
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(2) LONG-TERM CARE. One year after closure, and annually theresfter for the period of
owner responsibility, the owner who has carried out al necessary long-term care during the
preceding year may make application to the department for reimbursement from an escrow
account, trust account, deposit with the department, or other approved methods, or for reduction
of the bond, insurance or letter of credit equal to the estimated costs for long-term care for that
year. The application shall be accompanied by an-itemized-Hist-of-costs-Hredrred: a report under
the seal of a licensed professional engineer which documents the actual annual long term care
costs incurred. Upon determination that the expenditures incurred are in accordance with the
long-term care requirements anticipated in the approved plan of operation, the department may
authorize in writing the release of the funds or approve a reduction in the bond, insurance or |etter
of credit. Prior to authorizing a release of the funds or a reduction of the bond, insurance or |etter
of credit, the department shall determine that adequate funds exist to complete required long-term
care work for the remaining period of owner responsibility. Determinations shall be made within
90 days after the application. For facilities using escrow accounts, trust accounts or deposits with
the department, the department may authorize the release and return of up to 75% of the expected
cost of long-term care for the current year. Any funds remaining in an escrow account, trust
account, or on deposit with the department at the termination of the period of owner responsibility
shall be released to the owner.

(3) REMEDIAL ACTIONS. One year following the midpoint of the period of time that
implementation of aremedial action is expected to take, and annually thereafter for the period of
the remedial action, the owner who has carried out all required activities during the preceding
year may make application to the department for reimbursement from an escrow account, trust
account, deposit with the department, or other approved methods, or for reduction of the bond,
insurance or letter of credit equal to the estimated costs of remedial activities for that year. The
application shall be accompanied by an-temized-ist-ef-costsredrred: areport under the seal of a
licensed professiona engineer which documents the actual remedia activity costs incurred for
that year. Upon determination that the expenditures incurred are in accordance with the approved
remedial action requirements, the department may authorize in writing the release of the funds or
approve areduction in the bond, insurance or letter or credit. Prior to authorizing a release of the
funds or a reduction of the bond, insurance or letter of credit, the department shall determine that
adequate funds exist to complete the required remedial work over the remaining remedial action
period. Determinations shall be made within 90 days of the application. Any funds remaining in
an escrow account, trust account, or on deposit with the department upon the successful
completion of the approved remedia action shall be released to the owner.

SECTION 111. NR 520.14(3)(c)6.f. and (4) are repeal ed.



SECTION 112. Table 2 following NR 520.15(3) is repealed and recreated to read:

TABLE 2
Fee Schedule — All Facilities Except Landfills And Surface mpoundments

Initial Sit?& Plan I_Dl_an . Construction
Facility Type Constr uction Review M odlflcatl.on Documentation 'AnnuaJ
Inspection Fee®@ or Exemption Review F License Fee
Fees® ee Request eviewee
Beneficial Use $550 $550 $550 $550 N/A
Collection and Transportation N/A N/A N/A N/A $110
Each Additional Truck N/A N/A N/A N/A $33
Transfer Facility ©
Exempt (up to 50 tons/day) $550 N/A N/A N/A $165
Small (>50 to 100 tong/day) $550 $660 $330 $330 $165
Large (>100 tons/day) $550 $1,650 $550 $660 $550
Processing Facility ® $550 $3,300 $1,100 $1,100 $550
Storage Facility ©
Exempt (up to 50 tons/day) $550 N/A N/A N/A $550
Non-Exempt (>50 tons/day) $550 $1,650 $550 $660 $550
I ncineration Facility® $550 $7,700 $1,650 $1,100 $7,700
Air Curtain Destructor $550 $330 $330 $165 $165
W oodbur ning Facility $550 $165 $165 N/A $165
One-Time Disposal $550 $660 $660 N/A N/A
Municipal Waste Combustor
Small $550 $1,650 $550 $660 $660
Large (>10 tong/day) $550 $7,700 $1,650 $1,100 $7,700
L andspr eading Facility
Exempt $550 $660 $550 N/A N/A
Non-Exempt $550 $1,650 $550 N/A N/A
I nfectious Waste Transport N/A N/A N/A N/A $275
Each Additional Truck N/A N/A N/A N/A $22
| nfect. Waste Annual Report N/A N/A N/A N/A $55 ©
M edical Waste Reduction Plan N/A $660 © $550 N/A N/A

(1) Theinitia site inspection fee doublesto $1,100 if preliminary screening prior to field inspection indicates the possible presence of endangered
resources or sites of historica or archeological significance. This fee also appliesto each compliance inspection performed per s. NR 502.05(3)(k)8.

Or 502.07(2r)(qg).

(2) The plan review fees specified in Table 2 cover the department’ s review from initial submittal through approval or denial of the report or plan. An
applicant may withdraw and revise or supplement areport or plan prior to it being deemed complete and resubmit it without paying an additional
review fee. The applicant shall pay an additional plan review fee as specified in Table 2 for resubmittal of a plan which has been withdrawn after
having been determined to be complete, or for review of areport that has twice been declared incomplete.
(3) A plan modification, asreferred to in Table 2, is a submittal which proposes to modify a plan of operation or closure plan previously approved by

the department.

(4) The department shall waive the plan review fees and license fees for a processing facility or incinerator which has a primary purpose of converting
solid waste into usable materials, products or energy.
(5) Thisisanannud filing fee. A $25 late fee will be added for annual reports received after March 1 of the following calendar year.

(6) If the department requires amedical facility to submit its medical waste reduction plan under s. NR 526.22, the plan review fee shall also be

submitted.
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SECTION 113. Table 3 following NR 520.15(3) is repealed and recreated to read:

Table3
Fee Schedule — Landfills And Surface | mpoundments
Plan Review and I nspection Fees License Fees
Initial Site
I nspections,
- Pre._— Feas or Feas. Plan of Plan Construction Constr. Closure Closure .
Facility Initial Site Report Oper. Mod I nspections, Doc. Plan 0-12 & LTC Lic.
Type Report NR 512 NR @@ and NR NR514 | MONhS | peiog@ | Transfer
NR 509/510 503/514 ) 503/516"
Exemption
Requests® ©
Landfills
f‘msp‘gﬁrfg‘? $3,300 | $22,0009 | $7,700 | $1,650 1 $550 $1,100 | $5500 | $7,700® | $6,600 | $7,700
ments
Small
Construct.
& Demo. N/A N/A $1,100 $550 $550 $220 N/A | $1,650 2 N/A N/A
Waste
Landfills
Intermed.
Construct.
& Demo. N/A N/A $7,700 | $1,650 $550 $1,100 N/A | $3,850 "2 | $6,600 N/A
Waste
Landfills

(1) The plan review fees specified in Table 3 cover the department’ s review from initial submittal through approval or denia of the report or plan. An applicant may withdraw
and revise or supplement areport or plan prior to it being deemed complete and resubmit it without paying an additional review fee. The applicant shall pay an additional plan
review fee as specified in Table 3 for resubmittal of a plan which has been withdrawn after having been determined to be complete, or for review of areport that has twice
been declared incomplete.

(2) For aninitial site report submittal which includes more than one location, the applicant shall pay a separate fee, as shown in Table 3, for each location.

(3) A plan modification, asreferred to in Table 3, is a submittal which proposes to modify afeasibility report, plan of operation or closure plan previously approved by the
department. This fee also applies to a submittal which proposes to change the design management zone (DMZ) or requests recal cul ation of indicator preventive action limits
(PAL’s) as defined in ch. NR 140.

(4) These fees also apply to proposed Alternate Geotechnical Programs, Initial Site Construction Approval Requests, all submittals related to investigation or remediation of
environmental contamination, and all submittals requesting exemptions to the groundwater standards contained in ch. NR 140.

(5) This fee appliesto each initial site inspection performed by the Department and to each phase of construction to a maximum of 10 inspections. Theinitia site inspection
fee doubles to $1,100 if preliminary screening prior to field inspection indicates the possible presence of endangered resources or sites of historical or archeological
significance.

(6) These fees apply to exemptions requested per s. NR 500.08(4) and (5).

(7) These fees gpply to each facility construction documentation report submitted and to construction documentation reports for which a design capacity cannot be applied,
such as sedimentation basins or remedial actions.

(8) Thisfeeisaone-time payment only for the term of the licensee’ s long-term care responsibility.

(9) An additional $3,000 fee shall be paid for each requested exemption to the locational criteria specified in s. NR 504.04(3) ; for exemption requeststo s. NR 504.06(2)(b)
or (c); and if exemptions have been requested to ch. NR 140 groundwater standards.

(10) Submittals which propose to modify previously approved feasibility reports shall be assessed a fee of $5,000.

(11) Landfillsinitialy licensed before 1/1/05 that have atotal approved design capacity below 50,000 cubic yards shall pay an annual license fee of $1,650. Landfillsinitially
licensed before 1/1/05 that have atotal approved design capacity from 50,000 cubic yards to 500,000 cubic yards shall pay an annual license fee of $3,850.

(12) Operation ingpection fee.
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SECTION 114. NR 524.01 is amended to read:

NR 524.01 Purpose. The purpose of this chapter isto help ensure that efficient, nuisance-
free and environmentally acceptable solid waste management procedures are practiced in
Wisconsin by outlining the minimum requirements for the-trathing-and certification of persons
participating in or responsible for the operation of solid waste disposal facilities. This chapter is
adopted under ss. 289.06, 289.42 (1) and 227.11 (2), Stats.

SECTION 115. NR 524.03 is repea ed and recreated to read:

NR 524.03 Definitions. Thefollowing definitions, aswell as the definitionsins. NR
500.03, are applicable to terms used in this chapter unless the context requires otherwise.

(1) “Certified facility manager” means a person who holds a current solid waste facility
manager certificate issued under this chapter.

(2) “Certified Site operator” means a person who holds a current solid waste site operator’s
certificate issued under this chapter.

(3) “Hours of operation” means anytime when a solid waste disposal facility is open for
accepting waste or any of the following activities are occurring:

(d) Waste placement and compaction.

(b) Surface water and |leachate structure maintenance and repair, other than routine alarm
response and equipment restarting.

(c) Daily and intermediate cover placement.

(d) Design repairsin major phases that have received waste but have not completed final
closure.

(e) Accessroad construction within the site.

(f) Other activities that are determined by the department that are similar.

Note: Activities which do not congtitute hours of operation include pumping leachate, gas
extraction, environmental monitoring, new phase construction, remediation at a closed siteor in a
major phase that has received waste and has completed final closure, equipment maintenance,
access road maintenance to the site, and other activities determined by the department that are
similar.

SECTION 116. NR 524.05 (intro.) is amended to read:

NR 524.05 Municipal, mixed waste and intermediate size construction and
demolition disposal facilities. Beginning-Oectober-1,-1995the The owner or operator of a
solid waste disposal facility shall comply with one of the following:

SECTION 117. NR 524.05(1)(a) and (d) are amended to read:
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NR 524.05(1)(a) Submit to the department with the submittal of the annual licensing
application form, or if annua licensing is not required a submittal to the department by October 1
of each year, the name of at least one certified facility manager whoe-is-certified-under-the

. This person or persons shall be designated to
perform the duties requi red ins. NR 524 06 (2) for the facility.

(d) Submit to the department with the list of certified facility managers required in par. (a),

the name of any certified site operators eertified-uneder-the-appropriate- divistonris-NR 524.07
{3)and-who are designated to fulfill the requirementsin s. NR 524.06 (2) for the facility.

SECTION 118. NR 524.05(2)(a) is amended to read:

NR 524.05(2)(a) Submit to the department with the submittal of the annual licensing
application form the name of at least one certified facility manager whe-s-eertified-under-the

appropriate-divisiontisted-ins-NR-524.07(1). This person or persons shall be designated to
perform the dutiesin s. NR 524.06 (1) for the facility.

SECTION 119. NR 524.05(2)(e)1. and 2. are amended to read:

NR 524.05(2)(e)1. A certified facility manager is present at the Site to oversee operations a
minimum of twiee- once a week and more often as necessary to assure the facility isbeing
operated in a nuisance free and environmentally safe manner. A sign-inlog shall be kept at the
site attesting to the certified facility manager’ s twice-weekly presence and shall be made available
to the department upon request.

2. A site operator who istrained-n-accordance with-possesses the knowledges specified in s.
NR 524.07 {3)-(2) but need not be certified performs the dutiesin s. NR 524.06 (2) at all times
during the hours of operation other than when only waste delivery operations are occurring.

SECTION 120. NR 524.07 is repealed and recreated to read:

NR 524.07 Knowledge requirements. (1) Facility managers who wish to be certified
shall have knowledge of the following subjects:

(@) General landfill theory and design. Basic design concepts for liners, leachate collection
systems and capping and cover systems how these features protect groundwater, surface water
and air quality; the reasoning for the types of soilsthat need to be used, and the construction and
documentation requirements; the theory of active and passive gas systems;

(b) General landfill operations. Elements of a plan of operation, how the plan of operationis
implemented and modified, and how the plan of operation is enforced; handling and reporting of
special waste and out-of-state waste, daily filling sequence including slopes and grades, and at a
minimum how this affects wind blown litter, odor, dust, tracking mud onto public roads; surface
water control; site security and daily cover.

(c) General landfill maintenance. Regular maintenance of monitoring wells and leachate
collection systems, cleaning and repair of the surface water control system, maintenance of the
final cover system, and maintenance of the gas collection system.

(d) Monitoring and reporting requirements. Routine monitoring and reporting required by
the administrative codes concerning groundwater wells, leachate head wells, lysimeter and gas
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wells; reporting of spills and releases and other similar occurrences, annual reporting regrarding
waste volumes and types, out-of-state waste and the fees associated with them.

(e) Employees health and safety. Hazardous substances, confined space entry and trench
safety; health and safety plans and how the plans are developed for a particular site; precaution
during screening of specia wastes that cannot be brought into the facility and issues dealing with
fire and explosion from landfill gas.

(f) Employeetraining. How to develop, implement and document training and training
programsfor al personnel at the facility. At aminimum this shall include programs for all
persons using heavy machinery in or around the waste, scale operators, landfill maintenance
personnd and environmental monitoring personnel. Where appropriate and relevant to the
position, training programs shall include but not be limited to health and safety instructions,
waste identification and handling, and procedures for gaining approval to accept new waste
sources or types.

(g) Heavy equipment management. Handling and capabilities of landfill equipment and
basic maintenance of this equipment.

(2) Site operators who wish to be certified shall have knowledge at least in al of the subjects
in sub. (1) (@), (b), (c), (e) and (9).

(3) ADDITIONAL SUBJECTS FOR EXAMINATION. The department may require knowledge on
additional subjects as the technology and regulations of solid waste disposal facility operations
change.

SECTION 121. NR 524.08 is repeaed and recreated to read:

NR 524.08 Initial certification and examination. (1) TERMSOFINITIAL
CERTIFICATION. Aninitid certification shall terminate 2 years after issuance.

(2) INITIAL CERTIFICATION REQUIREMENTS. (a) Facility manager and site operator
certification requirements. In order to be designated as a certified facility manager or certified
site operator, an applicant shall meet all of the following requirements:

1. Achievement of a passing score on an examination under sub. (3).

2. Payment of theinitial certification fee specified in s. NR 520.04 (6).

(b) Additional requirements for facility managers. In addition to meeting the requirements
of par. (), in order to be designated as a certified facility manager, the applicant shall
satisfactorily demonstrate to the department that the applicant has at |east 2 years experience

operating or being directly responsible for the operation, design, regulation, construction or
administration of a solid waste facility.

(3) EXAMINATIONS. (@) Written examinations to determine the knowledge and proficiency of
those seeking certification as certified facility managers and certified site operators shall be
administered by the department or its designated agent.

(b) A score of 70% or higher shall be a passing score for the written examination.
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(c) Written examinations shall be conducted during business days at least 2 times annually at
alocation in the state determined by the department. Additional times and dates may be
scheduled by the department.

(d) Personswho have not applied at least 30 days prior to the examination date, or who fail
to pay the required fees, or fail to identify themselves on request at the examination site, are not
eigible to take the written examination.

(e) Examination fees are not refundable.
(f) Examination papers may not be returned to an applicant.
SECTION 122. NR 524.09 is repeaed and recreated to read:

NR 524.09 Recertification. (1) TERM OF RECERTIFICATION. Recertification for certified
facility managers and operators shall terminate 2 years after issuance.

(2) RECERTIFICATION AS A CERTIFIED FACILITY MANAGER. Inorder to be recertified asa
certified facility manager, a certified facility manager shall submit an application requesting
recertification along with the fee specified in s. NR 520.04(6)(c). The application shall be
accompanied by a statement signed by a certified manager or the landfill owner indicating that
within the previous 2 years, the applicant has completed 8 hours of continuing education on solid
or hazardous waste management related subjects.

(3) RECERTIFICATION AS A CERTIFIED SITE OPERATOR. In order to be recertified as a certified
site operator, a certified site operator shall submit an application requesting recertification along
with the fee specified in s. NR 520.04 (6) (d). The application shall be accompanied by a
statement signed by a certified manager or the landfill owner indicating that within the previous 2
years, the applicant has completed 4 hours of continuing education on solid or hazardous waste
management related subjects.

SECTION 123. NR 524.10 is repea ed and recreated to read:

NR 524.10 Interim status. (1) If the designated certified facility manager becomes unable
to perform the duties under s. NR 524.06(1), the facility owner or operator shall immediately
notify the department and either suspend operations at the facility, or take any of the following
actions,

(a) Designate another person having the required certification under this chapter as the
certified facility manager asrequired in s. NR 524.05(1)(a) or (2)(a).

(b) Request the approval of the department of an interim facility manager having a site
operator certification.

(c) Reqguest the approval of the department of an interim facility manager having an operator
certification from another state.

(d) Reguest the approval of the department of an interim facility manager who has at |east 2

years of experience operating or being directly responsible for operation, design, regulation,
construction or administration of a solid waste facility.
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(2) In the event that afacility owner or operator does not have a designated certified site
operator who is available to perform the duties under s. NR 524.06 (2), the facility owner or
operator may request the approval of the department of an interim site operator who has at |east
one year of experience operating, or directly responsible for operation of a solid waste facility or
in earth work construction.

(3) Aninterim facility manager or interim site operator may be used as a replacement for a
person already designated as a certified facility manager or site operator under s. NR 524.05 only
under the following conditions:

(@) The owner or operator shall designate a person as an interim facility manager or interim
site operator only once and for a maximum term of one year.

(b) The owner or operator may not request successive approvalsfor interim facility managers
or interim site operators for a solid waste disposal facility.

(c) Personswho have had a certification under this chapter suspended or revoked within the
previous 2 years may not be an interim facility manager or interim site operator.

(d) The owner or operator may designate an interim facility manager or interim site operator
only as atemporary replacement for an existing designated certified facility manager or
designated certified site operator under s. NR 524.05.

(e) The owner or operator pays the proper certification fee specified in s. NR 520.04(6) (Q)
or (h).

SECTION 124. NR 524.11 (intro.) is amended to read:

NR 524.11 Reciprocity. (intro.) There may be no reci procity for certifications received
from other stat& except that the department may grant for a maximum term thatdeeeﬁetexteﬁd
A y est-of one year
for an |nter|m facmty manager or interim site operator certlflcatlon to aperson who is certified in
solid waste disposal facility operationsin other states. To obtain approva as an interim facility
manager or interim site operator, a person shall meet the requirements of ss. NR 524.10(3)(b), (c)
and (d) and submit to the department and obtain approval of the following:

SECTION 125. NR 524.12 is repealed and recreated to read:

NR 524.12 Fees. (1) Feesfor examination, initia certification, recertification and interim
status approvals shall be as specified in s. NR 520.04(6).

(2) The appropriate fee shall accompany the completed application.

(3) A late processing fee specified in s. NR 520.04(6)(i) in addition to the fee under s. NR
520.04(6)(c) or (d) shall be paid by persons seeking recertification if their certification has
expired for less than 6 months. If the certification has expired for more than 6 months, a person
seeking certification shall apply for initial certification under s. NR 524.08.

SECTION 126. NR 524.14(1)(b) is amended to read:

_l\tR 524.14(1_)(b) Demonstrated incompetence to operate-the-type-ef-a facilityfer-which-the

’
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SECTION 127. NR 526.02(8) is created to read:

NR 526.02(8) Any requirement of subch. Il which deals with transportation of infectious
waste does not apply to a person who is subject to afederal standard for the same activity
established by the United States department of transportation in 49 CFR Parts 171, 172, 173, 177
and 178.

SECTION 128. NR 526.04(9) and (10) and (Note) are created to read:

NR 526.04(9) BLOOD COLLECTION VEHICLE EXEMPTIONS. Persons, including but not
limited to the American Red Cross, who are transporting whole blood or blood components from
temporary locations where blood is collected back to the collector’ s permanent location are
exempt from the requirements of this chapter except the requirements under ss. NR 526.06 to
526.08, 526.09(4), 526.10(3) and 526.13.

(10) MASS VACCINATION WASTE EXEMPTIONS.  Persons who are transporting infectious
waste from emergency mass vaccinations, including but not limited to smallpox and excluding
routine vaccinations, are exempt from the requirements of this chapter except the requirements
under ss. NR 526.06 to 526.08, 526.09(4), 526.10(3), 526.11, 526.12(4), 526.13 and 526.14(1)(a).
Persons transporting waste from emergency mass vaccinations may be required to file annua
reports under s. NR 526.15.

Note: USDOT requirements may apply to hazardous material s transported by researchers,
emergency response personnel and blood collection vehicles. For more information, contact the
USDOT helpline at 1-800-467-4922.

SECTION 129. NR 526.05(1)(c) (Note) is crested to read:

Note: A tooth containing mercury amalgam may be both an infectious waste and a hazardous
waste. Sees. NR 526.11(2)(f) for how to manage teeth containing mercury amalgam.

SECTION 130. NR 526.07(2)(c) is amended to read:

NR 526.07(2)(c) Any bag containing infectious waste shall be placed in arigid container,
including but not limited to a corrugated cardboard container, a covered reusable container or a
covered cart. Therigid container shall be labeled with avisible bio-hazard emblem and the word
“bio-hazard”. Bulk containers shall be small enough to be handled by a single person.

SECTION 131. NR 526.10(2)(a) is amended to read:
NR 526.10(2)(a) Persons transporting infectious waste only on private roads on the same

property where the infectious waste was generated and using vehicles or covered carts owned or
leased by the infectious waste generator.

SECTION 132. NR 526.10(2)(am) and (3)(d)3. are created to read:

NR 526.10(2)(am) Persons transporting infectious waste only on private roads between the
property where the infectious waste was generated and a contiguous property, and using vehicles

72



or covered carts owned or leased by either the infectious waste generator and the owner of the
contiguous property.

(3)(d)3. Facilities licensed or exempt by another state to store, incinerate or treat infectious
waste.

SECTION 133. NR 526.10(3)(d)2.(Note) is amended to read:

Note: Other transportation regulations, such as federal-department-of-transpertation- USDOT
standards, may also apply. For more information, contact USDOT helpline at 1-800-467-4922.

SECTION 134. NR 526.11(2)(a)(Intro.) is amended to read:

NR 526.11(2)(a) Human tissue. Human tissue, except teeth containing mercury amalgam
treated according to par. (f), shall be treated by any of the following methods:

SECTION 135. NR 526.11(2)(f) and (note) are created to read:

NR 526.11(2)(f) Teeth containing mercury amalgam. Infectious waste generators shall
disinfect atooth containing mercury amalgam using procedures allowed under s. NR
526.11(1)(c), except bleach, which leaches mercury, and shall manage the disinfected tooth in
one of the following ways:

1. Recycle the disinfected tooth containing mercury amalgam with other mercury-containing
wastes.

2. Dispose of the disinfected tooth containing mercury amalgam as a hazardous waste.

3. Remove the mercury amalgam from the disinfected tooth and either recycle the mercury
amalgam or dispose of the mercury amalgam as a hazardous waste. The disinfected tooth may be
discarded as solid waste.

Note: Seethe American Dental Association’s website at www.ada.org for recommended
procedures for disinfecting teeth containing mercury amalgam.

SECTION 136. NR 526.12(1)(c), (4)(c)4., (4)(c)5., (4)(d)(Intro.) and (4)(d)2. are amended to
read:

NR 526.12(1)(c) Submit the plan of operation to the department for approval, according to
the requirementsin s. NR 500.05. Upon receipt of the plan of operatlon the department shall
send an invoice for the plan review fee for solid waste processing facilities-and-the-additional-fee

for-processing facilities which-treat-infectious waste, as specified in s. NR 520.04, Table 2.

(4 (c)4. Approximate amount of waste treated by weight, unless this information has already
been recorded on an infectious waste manifest.or USDOT shipping paper.

(4)(c)5. Generator of waste treated, if other than the owner or operator of the treatment
facility, unless the waste is accompanied by an infectious waste manifest.or USDOT shipping

paper.
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(4)(d) Using manifests.(intro.) When Unless USDOT regulations apply, when treating
infectious waste which is accompanied by an infectious waste manifest, the operator of an
infectious waste treatment facility shall certify that the infectious waste has been treated
accordingtos. NR 526.11 by doing all of the following:

(4)(d)2. The operator shall send a copy of the signed infectious waste manifest form along
with the treated infectious waste to the solid waste disposal facility where the waste is disposed.
The department may approve alternative procedures for verifying-certifying that waste has
undergone infectious waste treatment before being disposed.

SECTION 137. NR 526.13 is amended to read:

NR 526.13 Disposal. No person may dispose of infectious waste in a solid waste disposal
facility unless the infectious waste has undergone infectious waste treatment and is otherwise
managed according to s. NR 526.11. Infectious waste generators shall ensure that infectious
waste generated by them has undergone infectious waste treatment before disposal.

SECTION 138. NR 526.14(1)(a) and(b) and(Note) and (4) are amended to read:

NR 526.14 Recordsand infectious waste manifests. (1) ACTIVITIES. (&) Records.
Except as provided in sub. (2), al infectious waste generators shall keep records of the amount of
infectious waste sent off-site for treatment._Records shall include all the information listed under
sub. (3) and retained as provided in sub. (4). Records may consist of any of the following:
originals or copies of infectious waste manifests, USDOT shipping papers, invoices or records
received from the infectious waste treatment facility, Iogs or other written documentation of the

USDOT Shl ppi nq papers are used as records infectious waste qenerators shaII keep separate

records of information reguired under sub. (3) which is not written on their USDOT shipping
papers.

(D(b) Manifests. ExeeptWhen USDOT regulations apply, the generator shall use a USDOT
shipping paper instead of an infectious waste manifest prepared in accordance with this
paragraph. Unless USDQOT regulations apply or as provided in sub. (2), no person may store,
transfer, transport or treat infectious waste beyond the property where the waste was generated
unless the waste is accompanied by an infectious waste manifest. The infectious waste manifest
may either be a Wisconsin infectious waste manifest form supplied by the department or an
alternative manifest form which includes all the information required in sub. (3). After an
infectious waste manifest has been initiated, all persons who store, transfer, transport or treat the
waste shall sign the infectious waste manifest form, even if the infectious waste generator is
exempt from manifesting under s. NR 526.14 (2), and shall deliver the infectious waste manifest
form to the next person who handles the waste. The infectious waste transporter shall leave a
copy of the manifest with the infectious waste generator at the time that the waste is removed
from the generator’ s facility.

(D(b)Note: Wisconsin infectious waste manifest forms (DNR form 4400-176) may be
obtained from the department of natural resources by writing to-BNR-ferms 2421 Darwin-Read
Wisconsin Department of Natural Resources, Waste Management Program, P. O. Box 7921,
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Madison, Wisconsin, 5370453707-7921 or by calling 608-266-2111. H-is-hetpessibleto-order
forms by telephone.

Note: For more information about USDOT regulations contact USDOT helpline at 1-800-
467-4922.

(4) RETENTION. Infectious waste manifests and retated records documenting the information
reguired under sub. (3) shall be retained as follows:

(a) The infectious waste generator shall retain the eriginial copy of the infectious waste
manifest received when the waste was removed from the generator’ sfacility and the eertification
of-nfectiouswaste- treatment-records that certify their infectious waste was treated, as required in
s. NR 526.12(4)(d)3. The infectious waste generator shall retain these records for at least 3 years
after the waste has been treated and provide the department copies of manifests and the records
documenting the information required in sub. (3) upon request. If the 3-year period expires
during an unresolved enforcement action, the period is automatically extended until resolution of
the pending enforcement action.

(b) Each licensed infectious waste transporter and each owner or operator of a storage or
transfer facility, combustor, incinerator or infectious waste treatment facility which handles or
disinfects infectious waste shall retain a copy of each manifest, certification of infectious waste
treatment according to s. NR 526.11 and records documenting the information required in sub. (3)
for at least 3 years after delivering the waste to the next destination and shall provide the
department copies of the-manifeststhese documents upon request. |If the 3-year period expires
during an unresolved enforcement action, the period is automatically extended until resolution of
the pending enforcement action.

(c) The owner or operator of a solid waste disposal facility which receives treated infectious
waste shall retain a copy of the infectious waste manifest and certification of infectious waste
treatment under s. NR 526.12(4)(d)2. for at least 3 years after disposal of the waste and shall
provide the department copies of thetnanifest these documents upon request. |If the 3-year period
expires during an unresolved enforcement action, the period is automatically extended until
resolution of the pending enforcement action.

SECTION 139. NR 526.15 is repealed and recreated to read:

NR 526.15 Infectiouswaste annual reports. An infectious waste generator which is either
required to use manifests under s. NR 526.14 or to submit progress reports on medical waste
reduction under s. NR 526.21 shall submit an annual report to the department on a form supplied
by the department and the annual filing fee for the infectious waste annual report, as specified in
s. NR 520.04, Table 2.

(1) GROUPS OF GENERATORS. Infectious waste generators who manifest infectious waste as a
group may choose to submit a single annual report on behalf of the group and which is signed by
arepresentative of each generator in the group. Except as required under s. NR 526.21 (1), the
annua report shall be submitted by March 1 for activities performed during the preceding
calendar year. The annual report shall contain the information on the department’ s form and shall
be signed by the administrator or chief executive officer of the infectious waste generator.

(2) GENERATORS OF MASS VACCINATION WASTE. This subsection applies to persons
generating infectious waste during emergency mass vaccinations, including but not limited to
smallpox and excluding routine vaccinations. These generators are required to file an annual
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report only if they would file had the mass vaccination event not occurred. Their annual report
shall include the amount of the infectious waste generated at the mass vaccination clinic(s).
Conversdly, if generators of infectious waste from emergency mass vaccinations are exempt from
filing annual reports based on how much infectious waste they normally generate, they do not
need to file the annual report or report the amount of their mass vaccination waste.

SECTION 140. NR 526.18(2) and (Note) are amended to read:

NR 526.18(2) WASTE TYPES. The waste audit shall identify the types of waste that are
generated within each source area. It is not necessary to determine how much of each waste type
is generated in each source area. The waste types are: medical waste, including infectious waste
items|listed in s. NR 526.05 and items which are either being mixed with infectious waste or
handled as infectious waste; hazardous waste, including but not limited to hazardous
chemotherapy waste; radioactive waste; nen-hazardeustrace chemotherapy waste; recyclable
materials; wastes which may have to be managed separately because they are any combination of
infectious, hazardous or radioactive waste; and other solid waste.

Note: Hazardeus Infectious waste which is also Hrfectiouswaste-is-hazardous may also be
regulated by the department under hazardous waste rules. See chs. NR 600 to 685 and s. NR
526.11(2)(f). RadieactiveInfectious waste which is aso infectiousradioactive is regulated by the
department of health and family services under ch. HFS 157 and the federal government under
Title 10 CFR until no longer regulated as radioactive material, as provided in s. NR 526.02(6).

SECTION 141. NR 526.21(1)(c)2. is amended to read:

NR 526.21(1)(c)2. For clinics, except free-standing dialysis clinics, in pounds per day per
treatment area, according to the following formula, unless the department approves an aternative
formulain writing:

(Pounds/day)/area =  (total pounds of medical waste generated in the year)/365 days
(number of treatment areas).

SECTION 142. NR 526.21(1)(c)3. is created to read:

NR 526.21(1)(c)3. For free-standing dialysis clinics, in pounds per dialysis treatment,
according to the following formula, unless the department approves an alternative formulain
writing:

Pounds/(dialysis reatment) = (total pounds of medical waste generated in the year)

(total number of dialysis treatmentsin same year).

SECTION 143. Chapter NR 536 is repealed.
SECTION 144. NR 538.02(Note) is amended to read:

NR 538.02 Note: The landspreading of wastewater treatment sludges is regulated under chs.
NR 206 and 214. The landspreading of solid wastesis regulated under ch. NR 518. Other state
and local laws and codes, however, may apply to the beneficial use of industrial byproducts
regulated under this chapter.
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SECTION 145. NR 538.03(2), (3), (4), (5), and (6) are renumbered NR 538.03(4), (6), (7), (8),
and (9) and NR 538.03 (4) and (6) as renumbered are amended to read:

NR 538.03(4) “Industria byproduct” means papermill sludge, ash from energy recovery
including coal ash eluding and slag, material captured in flue gas desulfurization systems,
ferrous and steel foundry excess system sand-feundry and slag, lime kiln dust or other non-
hazardous solid waste with similar characteristics as determined by the department.

(6) “Residential area” means propertiesthat are zoned as residential, are in areas planned for
res dentlal Zoning under amaster pIan approved or adopted by a Iocal munld paI authorlty, or

mﬂdenee an areaW|th|n 200 feet of ahuman resi dence

SECTION 146. NR 538.03(2), (3), (5) and (10) are created to read:

NR 538.03(2) “ Confined geotechnical fill” means afill that is covered by an impervious
surface such as concrete or asphalt.

(3) “Flue gas desulfurization” means the material recovered from air pollution control
systems that capture sulfur dioxide emissions from energy recovery facilities.

(5) “Limekiln dust” means the material recovered for air pollution control systems that
capture emissions from lime kilns.

(10) “Unconfined geotechnical fill” means afill that is covered by native soils.

SECTION 147. NR 538.04(2) is amended to read:

NR 538.04(2) A significant-adverse-impact-on-critical-habitat-areastake of an endangered or
threatened species under s. 29.604, Stats.

SECTION 148. NR 538.06(3)(c) is amended to read:

NR 538.06(3)(c) All industrial byproducts which are characterized to determine eligibility
for category 1 to 4 under s. NR 538.08 (1) to (4) shall be analyzed using the most recent revision
of the ASTM B3987D3987-85 water leach test.

SECTION 149. NR 538.06(3) Notes are repealed and recreated to read:

NR 538.06(3)Note: Copies of EPA SW-846 test methods are available at no cost at
www.epa.gov/epaoswer/hazwaste/test/main.htm. Copies of the test methods are available for
inspection at the offices of the department of natural resources, the secretary of state and the
revisor of statutes. Copies may be obtained from the superintendent of documents, U.S.
government printing office, P.O. Box 371954, Pittsburgh, PA 15250-7954, (866) 512-1800,
www.gpoaccess.gov. Copies may also be obtained from the national technical information
service, U.S. department of commerce, 5285 Port Royal Road, Springfield, VA 22161, (800) 553-
6847, www.ntis.gov.

Note: ASTM-D3987-85 isthe American society for testing and materials “ Test Method for
Shake Extraction of Solid Wastes with Water.” Copies of the ASTM standard may be obtained
from ASTM International, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959, (610)
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832-9585, www.astm.org. Copies of the standard are available for inspection at the offices of the
department of natural resources, the secretary of state and the revisor of statutes.

SECTION 150. NR 538.08(7) is amended to read:

NR 538.08(7) CASE SPECIFIC. The department may review the characterization results for an
industrial byproduct in response to a request from the generator of the industrial byproduct not
defined in s. NR 538.03(4) and assign a category or categories for that material, or conditionally
approve a beneficia use that does not meet the beneficia uses or standards specified in this
chapter, on a case specific basis. The department may require additional information prior to a
case specific approval. Any exemption or approval granted under this subsection shall be in
accordance with the applicable requirements of s. 289.43 (4), (7) and (8), Stats.

SECTION 151. NR 538.10(5)(a), (b), (c), (d) and (f) are amended to read:

NR 538.10(5)(a) Base course, subbase or subgrade fill for the construction of commercial,
mdustrlal or non- res:dentlal |nst|tut|onal bUI|dI ngs. Ihmﬂdustﬁal—bypredeetsshal-l—beﬁtaeed
Hdings: ThisThe
placement of the mdustnal bvproduct may not extend 4 feet bevond the concrete slab or the
frostwalls of the building. Placement of the concrete floor or frostwalls shall be completed as
soon as practical after placement of thefill material. Any areawhere industrial byproducts are
not directly beneath the building shall be soped to prevent ponding of water, covered with 2 feet
of native soil including topsoil and seeded as soon after placement asis practical. The use of
industrial byproducts in the construction of residential buildingsis specifically prohibited.

(b) Base course, subbase or subgrade fill for the construction of a portland cement concrete
or asphaltic concrete paved lot. The placement of the industrial byproduct may not extend more
than 4 feet beyond the paved area. Placement of the pavement shall be completed as soon as
practical after placement of the fill material. Any areawhere industrial byproducts are not directly
beneath the pavement structure shall be sloped to prevent ponding of water, covered with 2 feet
of native soil including topsoil and seeded as soon after placement asis practical. Thefill may not
exceed 3000 cubic yards per half acre of the project area. The depth of fill may not exceed 4 feet
below the natural ground surface. Prior written notification in accordance with s. NR 538.14 (4)
and written concurrence by the department are needed for fills that do not meet the criteriain this
subsection. Concurrence by the department will be based on specific site conditions and good
engineering practice. If the department does not respond to the notification within 10 business
days, concurrence is considered to be granted. The use of industrial byproducts as paved lot
subbase fill is prohibited in residential areas.

(c) Base course, subbase or subgrade fill for the construction of a paved federal, state or
municipal roadway. Industrial byproducts placed as part of construction of the paved federa,
state or municipal roadway may not extend beyond the subgrade shoulder point and the depth of
thefill may not exceed 4 feet. Any areawhere industria byproducts are not directly beneath the
pavement structure shall be sloped to prevent ponding of water, covered with base course or
native soil including topsoil and seeded as soon as practical after placement of the industrial
byproduct. Placement of the pavement structure shall be completed as soon as practical after
placement of thefill material. The use of industrial byproducts as paved roadway subbase or base
fill is prohibited in residential areas, unless used in aroadway designed with arural type cross-
section.
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(d) Utility trench backfill. Theindustrial byproducts placed as part of backfill of atrench
constructed for the placement of sanitary or storm sewer, non-potable water line, gas main,
telecommunications, electrical or other utility lines shall be beneath a paved roadway, parking lot
or other portland cement concrete or asphaltic concrete paved structure. The industrial
byproducts may not extend more than 6 4 feet beyond the pavement structure. Any area where
industrial byproducts are not directly beneath the pavement structure shall be sloped to prevent
ponding of water, topsoiled and seeded as soon as practical after placement of the industrial
byproduct.

() Abandonment of tanks, vaults or tunnels that will provide total encapsulation of the
industrial byproduct. This use does not include the placement of an industrial byproduct in a
location where environmental pollution has been identified unlessit is specified in a plan
approval by the department.

SECTION 152. NR 538.10(5)(h) and (i) are created to read:

NR 538.10(5)(h) Soil and pavement stabilization. Industrial byproducts used as soil and
pavement base stabilization for structural improvements listed in pars. (a) to (c) shall be used in
accordance with ASTM C618-03, or the Wisconsin department of transportation specifications
for highway and structure construction, or other good engineering practices acceptable to the
department.

Note: ASTM C618-03 is the American society for testing and materials “ Specification for
Coa Fly Ash and Raw or Calcined Natural Pozzolan for Use in Concrete.” Copies of this test
procedure can be obtained from ASTM International, 100 Barr Harbor Drive, West
Conshohocken, PA 19428-2959, (610) 832-9585, www.astm.org. Copies of the standard are also
available for inspection at the offices of the department of natural resources, the secretary of state
and the revisor of statutes.

(i) Controlled low strength material (flowablefill). Industrial byproducts incorporated into
controlled low strength material for structural improvements listed in s. NR 538.10(5) (a), (d), (e),
and (). shall be used in accordance with ACI 229R-99 or the Wisconsin department of
transportation specifications for highway and structure construction, or other good engineering
practices acceptable to the department.

Note: ACI 229R-99 is the American Concrete Institute report “Controlled Low Strength
Materials.” Copies of thisreport can be obtained from the American Concrete Institute, P.O. Box
9094, Farmington Hills, M1 48333, (248) 848-3800, www.concrete.org. Copies of thisreport are
also available for inspection at the offices of the Department of Natural Resources, Bureau of
Waste Management, 101 S. Webster Street, P.O. Box 7921, Madison, Wisconsin 53707-7921.
Copies are available for inspection at the offices of the revisor of statutes and the secretary of
State.

SECTION 153. NR 538.10(6)(b)6. Note is amended to read:

Note: ASTM-D4318-95 isthe American society for testing and materials “ Test Method for
Liquid Limit, Plastic Limit and Plastrcrty Index for Sorls” Copies of this test procedure can be
obtained from the-America Al 2! 9 r
mm@m&mnwmm%@@@% AST M Internatronal 100 Barr Harbor
Drive, West Conshohocken, PA 19428-2959, (610) 832-9585, www.astm.org. Copies of these
test-methedsthe standard are also available for inspection at the offices of the department_of
natural resources, the secretary of state and the revisor of statutes.
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SECTION 154. NR 538.10(6)(d)4. Note is amended to read:

Note: ASTM-D698-91 isthe American society for testing and materials “ Test Method for
Laboratory Compaction Characteristics of Soil Usr ng Standard Effort.” Coples of thistest
procedure can be obtar ned from the- Americal ~ ' )

100 Barr Harbor Drive, West Conshohocken PA 19428 2959, (610) 832-9585, www.astm. orq
Copies of thesetest-methods the standard are also available for inspection at the offices of the
department of natural resources, the secretary of state and the revisor of statutes.

SECTION 155. NR 538.10(7)(b), (8), (9), and (10) are amended to read:

NR 538.10(7)(b) The embankment shall be covered on the top and sidewalls by 2 feet of
recompacted clay compacted to a minimum of 95% standard dry Proctor density at a moisture
content wet of optimum, based on the characteristics of the appropriate Proctor curve for the clay
being placed. The sidewalls and top cover shall be aminimum of 2 feet thick. Nolineris
required.

f|II materral for sight, sound and sructural berms reclamatron of nonmetallrc mines, publrc

recreational trails, construction of sporting venues, limited use parking areas, access lanes, utility
trenches or other beneficial uses demonstrated to be acceptable by the department. Any area
whereindustrial byproducts are beneficially used as unconfined geotechnical fill shall be doped
to prevent ponding of water, covered with 2 feet of native soils including topsoil, or other cover
approved by the department, and seeded as soon as practical after placement of the industrial
byproducts. Prior written notification in accordance with s. NR 538.14 (4) and concurrence by the
department are needed for all unconfined geotechnical fills. Concurrence by the department will
be based on specific site conditions and good engineering practice. If the department does not
respond to the notification within 10 business days, concurrence is considered to be granted. The
beneficial use of industrial byproducts as an unconfined geotechnical fill is prohibited in
residential areas.

(9) Unbonded surface course material used in accordance with the criteria of this subsection.
Thisincludes the use of industrial byproducts as a surface course material in unpaved driveways,
parking areas and recreation or exercise trails. Industrial byproducts used as surface course shall
conform to the requirements of s-304-2, Wisconsin department of transportation standard
specifications for read-highway and bridge structure construction applicable to base materials,
and may be placed at a cumulative thickness of 3 6 inches or less and in areas separated by at
least a 25 foot vegetated buffer to anavigable surface water. The use of industrial byproducts as
unbonded surface course is prohibited in residential areas. If more than 26,000 1000 cubic yards
of industrial byproducts or more than 6 inches are to be used in an individual surface course
application, prior written notification in accordance with s. NR 538.14 (4) and concurrence by the
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department are needed. If the department does not respond to the notification within 10 business
days, concurrenceis considered to be granted.

(10) Bonded surface course material used in accordance with the criteria of this subsection.
This use includes placement of industrial byproducts as a bonded surface course material such as
seal coatsin roads, driveways, parking areas and recreational or exercise trails. Industrial
byproducts used as a bonded surface course shall conform to the Fequl-tementset—s—491
Wisconsin department of transportatl on standard specifications for Fead ighway and bridge
structure construction; ; eed ver-an-asphaltic
mastie applicable to asphaltic pavements Within 48 hours of appllcatl on of the |ndustr|a|
byproduct, the surface shall be rolled to thoroughly embed these materials into the asphaltic
mastic. If more than 10,000 cubic yards of industrial byproducts are to be used in an individual
bonded surface course application, prior written notification in accordance with s. NR 538.14 (4)
and concurrence by the department are needed. If the department does not respond to the
notification within 10 business days, concurrence is considered to be granted.

SECTION 156. NR 538.10(11), (12) and (Note) are renumbered to NR 538.10 (12) and (13) and
amended to read:

tndustﬂal—bypreduetsasedasdeeeratwestene appl |cat| ons usi nq |ndustn aI bvproducts shaII

conform to the-w
and-304-2.4; Wlsconsm department of transportatl on standard speC|f|cat|ons for read hi ghway and
bridge structure construction applicable to base aggregates.

(13) Sold Winter weather road abrasive on roadways with arural cross-section, including
areas with incidental sections of curb and gutter. The winter road abrasives using industrial
byproducts, wholly or as part of a mixture of abrasives, shall meet Wisconsin department of
transportatlon gradat| on and appllcatl on rate recommendatlonsfor wmter highway mai ntenance

g#adatten#eeemmendatrenscontal ned in the state hlghway mai ntenance manual—pel+ey%2%9
effective date January-1,-1991.

Note: Copies of Wisconsin department of transportation specifications for read highway and
bridge structure construction, and state highway maintenance manual;-peliey-32-30 can be
obtained from the department of natural resources, bureau of waste management, 101 South
Webster Street, Natural Resources Building, P.O. Box 7921, Madison, Wisconsin 53707-7921.
Copies are also available for inspection at the offices of the revisor of statutes and the secretary of
state.

Note: Under s. 30.12(4), Stats., highway and bridge projects affecting the waters of the state
that are carried out under the direction and supervision of the department of transportation are
exempt from department permit or approval requirements if accomplished in accordance with
interdepartmental liaison procedures established by the department of natural resources and the
department of transportation.

SECTION 157. NR 538.10(11) is created to read:
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NR 538.10(11) Bonded surface course material used in accordance with the criteria of this
subsection. This use includes placement of industrial byproducts as a bonded surface course
material such as seal coatsin paved federal, state or municipal roadways specified ins. NR
538.10(5)(c). Industrial byproducts used as a bonded surface course shall conform to the
Wisconsin department of transportation standard specifications for highway and structure
construction applicable to asphaltic pavements. Within 48 hours of application of the industria
byproduct, the surface shall be rolled to thoroughly embed these materials into the asphaltic
mastic. If more than 10,000 cubic yards of industrial byproducts are to be used in an individual
bonded surface course application, prior written notification in accordance with s. NR 538.14 (4)
and concurrence by the department are needed. If the department does not respond to the
notification within 10 business days, concurrence is considered to be granted. The use of
industrial byproducts as seal coatsis prohibited in residential areas, unless used in aroadway
designed with arurd type cross- section.

SECTION 158. NR 538.12(2)(b) is amended to read:

NR 538.12(2)(b) Materials that are not category 1 industria byproducts and that are utilized
for any of the uses under s. NR 538.10(5) to (13) may not be placed below the water table, into
permanent standing water or areas that need to be dewatered prior to placement. For those
beneficial useslisted in ss. NR 538.10(5)(a) and (b) that exceed 5000 cubic yards, there shall be a
minimum separation distance 5 feet between the industrial byproducts and the groundwater table
at the time the material is placed. Prior written notification in accordance with s. NR 538.14(4)
and concurrence by the department are needed for separation distances less than 5 feet.
Concurrence by the department will be based on specific site conditions and good engineering
practice. If the department does not respond to the notification within 10 business days,
concurrence is considered to be granted.

SECTION 159. NR 538.12(2)(d) is repea ed.
SECTION 160. NR 538.12(2)(br) and (8) are created to read:

NR 538.12(2)(br) Materiasthat are not category 1 industrial byproducts and used for the
beneficial useslistedins. NR 538.10(5)(a) and (b) and exceed 5000 cubic yards shall be placed
no closer than 200 feet from a private or public water well without the written consent of the
property owners located within this separation distance. A consent form shall be provided by the
department.

(8) USES FOR CATEGORY 2 THROUGH 5 INDUSTRIAL BY PRODUCTS DEFINED AS FLUE GAS
DESULFURIZATION IN S. NR 538.03(3). Anindustrial byproduct defined as flue gas
desulfurization may only be used for any of the beneficial uses described under s. NR 538.10 (1).
SECTION 161. NR 538.14(4)(intro.) is amended to read:

NR 538.14(4) NoTIFICATION.(intro.) Each industrial byproduct generator or a person
designated by the generator, such as a broker, shall submit written notification to the department

prior to initiating a project, where required in s. NR 538.10(5), (8), (9), e-(10), or (11). The
following information shall be included in the notification:

SECTION 162. NR 538.14(4)(f) is created to read:
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NR 538.14(4)(f) For those beneficial useslisted in s. NR 538.10(5)(a) and (b) that exceed
5000 cubic yards, the method and the data used to determine the groundwater separation distance.

SECTION 163. NR 538.16(1)(a)4. is amended to read:

NR 538.16(1)(a)4. Facilities for the storage of category 2 or 3 industrial byproducts that are
used for industrial byproduct storage for lessthan 2 years. These facilities shall provide to the
department notice of the storage location, the date on which the storage of materials began, and
the total volume stored.

SECTION 164. NR 538.22(1) is amended to read:

NR 538.22(1) Written notice shall be provided to the owners of property on which industrial
byproducts are utilized under this chapter for one or more of the benef|C|aI uses descri bed under
s. NR 538.10(5) to {8)(9). 4l
thisseetion: This notice shall be provi ded to the owner of propertv prl or to itsuse. The generator
of the industrial byproduct, or a person designated by the generator, shall provide the noticein
accordance with this section, unless the department approves an alternative notice procedure.
This natice shall be on aform provided by the department or in aformat approved by the
department. Any property owner receiving this notice shall retain thisinformation and provide
this information to the next purchaser of the property. Category 1 industrial byproducts are
exempt from the requirements of this section. Category 2 industrial byproducts are exempt from
the requirements listed in this section for beneficia use projects of less than 2500 cubic yards
provided that owner of the property isinformed in writing that industrial byproducts are being
utilized.
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SECTION 165. Chapter NR 538 Appendix | Table 1A is amended to read:

APPENDIX |

Table 1A

Category 1 ASTM Water Leach Test

Parameter Ferrous Ferrous Coal Ash Other*
Standard Foundry Foundry Slag
(mgll) Excess System
Sand
15 Aluminum (Al) X X X X
0.0012 Antimony (Sh) X X X X
0.005 = Arsenic (As) X X X X
04 Barium (Ba) X X X X
0.0004 Beryllium (Be) X X X X
0.19 Boron (B) X X
0.0005 Cadmium (Cd) X X X X
125 Chloride (Cl) X X
0.010 = Chromium, Tot. (Cr) X X X X
0.130 = Copper (Cu) X X X X
0.040  Tota Cyanide X X X
0.8 Fluoride (F) X X X
0.15 Iron (Fe) X X X X
0.0015 Lead (Pb) X X X X
.025 Manganese (Mn) X X X X
0.0002 Mercury (Hg) X X X X
0.05 Molybdenum (Mo) X X
0.020  Nickel (Ni) X X X X
20 Nitrite & Nitrate (NO,+NO,- X X
N)
12 Phenol X X
0.010  Selenium (Se) X X X X
0.010 | Silver (Ag) X X
125 Sulfate X X X X
0.0004 Thallium (TI) X X X X
25 Zinc (Zn) X X X X

! As provided under s. NR 538.06 (1), the testing program for materials other than ferrous
foundry system sand, ferrous foundry slag and coal ash must be approved by the department prior

to characterization.

For other materias the department may modify the list of parameters

required to be analyzed for and may establish standards on a material specific basis for additional

parameters.

Note: All testing isto be conducted on arepresentative sample of asingle industrial byproduct

prior to commingling with other material's, unless otherwise approved by the department.



SECTION 166. Chapter NR 538 Appendix | Table 2A is amended to read:

Table 2A

Category 2 and 3 ASTM Water Leach Test

Parameter Ferrous Foundry Ferrous Foundry Slag | Coa Ash | Other!
Standard Excess System Sand
(mg/l)

15 x X X X
0.012 @ Antimony (Sh) X X X X
0.05 Arsenic (As) X X X X

4.0 Barium (Ba) X X X X
0.004 Beryllium (Be) X X X X
1.9 Boron (B) X X
0.005 Cadmium (Cd) X X X X

1250 Chloride (Cl) X

0.10 Chromium, Tot. X X X X
(Cr)

1.30 Copper (Cu) X

0.40 Total Cyanide X

8.0 | Fluoride (F) X X

1.5 Iron(Fe) X X X
0.015 Lead (Pb) X X X X

25 Manganese (Mn) X X X X
0.002 Mercury (Hg) X X X X
0.20 Nickel (Ni) X

20 Nitrite & Nitrate X

(NO,+#NO.-N)

12 Phenol X X
0.10 Selenium (Se) X X X X
0.10 Silver (Ag) X X

1250 Sulfate X X
0.004 | Thalium (TI) X X
25 Zinc (Zn) X

1 Asprovided under s. NR 538.06 (1), the testing program for materials other than ferrous
foundry system sand, ferrous foundry slag and coal ash must be approved by the department prior
to characterization. For other materials the department may modify the list of parameters
required to be analyzed for and may establish standards on a material specific basis for additional

parameters.

Note: All testing is to be conducted on arepresentative sample of asingle industrial byproduct
prior to commingling with other material's, unless otherwise approved by the department.
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SECTION 167. Chapter NR 538 Appendix | Table 3 is amended to read:

Table3
Category 4 ASTM Water Leach Test

Parameter Ferrous Foundry | Ferrous Foundry Cod Ash Other*
Standard Excess System Slag
(mgll) Sand
0.03 Antimony (Sb) X
0.25 Arsenic (As) X
10 Barium (Ba) X X
0.02 Beryllium (Be) X
4.8 Boron (B) X X
0.025 | Cadmium (Cd) X X X X
2500 Chloride (Cl) X
0.5 Chromium, Total (Cr) X X
6.5 Copper (Cu) X
1 Total Cyanide X
20 Fluoride (F) X
3 Iron (Fe) X X X
0.075 Lead (Pb) X X X
0.5 Manganese (Mn) X
0.01 Mercury (Hg) X X X
0.5 Nickel (Ni) X
50 Nitrite & Nitrate (NO,+NO,- X
N)
30 Phenol X
0.25 Selenium (Se) X X
0.25 Silver (Ag) X X
2500 Sulfate X X
0.01 Thallium (TI) X
50 Zinc (Zn) X

1 Asprovided under s. NR 538.06 (1), the testing program for materials other than ferrous
foundry system sand, ferrous foundry slag and coal ash must be approved by the department prior
to characterization. For other materials the department may modify the list of parameters
required to be analyzed for and may establish standards on a material specific basis for additional
parameters.

Note: All testing isto be conducted on arepresentative sample of asingle industrial byproduct
prior to commingling with other material's, unless otherwise approved by the department.
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SECTION 168. Chapter NR 538 Appendix | Table 4 is amended to read:

Table4
Beneficial Use Methods

(1) Raw Material for Manufacturing a Product

Industrial Byproduct Category

(2) Waste Stabilization / Solidification
(3) Supplementa Fuel Source/ Energy Recovery
(4) Landfill Daily Cover / Internal Structures

XX XX o

(5) Confined Geotechnical Fill
(a) commercial, industrial or ingtitutional building subbase
(b) paved lot base, subbase & subgrade fill
(c) paved roadway base, subbase & subgrade fill
(d) utility trench backfill
(e) bridge abutment backfill
(f) tank, vault or tunnel abandonment
(g) slabjacking material
(h) soil and pavement base stabilization
(i) controlled low strength material (flowable fill)
(6) Encapsulated Transportation Facility Embankment

XX X XX~

XX X XX w

XXX XX N

XX X X[ X

(7) Capped Transportation Facility Embankment
(8) Unconfined Geotechnical Fill
(9) Unbonded Surface Course

XXX

(10) Bonded Surface Course
(11) Bonded Surface Course (Federal, state or municipal rodways)
{1%) (12) Decorative Stone

>

{12} (13) Cold Weather Road Abrasive
Note: Genera beneficia use in accordance with s. NR 538.12 (3)

Note: Refer tos. NR 538.10 for description of each beneficial use

SECTION 169. NR 540.04(1) is amended to read:

NR 540.04 Location requirements. (1) GENERAL. No person may establish, construct,

XXX XXX XX

operate or maintain awaste separation and recycling collection facility in a eritical-habitat-areaa

floodplain or awetland or that causes a take of an endangered or threatened species under s.

29.604, Stats.

SECTION 170. NR 812.07(24m) and (57w) are created to read:

NR 812.07(24m) “Comparabl e protection” means to substitute alternative protective

measures to provide similar or equal sanitary protection to that provided by this chapter, the well
construction and pump installation code, including the well location requirements of s. NR

812.08.

(57w) “Limits of filling”, for alandfill, means the outermost limit at which waste at a landfill

facility has been disposed of, or approved, or proposed for disposal.

SECTION 171. NR 812.08(4)(g)1. is amended to read:
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NR 812.08(4)(g)1. The nearest edge of the limits of filling of an existing, proposed or
abandoned landfill, measured to the nearest fill area of abandoned landfills, if known;etherwise.
Otherwise measured to the nearest property line; where the landfill is located. The department
may require, as part of a variance request, aland survey map, a scaled diagram of the landfill and
the well location, or another accurate measurement method to determine and demonstrate the
distance between the landfill and the well;

SECTION 172. NR 812.43(1) is amended to read:

NR 812.43 Variances. (1) When strict compliance with the requirements of this chapter is
not feasible, a variance may be requested. All variance requests shall be in writing, except that for
situations that may require an immediate response, in which case a variance may be requested
verbally from the owner, or the owner’ s agent, and a verbal variance may be granted by the
department and to be followed up with awritten confirmation. If the verbal request is made by the
owner’s agent, the agent shall provide confirmation of the owner’s concurrence with the request.
A variance request shall include the names of the owner or owners and, if known, the well driller,
well constructor or pump installer. The reason or reasons compliance with the requirements for
this chapter is not feasible shall also be provided. The department may request-that require the
owner or the owner’s agent to submit additional information be-sdbmitted-by-an-owner-oran
ewner-s-agent necessary for the department to determine if a variance isjustified. The owner or
owners shall sign the variance request. The department may condition the issuance of a variance
by requiring additional construction or installation features to safeguard the groundwater and
water supplied by the installation from contamination. Failure to comply with the conditions of a
variance or the applicable requirements of this chapter voids the variance approval.

SECTION 173. NR 812.43(1)(a), (b), (c) and (d) are created to read:

NR 812.43(4)(1)(a) A variance request to s. NR 812.08(4)(g)1., for an existing water supply
well within 1,200 feet of a proposed landfill or landfill expansion, shall be signed and submitted
to the department by the owner of the well or by the owner of the landfill. Both parties shall have
the right to appeal the variance approval, pursuant to ch. 227, Stats.

1. In cases where the application for a variance has been submitted by the landfill owner, the
application shall include documentation that written notification of the variance request has been
provided to any well owner meeting conditions under s. NR 812.08(4)(g)1.

2. In cases where the application for a variance has been submitted by the well owner, the
application shall include documentation that written notification of the variance request has been
provided to the landfill owner.

(b) A variance request to s. NR 812.08(4)(g)1. for an existing water supply well within 1,200
feet of alandfill may be granted by the department where conditions warrant, using the concept
of comparable protection. Comparable protection may be provided by appropriate measures
including, but not limited to a deeper well casing depth setting, specific grouting materials or
methods, specific drilling methodology or additional well water sampling results. These
measures will be determined by the department for the purpose of safeguarding the groundwater
and the water supply from potential sources of contamination.

(c) A variance request to s. NR 812.08(4)(g)1. for awell to be constructed within 1,200 feet

of alandfill not subject to expansion shall be signed and submitted to the department by the
owner of thewell. If avarianceis granted, the department shall notify the landfill owner. If the
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landfill owner is unknown, the department shall notify the municipality where the landfill is
located.

(d) Any variance granted by the department to s. NR 812.08(4)(g)1. shall befiled by the
requester with the register of deeds to ensure future owners of the property wherethe well is
located are given notice that a valid variance was granted.

SECTION 174. EFFECTIVE DATE. Thisrule shall take effect the first day of the month following
publication in the Wisconsin administrative register as provided in s. 227.22(2)(intro.), Stats.

SECTION 175. BOARD ADOPTION. Thisrule was approved and adopted by the State of
Wisconsin Natural Resources Board on

Dated in Madison, Wisconsin

STATE OF WISCONSIN
DEPARTMENT OF NATURAL RESOURCES

By

Scott Hassett, Secretary

(SEAL)
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